Vintage Basket

Description: This Vintage Basket is a unique Macrame pattern that features two
vintage knots.
This custom basket can be used to make decorative containers of different sizes.
They can be used for snacks, flowers, baby items, etc. By adding a handle to the
ring, this design can be used as an Easter Basket.
The instructions are for a medium basket, 8 inches in size. To adjust the size,
use smaller or larger rings, and change the number of cords according to the
formula I have provided below.
Click on the small images to see a larger photo.

Supplies Needed:



6mm Braided Macrame Cord (65 yards total)
3 rings: (1) 8 inch, (1) 7 inch, (1) 6 inch

Knots Used:





Venetian Picot Mount
Double Half Hitch (DHH)
Diamond Stitch (Cross Knot)
Alternating Square Knots (ASK)

Preparation and Mounting

Step 1: Cut 26 cords, each 90 inches long.
To change the size of the basket, use this formula:
Determine the diameter of the ring (in inches) and multiply it by 3.
This is the number of cords you need to cut. Make sure you round up to a
whole number.
Important: The amount of cords needs to be an even number (28, 30, 32, etc.)

Step 1: Attach each of the cords to the 8-inch ring with the Venetian Picot
Mount.
The instructions are below.
Design Tip: You can use a different vintage mounting technique, such as
theChain Picot Mount.
See Unique Mounting Designs for more options.

Venetian Picot Mount Instructions

Start by folding one cord in half, to locate the
center. Tie an Overhand knot, tightening it so it's
at the center.
Slide the two ends under the ring.

Use the left end to make the first Half Hitch.
You do this by passing the end over the
ring,under it, and over the segment of cord just
below.

Pull the first knot tightly, so the Overhand Knot is
next to the ring.
Tie another Half Hitch, to make it a Double Half
Hitch.

Repeat the process with the right end, to complete
the mount.
Add the rest of the cords for the Vintage Basket in
the same manner. Try to work in one direction.
Add extra Half Hitches if the ring is not completely
covered.

Diamond Stitch Directions
Step 2: Directly under the first ring, you'll be tying
rows of Diamond Stitches. Arrange the cords in
sets of two.
Use the left cord and make two bights (narrow
folds). The first is downward and the second is
upward. Secure the folds, and the end.

Use the cord on the right and move it through the
bights horizontally, from right to left.
Pass under - over - under the three segments.

Use the same end and move it through again, from
left to right.
Pass under - over - under the three segments.

Using the same end, make the third row of
weaving, by passing over - over - under the
three segments.
The end should be heading right to left.

Tighten the knot carefully, so that you end up with
a diamond shape.
The top point should be resting near the ring at
the top of the Vintage Basket.
Repeat with all the other cords in sets of 2.

Step 3: For the second row, alternate the cords.
You do this by taking one cord from the first knot,
and another one from the second knot.

Design Tip: Are you finding the Diamond Stitch too complex? You can use
Alternating Square Knots to make this portion of the Vintage Basket.
You'll need two working cords and two fillers for each knot (total of 4).
When you attach the cords to the rings, you can use single Half Hitches to
attach the filler cords.
Do this only if you cannot use Double Half Hitches due to lack of space.
Step 4: Attach each cord to the 7-inch ring with DHH.
It will be a tight squeeze, but you need to get them all on, even if you have to
use single Half Hitches for some knots.
Step 5: Repeat steps 2 and 3.

Step 6: Attach each cord to the 6-inch ring. Use single Half Hitches as needed,
to ensure that all cords are on the ring when you are finished.

Bottom and Finishing Touches
Step 6: Turn the Vintage Basket upside down to work on the bottom. Starting
next to the last ring, tie the first row of Alternating Square Knots using 4 cords
per knot.
These knots will follow the curve of the ring. Make sure you use all the cords.

Step 7: Tie at least 3 more rows of ASK, dropping 4 cords from two different
areas (total of 8 cords), before tying each new row.
Dropping means that you ignore those cords and push them to the inside. Tie
the knots as if they were not present.
This will ensure that the bottom is flat, since there won't be as many knots.

This image shows the bottom of the Vintage Basket in a
different color because I ran out of material the first time
I made it.
Refer to Adding Cords for tips on how to remedy the
situation, if you ever find the cords are too short.

Step 9: Trim the ends so they are even. Weave them into the bottom section
and apply glue to hold them in place.
Another option is to trim the ends to 2 inches and unravel them, creating a fluffy
bottom for the inside of the basket (recommended).

Ball Organizer
Description: This Ball Organizer has a drawstring
to close it at the bottom, and a round frame at the
top to give it support.
This Macrame project is easy to make, and is a good
way to store a variety of sport balls. It can also be
used for other items, such as stuffed animals and
toys.
Monica White inspired me to create this Macrame
pattern, and provided the photo as well.

Supplies Needed:




4mm or 6mm Macrame Cord (100 yards)
One 15mm Barrel Bead
Plastic Garbage Can

Knots Used:




Barrel Knot
Overhand Knot
Other Knots shown Below

Top Frame
Step 1: Cut the garbage can with a sharp knife, so you are using only the top
sixinches of it. Use a drill to make twenty 1/2-inch holes spaced equally
apart, so they rest 1-inch below the top edge.
Design Tip: The best method to determine the hole placement is to measure the
garbage can and then divide that by 20. The number you get is the distance
between the holes.
Step 2: Cut 20 cords, each 5 times the length you want the bag to be when it's
finished.
For example: To make a 30 inch bag, the cords need to be at least 150 inches

long (slightly more than 4 yards).
Step 3: Tie an Overhand Knot at the center of one cord. Slide both ends of
that cord through one hole in the garbage can, so the knot is on the inside.
Repeat the process with the remaining cords. You will end up with a total of 40
strands to work with, since they were folded in half.

The Bag
Step 4: You now need to arrange the cords in sets of two. Each of the knots will
be made with 2 cords, so you have several knots to choose from.
For the first row of the Ball Organizer bag, the 2 cords need to come from two
different holes in the frame.
The following images show you several possible knots to choose from. Click on
the image or link to view the instructions:

The Sailors Knot is easy to tie, and provides a
strong hold.

The Triangle Knot is easy to tie, and the best
option for this project.

The Diamond Stitch is a bit more complex. It's a
variation of the Chinese Cross Knot.

Step 5: After the first row, alternate the cords by
combining two that rest next to one another, but come
from two different knots you just tied.

Step 6: Continue to tie rows of knot, making sure you alternate each
time. Stop when the shortest cords are 12 inches, or when you are happy with
the length of the bag.

Drawstring Closure (Bottom)
Step 7: To make the closure of the Ball Organizer, arrange the cords into
separate groups of two. Using the two cords working together, tie an Overhand
Knot ½-inch below the last row of knots you tied in the bag. Leave a ½-inch
space, and tie a Barrel Knot.
Step 8: Apply glue to the knots, and allow it to dry before cutting off the excess.
Repeat step 7 with each set of two cords.
Step 9: Cut one 60-inch cord for a drawstring, and weave it through the spaces
between the two knots, all the way around the bottom of the bag.
Step 10: Pass the ends of the drawstring through a bead, in opposite
directions. Tie a tight Barrel Knot at the tips of the drawstring, to prevent the
cords from sliding through the bead.
To close the drawstring, pull on the ends. Slide the bead up close to the bottom
of the bag. To open it, slide the bead down and spread the net.

Finishing Touches
Step 11: To make a hanger for your Ball Organizer, you can use a handle from a
plastic ice cream bucket, or something similar. Cut small openings in the top
frame to attach the handle.

Another option is to make a knotted handle. Two
cords need to be cut to 4 times the size you want
the handle.
Start in the center, and use both cords to make
anAlternating Half Hitch sennit.

Step 12: When the handle is the size you want, tie an Overhand knot at each

end, close to the last Half Hitches.
Slide the two ends through openings at the top of the Ball Organizer, so the
Overhand knot is on the outside.
After you pull them through as far as you can, tie a Barrel knot on the inside,
close to the surface of the plastic frame. Apply glue and cut off the excess when
it's dry.

Globe Float Hanger

Description: The Globe Float Hanger is a net-like pouch that surrounds glass
globes. Many people have contacted me to ask for a Macrame pattern for this
type of decoration. So I'm happy to share this pattern with everyone.
This type of Macrame project was very commonly seen on sailing vessels, back
when this craft was first being introduced. So it's considered a Vintage design.
You can use this general concept to cover other items like bottles. For
decorations that will be exposed to weather, use nylon or other man-made cord,
rather than natural materials.
This pattern is rated Easy, and is suitable for beginners.

Supplies Needed:






6mm Nylon Cord, Twine, or Rope
One 3-inch Ring
Globe Float
Masking Tape
Glue

Knots Used:



Linked Overhand Knots
Lanyard Knots



Square Knot

Step 1: Cut 8 cords, each 10 times the size of the globe you are covering.
For example: To cover a globe that is 6 inches in diameter, each cord needs to
be around 60 inches long.
Be sure to prepare the ends, particularly if you are using twisted style material.
Step 2: Lay the 8 cords on your table, forming an X shape. There should be 4
cords in each half of the X.
Make a Lanyard Knot for your Globe Float Hanger, following these instructions:
Note: In the images below, I tied a Linked Overhand Knot to start off with.
But you can just lay the cords on your board and cross them.
Make sure you secure each end after you use it, to keep track.
The images are labeled as follows:





LU= Left Upper
LL = Left Lower
RU= Right Upper
RL = Right Lower

Move the left lower segment towards the right,
passing over the right lower segment.
Make sure you leave a space for the fourth end to
pass through.

Fold the right lower segment so it’s heading
upward.
It should automatically pass over the left lower
segment as you bring it up and over the right
upper segment.

Move the right upper segment to the left.
It will pass over the right lower segment when
you bring it over to the left upper segment.

Locate the left upper segment and bring it down
to the space formed in step 2.
Bring it through the space from the top, which is
over - under.

Tighten the Lanyard knot by removing the slack
gradually, pulling on each end.

Secure the Lanyard knot to the bottom of the globe float, with masking tape.
As you make the net, it’s best to work around the glass ball itself, but you can
also make the Globe Float Hanger flat on a table.
As you tie each row of knots, be sure to secure the net to the globe with
tape.
Step 3: You now have 16 cords to work with. Arrange them into 8 sets of two
cords.

Tie a Linked Overhand knot with each
set,1-inch above the Lanyard knot.
The Fisherman’s knot is the easiest one
to use for the Globe Float Hanger, but any
of the Linked OH knots will work.
Tighten the knots so the net is flat against
the glass globe, without any slack.

Step 4: Move down 1-inch, and tie another row of the same knot you used in
the previous step.
Alternate the cords before you get started. That means you will use one cord
from two different knots in the previous row, which rest next to one another.
Step 5: Repeat steps 3 and 4 until the net is close to the top of the
globe. Make sure you alternate the cords each time.
Design Tip: You can increase the distance between each row of knots if you
wish, but don't go over 2 inches.
Step 6: Bring all the cords together. Select the four longest cords and use them
to tie a Square Knot around all the others, which act as fillers. So there will be
two working cords acting together on each side.
This SK should rest against the top of the globe. Make sure the net is still tight
before moving on.
Step 7: Tie a 2-inch sennit of Square Knots.
Step 8: Leave a 2-inch space, and attach ALL the cords to the 3-inch ring with
Double Half Hitches.
Arrange the ends so they are heading back towards the glass globe.
Cut a piece of material, 36 inches long. Make a Wrapped Knot around all the
cords, as well as the ends. It needs to fit inside the 2-inch space you left.
After it is tightened, cut off all the ends flush with the bottom of the Wrapped
knot. Apply glue to the knot and allow it to dry completely. The Globe Float
Hanger is now ready to be hung up by the ring.

Holiday Angel

Description: The Holiday Angel features several basic Macrame knots, so is a
good project for beginners. It helps if you have some experience before making
this holiday decoration.
This Macrame pattern is flexible in that you can make it different sizes,
depending on the thickness of the cord you use.
In the example shown, I used 4mm cord material, and the finished size was 8
inches tall (medium).
To use this Angel design as a tree ornament, make it with 2mm material
(small). For a large wall decoration, use 6mm material.
To decorate, you can add one or more bells, artificial flowers, or ribbons.
can also use two colors, one for the body and the other for the wings.

You

For the hair, you can use the same color as for the body, or use Macrame cord
remnants you've saved from other projects.
Supplies Needed:








Cord Materials: (Small or Medium = 25 yards)
One ring (see chart below)
Project board and pins
Tape
Fabric Glue that dries clear
Tweezers or small pliers
Bells, ribbons, or other decorations

Knots Used:





Larks Head knot
Square Knot
Double Half Hitch
Overhand knot

(Large = 30 yards)




Spiral Stitch
Square Knot Button

Preparation
Use the chart below to determine the lengths to cut the cords for the wings and
body of the Holiday Angel, and for the ring sizes needed.
Size

Ring

Body

Wings

Small - 2mm cord

1.5 inch

6 cords, 50 inches

6 cords, 36 inches

Medium - 4mm cord

2 inch

6 cords, 65 inches

8 cords, 45 inches

Large - 6mm cord

2.5 inch

6 cords, 80 inches

8 cords, 60 inches




Prepare all the cords by applying tape to the ends.
Cut 2 holding cords, at least 40 inches long for small and medium sized
Angels. For a large size, they should be at least 45 inches long.

Mounting Process: Attach the 6 cords for the body to the ring, following the
steps below.
<< Fold one of the cords and
place it under the lower part of the
ring.
Bring the ends down and under
the folded area of the cord. >>
Pull on both ends to tighten.

Creating the Head
Step 1: Turn the ring over. Secure it to your board
so it's standing upright on it's lower edge, with the
knots flat on the board. Mentally number the cords 1 12.
Cords 1 and 2 act together as the left working cords
for the Square Knots. Cords 11 and 12 are
the rightworking cords. Cords 3 - 10 are the fillers.
Step 2: The next 4 images show you how to tie the first Square Knot. After
that, you will make the rest of the SK Button for the head of you Holiday Angel.

<< Move the left working cords to
the right, over the fillers
andunder the right working cords.
Bring the right working
cordsunder the fillers,
and over the left cords, as you
pull it left. >>
Pull the ends firmly to tighten.
The working cords have now switched places, so you make the second half of
the Square knot in the opposite direction:
<< Move the left cords over the
fillers and under the right cords.
Bring the right cords under the
fillers and over the left cords, as
you pull it right.
Pull the ends firmly to tighten the
second half of the SK.

Tie 3 more SK below the first one you just made.
Note the spaces just below the ring, between Larks
Head knots 1 and 2 (left), and 5 and 6 (right).
That's where the ends will go through in the next step.

Divide the cords into two groups of six.
Pass each group through one of the spaces indicated in
the previous step (right or left).
To complete this important step for your Holiday Angel,
use tweezers or pliers to pull the cords.

Roll the Square Knots into a button by
pulling firmly on the ends.
Select the 4 cords furthest to the right and left. Tie
another Square Knot below the button. Make sure
it's as tight as possible.

Body and Arms

Step 3: Divide the cords into three sets of four. The
set in the middle is for the body, which is made with
the Spiral Stitch.
The other two are for the arms of the Holiday Angel,
and you tie Square Knots to make them.
Using the cords for the right arm, tie a sennit of
Square Knots, measuring 2 inches for a small or
medium size, or 3 inches for a large angel.
There are two working cords and two fillers, but the
process for tying the SK is the same as in step 2 (first
four images).

Lift the arm up so you are working on the back. Use
the two working cords to tie a tight Overhand
knot. Apply glue to the inside as you tighten it.
Make the left arm for your Holiday Angel in the
same manner.
Step 4: To create the body, use the four cords in the
center (two working cords, 2 fillers).
Tie a Spiral Stitch, which is the same as tying the first
half of a SK over and over (step 2, first two images).
The body should be 1/2-inch longer than the
arms.
Curve the arms in front of the body. Add a bell or
other decoration to one cord. Tie the arm cords
together with tight Overhand knots.
Pass one cord from each arm through the body, so
they stay in a rounded position.
There's no need to add another knot, just unravel the
cords and brush (see below).
Step 5: For the final touches to the body of the
Holiday Angel, trim the cords, and then unravel
themone at a time.
The easiest way is to pull out one fiber at a time,
using tweezers. Do this near the area where the cords
are tied.
Once the fibers are all loose, brush them.
Step 6: Add small pieces of the trimmings to the head, if you want the Holiday

Angel to have hair.
The best way is to work your tweezers under the cords and pull the new one
through half way. They don't need to be knotted, since the cords are very tight
at the top of the head.
You can use different cord material for the hair, if you have scraps of cord or
yarn available from other projects.

The Wings
The wings of the Holiday Angel are made with Double Half Hitches (DHH). You
will be tying them in two directions, so pay close attention to the images and
instructions.
Each wing will have 4 working cords, for large and medium sized Angels. When
making small Angel ornaments, each wing will have 3 cords.
Step 7: Arrange the holding cord horizontally, and secure it so it has tension.
Don't worry about where the cords are placed, you will be moving the loops after
they are constructed. But mark the center of the holding cord with a pin.
Fold each working cord in half, placing it under the holding cord, before tying
the knots.
Leave a small loop above the the holding cord. The size will be stated in the
following instructions. The process is easier if you secure the cord at the center
fold.
To make each Half Hitch, the working cord is used to make a loop, passing over
and under the holding cord.
As you pull it down, it passes over a portion of the working cord.
It doesn't matter which direction you rotate to make the loops; the Half Hitches
will all be made this way.
<< Make a 1/4-inch loop, and
tie a Half Hitch with the left half of
the cord, rotating clockwise.
Tighten the first knot firmly, and
tie a second one to the left. >>
Both steps = Double Half Hitch

Adjust the size of the loop, if necessary (see next
image).
Tie a DHH with the right half of the cord,
rotatingcounter-clockwise.

Step 8: Repeat step 7 to make the remaining loops,
arranging them next to each other, heading left.
For a Holiday Angel of medium or large size, each of
the loops should be 1/4-inch larger than the one made
before it (total of 4).
For a small Angel ornament, for each wing there
should be only 3 loops, 1/4 to 3/4 inches in size.
Important: Before moving on, push the knots to the left, so the largest loop is
at the center of the holding cord.
Step 9: So far, you have been making the lower area of the right wing. So
the wing is upside down at the moment. For the next step, you create
the upperarea.
Curve the holding cord to the right, diagonally, resting
on top of the working cords.
In the image the working cords are pushed to the
side.
The shape of the wings for the Holiday Angel is
determined by the angle of the holding cord, so move
it around until you like the shape.
Step 9, continued: Moving left to right, attach the working cords to it with
DHH. These knots should all be tied in a counter-clockwise direction.
Step 10: Turn the wing so the folded area is on the
right, with the loops at the bottom. Secure both halves
of the holding cord, curving them slightly if you wish.
Follow the steps below, to complete the right
wing for your Holiday Angel.
Step A: The working cords are attached to the upper half of the holding cord
first, progressing right to left. So the first one is resting near the folded
portionof the wing.
Step B: Pass the cord under the ones waiting to be attached, and under the
holding cord.
Step C:

Tie a Double Half Hitch, rotating clockwise. Tighten it firmly.

Step D: Pass the cord under the lower half of the holding cord, and attach it
with a Double Half Hitch.
Step 11: Repeat step 10 with the remaining working
cords.
There are now large loops at the top of the wing for
the Holiday Angel.
Step 12: For the left wing, the process is similar, but there are details for each
step that need to be changed:

Changes, Step 8: Arrange the loops from small to
large, heading towards the right.
Push the knots to the center, which is on the right.
Changes, Step 9: Direct the holding cord diagonally
to the left, to make the upper
portion. Rotate clockwisewhen tying the DHH.
Changes, step 10: Position the wing as shown in the image below, with the
loops at the bottom and the folded area on the left.
Attach the working cords moving right, starting with the one near the folded
area.
Each cord should go under the working cords as well
as the holding cords, before tying the knots.
Attach each cord to the upper half of the holding
cord, rotating counter-clockwise.
Do the same for the bottom half.
Step 13: Arrange the right and left wings so they are
close together. Make sure the 4 loops are at the
bottom.
Tie 2 Overhand knots with the upper holding cords,
to connect the wings. After you tie the first knot,
apply glue and tie the second one on top of it.
Do Not Cut Off the Extra Material.
Step 14: Flip the wings over, so you work in the
back. Finish off the ends of the working cords by
tying very tight Overhand knots, with two cords per
knot.
Apply glue to the back of the DHH before tightening,
so the glue is under the knots. When the glue is dry,
you can cut off the excess material. Save the
Scraps.

Finishing Touches
Step 15: To complete the Holiday Angel, flip the body over to attach the wings
to the upper body (Spiral Stitch).
Make sure you have the front of the wings facing the back of the
body. Remember that the large loops are at the top of the wing.
The knots you tied in the previous step, to finish the working cords, are at the
bottom.

Both upper holding cords you tied together in step 13
need to pass through one of the knots for the body,
near the "neck" of the Holiday Angel. The best place
is below the SK tied under the button.
Pass them through from front to back, and tie an
Overhand knot in the back of the wing. Add glue and
cut off the excess material when dry.
The next area to attach the wings is on the ring, so the wings are more
stable. This is optional, if you want the wings to move. You need a short piece
of the same material used for the hair.
Select 3 of the large loops from both upper wings and fold the short cord
around them. You can tie a Larks Head knot if you wish.
Then pass the ends under one of the SK on the top of the head. The ends of the
short cord should be heading forward, so you can blend them in with the hair.
Step 16: Attach the lower holding cords for the
wings to the lower part of the body.
Pass them through the knots from front to back and tie
one or two Overhand knots. Unravel the cords and
brush, adding the fibers to the skirt of the Holiday
Angel.
To make the lower skirt, add extra cords (scraps) by
pulling them through knots in the body. Don't tie any
knots. Just unravel and brush the fibers.
Trim both parts of the skirt after all the brushing is
done, so it looks neat. Do the same for the hair of the
Holiday Angel.

Seven Point Snowflake

Description: The Seven Point Snowflake is a wonderful holiday ornament that's
easy to make. It's approximately 6 inches wide, so is the right size for a large
Christmas tree. This is a great Macrame project for beginners, as well as older
children.
You can make this Macrame snowflake smaller or larger simply by changing the
ring and material size. In the example shown, I used a brass ring and Cotton
Cable cord.
Most snowflake patterns have 5 or 6 “points”, but this one has 7. The design
features 3 rows of Square knots in an alternating pattern, and picots are made at
the points.
Julie Schermerhorn sent in the suggestion for this project. She cherishes the two
snowflakes she received many years ago from her dear friend, Mrs. Definski.
I wrote this custom pattern based on the images she sent me. So I am sharing
this beautiful holiday decoration with all of you, as a tribute to Mrs. Definski.

Supplies Needed:





2mm white cord material (14 yards)
One 1.5-inch Ring
Project Board and Pins
Fabric or Household Glue that dries clear

Knots Used:



Larks Head knot
Square Knot

Preparation and Mounting

Cut 14 cords, each 32 inches long. Prepare the ends tape, or tie Overhand knots
on the tips of each cord.
Step 1: Mount all the cords to the ring with Larks Head Knots, as follows:
<< Fold a cord in half, and place
itunder the ring as shown.
Bring both ends down over the
front of the ring. Pass the ends
through the folded area. >>

Design Tip: I recommend you tighten all the knots as firmly as possible,
especially if you are using Cotton Cable cord to make your Seven Point
Snowflake. The knots have a tendency to loosen over time.
<< Tie a reverse Half Hitch by
passing each end under - overthe
ring, and under the cord.
Repeat this process with the
remaining cords. >>
Organize the cords into 7 groups
containing 4 cords.

Snowflake Design
Step 2: With each group of 4 cords, tie 2 Square
Knots (SK).
Tighten them firmly so the first one is just below the
knots on the ring.
Don't know how to tie a Square Knot? See the
images below for instructions:
<< Mentally number the
cords. Bring working cord 1 to
the right,over the fillers ( 2 and
3), andunder the right working
cord (4).
Move working cord 4 under the
fillers and over cord 1, as you
pull it to the left. >>

Working cords 1 and 4
haveswitched places.
<< Move cord 1 to the
left, overthe fillers
and under cord 4.
Bring cord 4 to the
right, underthe fillers
and over cord 1. >>
Step 3: Mentally number the cords from 2 Square
Knots, as shown in this image. Alternate cords by
using 3 - 4 from one SK, and 1 - 2 from the other.
Tie a SK with the new group, tightening it 1/2-inch
below the knots from step 2.
It helps if you pull the fillers slightly, while tightening.
Design Tip: When tying Alternating Square Knots in a circle, all the cords are
used. So you need to be careful about selecting the four cords, which need to
come from 2 adjacent knots in the row above.
Step 4: To complete the second row of knots, repeat
step 3 with the remaining cords.
Re-organize the cords again, in preparation for the
third row.
Step 5: Alternate the cords again, so you use the
same groups as in step 2.
Tie the 3rd row of ASK, all the way around the Seven
Point Snowflake design.
Make sure the knots in this row are 1/2-inch
belowthe knots from row 2.

The Points
The Seven Point Snowflake gets it's name for the 7 picot designs you will now be
making. One picot is made below each of the knots in step 5, using the same
four cords you just finished with.

Step 6: Tie a Square Knot 1-inch below the knot
tied in row 3.

Step 7: Move the knot up, so it rests against the one
tied in step 5. This will form two picot loops.

Step 8: Tie one more SK with the same four cords.
Apply glue to the fillers before tightening the
knot. This way the glue is inside.
When the glue is dry, trim the ends. Separate the
fibers in each cord, to form a fringe at the ends of the
Seven Point Snowflake.
Step 9: Repeat steps 6 - 8 with the other groups of cords.

Step 10: (optional) When using Cotton Cable Cord,
there is a chance for the knots to loosen over time.
So I recommend you flip the snowflake over and apply
fabric glue to the back of each knot. Make sure it's the
type of glue that dries clear.

Pumpkin Decoration

Description: This Pumpkin Decoration will add a special touch to your autumn
decorations. It makes a unique centerpiece display.
I designed it with a fringe at the bottom, so you can easily add artificial flowers
and leaves. Rust colored material looks the best, but orange can be used as well.
The stem and top area should be dark green or brown.
The instructions for this Macrame pumpkin is for a 5 inch size, but can be
modified to make it larger. I recommend you try to obtain a wire ball frame, but
you can use three rings instead, tying them together.
I've rated this Macrame project as moderate, since you need to be able to tie the
knots without securing the cords. So make sure you practice all the knots until
you are completely familiar with them.
Supplies Needed:









6mm cord material (2 colors)
One 4-inch metal ring
One 2-inch metal ring
One 1.5-inch ring
One 5-inch Wire Ball (or three 5-inch rings)
Flowers, leaves and other small decorations
Needle Nose pliers
Fabric or All-Purpose Glue

Knots Used:



Lanyard Knots
Alternating Square Knots






Picot Designs
Double Half Hitch
Larks Head knot
Overhand Knot

Preparation
Cutting Instructions for 5-inch Size:




Pumpkin: Cut 20 cords, each 2 yards long (rust or orange)
Top: Cut 12 cords, each 50 inches long (brown or green)
Stem: Cut 2 cords, each 36 inches long (brown or green)

Since you will be deliberately unraveling the cords in some areas of the Pumpkin
decoration, temporarily wrap tape around the ends of all the cords.
Instructions for a Pumpkin Decoration more than 5 inches:
Size of ball x 4 = Minimum number of cords to cut (you can cut more) -- make
sure the final number can be divided by four (24, 28, 32, etc.). This applies to
the cords for the pumpkin.
For the top and stem, increase the length to 60 inches or more.

Use three 5-inch rings if you don't have a wire ball frame. Place them inside each
other, bending them slightly as needed. Wrap the top and bottom areas with
wire, right where the three rings meet.
For a wire ball, push down on the top of it until it's the shape you like.

The Stem
Step 1: You will be making a Lanyard knot sennit for the stem of the Pumpkin
Decoration. Cross the two 36-inch cords, forming an X shape. Secure them at
the center, to your work surface. Mentally number the segments A - D, as shown
in the images.

<< Move segment A to
theright, over segment B.
There should be a slight
curve.
Move segment B upward,
passing over segment C. >>

<< Move segment C to
theleft, over segment D.
Move segment
D downward, passing
through the curved area of
segment A. > >

Step 2: Place the first Lanyard knot under the
wires at the top of the frame, where they connect.
Hold it in place, while you tie the next Lanyard
knot above the wire. Another option is to apply
glue to hold the knot in place. Once it's dry, tie the
next knot.

This is what the second Lanyard knot looks like
when it's finished. Tighten it as much as you can,
so it holds to the frame firmly.

Step 3: Tie additional Lanyard knots until the
stem measures 2 to 3 inches.
You need at least 4 inches of material to finish
the stem at the top of the Pumpkin Decoration, so
don't make it too long.

Mentally number the four ends 1 - 4. Tie cords 1
and 2 together with an Overhand knot. Tie cords 3
and 4 together as well.
Apply glue before you tighten the knots, so it's
on the inside.

Tie cords 1 and 4 together. Do the same with
cords 2 and 3. Apply glue inside these knots as
well.
After the glue is dry, cut off the remaining
material, as close to the knots as possible. You
can add a little extra glue to the outside if you
wish.

The Pumpkin
Step 4: Mount the 20 cords for the pumpkin to the 2-inch ring with Larks Head
knots, as shown below. It's a tight squeeze, so push the knots closely together.
Note: In the images below, a plastic ring is shown. I recommend you
use metalrings for the Pumpkin decoration.
<< To tie Larks Head knots, fold
the cord and place it beneath the
lower edge of the ring.
Bring the ends over the front of
the ring, and under the folded
portion of the cord. >>

Slide the ring over the stem so it rests at the top of the wire ball. Arrange the
cords into groups of four (2 working cords, 2 fillers).
Select a group where the four cords rest directly over one of the wires, to tie
the first Square Knot (SK), as shown below:
<< Mentally number the
cords. Move cord 1 to the
right, over the fillers (2 - 3)
and under cord 4.
Move cord 4 to the
left, underthe fillers and over
cord 1. >>
This is the first half of the SK.
The two working cords (1 and 4) have now switched places. So the second half
of the SK is tied the opposite:

<< Move cord 1 (right) to the
left, over the fillers
and undercord 4.
Bring cord 4 under the fillers
andover cord 1, as you move it to
the right side of the SK. >>
Step 5: Tie the first half of the Square Knot
around the filler cords and the wire. This will
anchor the ring to the ball. (First two images
above)
Tie the second half of the SK around the filler
cords only. (3rd and 4th images above)

Step 6: On the opposite side of the Pumpkin Decoration, repeat step 5. Make
sure the ring is balanced.
Use the remaining cords, in groups of 4, to tie the first row of ASK. Tighten the
knots firmly so they rest very close to the 2-inch ring.
Tie the second row of SK, alternating the cords:
Mentally number 2 knots in row 1. Use cords 3 - 4
from the left SK, with 1 - 2 from the right SK. Tie
the new knot with those four cords.
In this image, the two rows have some
space. When you make the Pumpkin Decoration,
the knots should be firmly tightened so they are
closer.
Step 7: Continue on, tying more rows of Alternating Square Knots, until you
reach the bottom of the frame for the Pumpkin Decoration. Tie the knots as you
would normally, around the filler cords only (not the metal).

Important: Whenever you reach spots where the four cords are over the wires,
the metal will easily be seen in the space between the knots.
Here's what you do to hide the metal:

Wrap one (or both) of the filler cords around the
wire at least once.
Tie the Square Knot. When you tighten it, push
upward slightly.

Step 8: Pass all the cords through the 4-inch ring.
Attach the cords to the ring with either single or
double Half Hitches. (see image below).
The working cords for the last row of SK must be
attached with double Half Hitches. The fillers
should be attached with a single Half Hitch.

To make a single Half Hitch, make sure the portion
coming from the pumpkin is under the ring.
Bring it over and under the ring. As you pull it
down, pass it over the cord.
For a double Half Hitch, tie another one.

The Leaf Design (Top)
The top of the Pumpkin Decoration is supposed to resemble leaves. So you will
be making Picots.
Each of the 6 leaf designs for the top will fit in the areas between the metal
rings.
Step 9: Start by mounting the 50-inch cords (12) to the 1.5-inch ring with Larks
Head knots. (see step 4 for photos)
Divide the cords into 6 groups of four (2 working cords, 2 fillers).
Design Tip: It's best to make the following design with the cords secured to a
work surface.

Step 10: Tie 3 Square Knots, placing them 2
inches apart.
Slide the knots upward, so the first one is next to
the ring, and the others just below.

Step 11: Switch the cords, so the working cords
you just used become the fillers, and vice versa.
Tie a tight Square Knot with the switched cords. It
should rest close to the one above it.
Flip the Picot design over.

Step 12: Tie the two working cords together with
an Overhand knot. Apply glue to the fillers, so
when you tighten this new knot, it's on the inside.
You can add more glue to the outside if you wish.

Step 13: Repeat steps 10 - 12 with the remaining 5 sets of cords (total of 6
picot designs).
Place the ring over the stem, so it fits inside the 2-inch ring at the top of the
Pumpkin Decoration. Make sure the picot designs rest between each metal
segment, before completing the following step.

Step 14: Trim the ends so they are approximately
2 inches long.
Poke the ends through a space between the Square
Knots, using pliers. You can add glue to hold them
in place if you wish.

Finishing Touches

Trim the cords at the bottom of the Pumpkin decoration to 2 - 3 inches. Separate
the fibers and brush them one at a time.
Don't want a fringe? Just push all the cords to the inside of the frame, and apply
glue to hold them in place.

Decorate the bottom area with artificial leaves,
flowers, pine cones, and other small items.
You can apply glue to the brushed fibers, or the lower
ring, to hold the decorations in place.

Holiday Lantern

Description: The Holiday Lantern is a Macrame decoration that features a ball
frame covered with a spiral design. Inside the ball is a white candle with a
flame, much like vintage lanterns. The brushed fringe at the bottom resembles a
wreath.
In the example shown, twist style Macrame cord (polypropylene) was used to
cover the frame. You can used braided cord, since 4mm twist cord is hard to
find.
The frame is made by connecting three brass rings, unless you can find one
already prepared. The instructions are written for 5-inch to 8-inch size.
For sizes above 8 inches, you need to use 6mm material and make the candle
longer. The chart in Preparation will help you determine the length to cut the
cords for different sizes, and the total you need to purchase.
This Macrame project is rated easy, suitable for beginners.
Supplies Needed:









4mm cord material (for 5-inch to 8-inch ball frame) -- see Preparation
6mm white material for candle (3 yards)
2mm or 4mm gold material for flame (24 inches)
One 2-inch ring
Three metal rings to make ball frame (5-inch to 8-inch) -- see
Preparation
Ribbons or other decorations
Project Board and pins
Plastic ice cream bucket (optional)

Knots Used:





Larks Head knot
Spiral Stitch
Overhand knot
Lanyard knots

Preparation
You need 2 pieces of white 6mm material, each 60 inches long, for the candle.
For the flame, cut two pieces of gold material, each 12 inches long.
Use this chart to determine the cord lengths you need to cover the ball framefor
your Holiday Lantern:
Ring Size

Length of each Cord

Total to Purchase

5 inch

6 cords, 3.5 yards long

22 yards

6 inch

6 cords, 4 yards long

25 yards

7 inch

6 cords, 4.5 yards long

28 yards

8 inch

6 cords, 5 yards long

31 yards

Over 8 inches
see below
see below
For a large Holiday Lantern using rings over 8 inches, here is the math for
thecord length:




Diameter of Ring x 3
Multiply by 8
Divide by 36 (for yards)

Cut 6 cords, each the cord length you came up with.
The total amount to purchase is 6 x the cord length.
You should use 6mm material for frames over 8 inches.
To make the frame, arrange three rings inside one
another, so there are 6 sections. Place one horizontal,
one vertical and one diagonal. You may need
to bendthe rings slightly.
Secure the top and bottom with tape, or a piece of
wire.
5-inch Wire Balls are available in our online
store,Acajou Crafts.

The Candle
The candle for the Holiday Lantern is made with a Lanyard knot, also called a
Crown Knot. The steps below show you the process.
Step 1: Place the 2 white cords on your project board so they form an X
shape. Match the centers and secure them. Mentally label the four segments A D as shown in the images below.

<< Move segment A to the right,
to rest on top of segment B. Make
sure it curves as shown.
Move segment B upward, to rest
on top of segment C. >>

<< Move segment C to the left,
so it rests on segment D.
Move segment B down to the
curved area of segment A.
Pass it over - under as you bring
it through segment A. >>

Step 2: Tighten the first Lanyard knot by pulling on all
four ends firmly, so it's as small as possible. Remove
the pin from the center, and place it on the outside of
the first knot.
Tie more Lanyard knots by repeating step 1. The
knots will stack on top of each other as you progress.
Step 2, continued: Stop when the candle for the Holiday Lantern is 5
inchestall.
For ball frames over 8 inches, make the candle 6 inches tall.
Design Tip: Eventually you will need to lay the candle on your work
surface. At that point, you just curve the end upward slightly, to position the
new knots.

Step 3: Pass the two 12-inch gold cords through the
crossed area at the top of the candle.
Match the ends to center the two cords.

<< Tie a counterclockwise Half Hitch with the two
ends on theleft, around those on
the right.
Tie the next Half Hitch with the
two ends on the right,
rotating clockwise. >>

Step 4: Unravel all 4 ends and brush the fibers to
form the flame.
The best way to do this when using braided material
is to pull out individual fibers close to where the knots
are tied. That loosens the braid and makes the rest
come apart more easily.

The Top
The top area for the Holiday Lantern is made with the Spiral Stitch, to match the
knots on the ball frame. The term "Half Knot" is used below, since you tie the
first half of a Square knot.
This design can be changed. Should you make any changes, try to keep the
design around 3 inches long.

<< Fold one of the cords for the
ball frame in half. Place
it underthe bottom portion of
the 2-inch ring.
Bring the ends forward and
down,over the bottom of the ring.
Make sure it goes under the
folded
area of the cord. >>
Step 6: Repeat the two steps above (Larks Head knot), with the remaining 5
cords for the ball frame. Pull the ends firmly to tighten each knot.
Step 7: Divide the cords into 3 groups of four.
The Half Knot is tied with two working cords and two
fillers.
Move the left working cord to the right, over the fillers
and under the right working cord.

Step 8: To complete the Half Knot, move
the rightworking cord to the left.
Pass it under the fillers and over the left working
cord.
Steps 7 and 8 = one Half Knot
Step 9: Repeat steps 7 and 8 several times, until the sennit is 1.5 inches long.
When you get to the 4th knot, the twisting will become obvious. If
necessary,rotate the sennit so the ends switch places.

Step 10: Repeat steps 7 - 9 using the other two
groups of cords, for a total of 3 Spiral Stitch designs.
If necessary, you can add an extra knot in the first and
third design, so they all line up evenly.

Step 11: The next portion at the top of the Holiday
Lantern is a large spiral. This brings all the cords
together, which is important.
Mentally number the cords 1 - 12. The working cords
are 1 and 12. Tie a 1.5 inch Spiral Stitch with the
working cords, around all the others (10) which are
fillers.
This new spiral is very thick, so you will need to help it
twist by rotating the cords. You will probably be able
to twist it only 1 time.
Should you make changes to the top area of the
Holiday Lantern, I recommend you bring the cords
together in a bundle like this, using one or more
knots. This way, when you attach the cords to the ball
frame, it's more stable.

Covering the Ball Frame
The next step for your Holiday Lantern is to cover the ball frame. I recommend
you do not make changes here. The Spiral Stitch is the best decorative knot for
this area.
To keep the spirals the same size, tie a set of 5 knots, then rotate the
ends. Also, push the knots close together as you progress.
Step 12: Choose two cords from the bundle and
arrange them on either side of a metal segment on the
frame.
Tie one Half Knot, just as you did in steps 7 and 8. The
metal is the filler. Tighten the knot firmly, and push
it close to the top of the frame.
Step 13: Go to the metal segment directly opposite, which should be the same
ring. Repeat step 12.
Repeat this process with the rest of the cords, attaching two cords to each metal
segment.
This will anchor the top portion of the Holiday Lantern to the ball frame.

Have you been wondering what the ice cream bucket is
for? You use it to hold the ball frame as you cover it
with knots, so you don't need pins.
Step 14: Tie the Spiral Stitch to completely cover the
six segments of the frame. Push the knots close
together as you progress.
Step 15: At the bottom of the Holiday Lantern, divide
the cords into two groups of six.
Tie an Overhand knot, and tighten it as much as
possible. You can add some glue to the frame, so the
cords sit on top of it.
Step 16: Unravel and brush each cord after trimming to 2-inches. Do the same
with the cords at the bottom of the candle. The best approach is to pull all the
cords outside the frame.
When using braided cord, remove one of the fibers to loosen the others. Do this
close to the frame, not at the tip of the cord.
Use one fiber, or a complete piece of scrap cord, and
pass it through the candle near the bottom.
Pass one end around the metal and then tie a tight
Overhand knot. This will secure the candle to the
bottom of the Holiday Lantern.
Do this a second time, securing the candle on the
opposite side of the frame.
After the cords are brushed and fluffed, trim them to
neaten the edges.
Pull the fringe inside the frame, so it surrounds the
candle.
Add ribbons or other decorations to complete the
Holiday Lantern.

Bottle Candelabra
Description: This Bottle Candelabra is made with
just a regular wine bottle, partially covered with
Square Knots arranged in an unusual manner. You
can use any type of material, as well as a variety
of bottles.
This Macrame pattern is written for two colors. You
can use a single color if you wish to change this
design.
Adding beads and small items like shells is a good
way to decorate this basic design.

Since you need to be able to tie knots and add cords without a project board,
this Macrame project may be too challenging if you are a beginner.
Be sure to practice tying Square Knots without a board several times before
attempting this project.
Important: Since I used Satin cord for my Candelabra, I had to make the knots
very tight and use glue so they didn't loosen. I recommend you use a material
like cotton, the first time you try this design.
Supplies Needed:







2mm Cord Material (50+ yards x 2 colors -- depends on bottle
size)
Wine Bottle
Metal Candelabra
Glue that dries clear
Tape
Project board (for mounting knots)

Knots Used:




Larks Head Knot
Square Knot
Wrapped Knot

Please also view this page: Adding Cords

Mounting Process
Here is the mounting process I used in the Bottle Candelabra shown. If you
wish, you can use a different mounting technique.
In the example shown, color 1 is green and color 2 is light silver.



Begin by cutting 6 cords of each color, each 2.5 yards long (90 inches).
Cut one holding cord, at least 15 inches long (Color 1).

Step 1: Secure three 2.5-yard cords to your board,
folded in half (Color 1). The cord in the center needs
to be slightly higher than the other two.
The two ends furthest to the left and right will be the
working cords for the following knot.

Step 2: Tie a Square Knot using the two working
cords. The fillers are the other four.
Tighten the knot so the loop in the middle is
approximately 1/2 inch in size.

Step 3: Secure the holding cord so it's horizontal.
Position the loop design you just made so it rests
against the top of the holding cord.
Position the working cords over the holding cord.
The fillers should be under the holding cord.
Step 4: Tie another Square knot with the two working
cords around the fillers. It should rest below the
holding cord, as you pull it tight.
Repeat steps 1 - 4 again, using the remaining
threeColor 1 cords. Leave space between the two
loop designs, for other cords.
Step 5: Now you will mount the Color 2 cords, fitting
them between the two loop designs. Start by folding
one in half, and place it under the holding cord.
Tie a Larks Head knot by bringing the ends over the
holding cord, and then under the folded area.

Step 6: You will now make two more Larks Head
knots, one with each end.
To make the first half of the knot, bring each
end overthe holding cord, under it, and over the
segment of the working cord at the bottom.

Now make the second half of the Larks head knot.
Direct each end under the holding cord, over it,
andunder the working cord at the bottom.

Step 7: Repeat steps 5 and 6 to add two more Color 2 cords (total of three
cords mounted). Slide the loop designs over, so they are on either side.
The remaining Color 2 cords should be mounted to
theleft of the others, in the arrangement you see
here.
Follow steps 5 - 7 to attach them to the holding cord.
Step 8: Tie the ends of the holding cord together, with an Overhand knot,
pushing the mounting knots as close to each other as possible.
Place it on the Bottle Candelabra to see how it fits, but remove it when making
the adjustments. The design should fit tightly around the top of the bottle, so it
can't slide off.
You will know it's tight enough when you have to stretch the design
slightly to attach it, once both knots are tied.
When it's the right size, apply glue to the first knot,
and then tie a second Overhand knot. Place the
mount design onto the top of the bottle, applying glue
underneath it.
Trim the ends of the holding cord to 1-inch and
attach them to the Bottle Candelabra with glue,
positioning them under the other cords so they are
hidden. Allow the glue to dry before moving on.

Top Section
The top section of the Bottle Candelabra requires you to add cords. You won't be
able to use a project board to do this, so please practice Adding Cords with a
Square Knot before starting this area.
You will work with each group separately, so start thinking of them as four
distinct groups. The color 1 loop designs are in the front and back of the Bottle
Candelabra. Color 2 cords are on the right and left.



Cut 4 cords of each color, two yards long (72 inches)

Step 1: Fold a Color 2 cord in half, and place the
center of it under three of the cords mounted to the
bottle (same color).
Tie a Square knot with the new cord. The ones already
on the bottle are the fillers. Tighten firmly, pushing the
knot up, to rest against the mounting knots.
Add the remaining 7 cords in the same manner. Make sure you attach each new
cord to three mounted ones, of the same color.
Push them all up as high as possible. There should be a total of 10 cords in each
of the four groups when you are finished.




Mentally number the cords in each group 1 - 10.
Tie a Square knot using cords 4 - 7.
Do the same for the other groups.

Crossover Designs
You will now make what I call "Crossover Designs". You combine cords from two
groups (same color), bringing them across the bottle to the opposite position
than where they start.
So for the first row, the cords from the back and front end up at the sides of the
Bottle Candelabra. The cords at the sides are brought to the front and
back. For the second row, they are returned to their original position.

Step 2: Mentally number the cords in one group 1 - 10, moving left to
right. For the other group of the same color, number them right to left.
The reason for this is so you work with two cords of the same number, which
makes this process less confusing.
If you wish, you can actually label the ends with tape, writing the numbers on
the tape.
The images below show Color 1, but you can start with Color 2 (white) if it's
easier for you, since they rest under Color 1 (green).

The two fillers are cords 10. Use cords 9 to tie the first
Square knot around the fillers. It should line up with
the Square knot tied in step 1.
Try to tighten it so it's about 1.5 inches below the
other knot.

Step 3: Locate cords 8, and direct them over cords
9. Use them to tie the next Square knot onto the
fillers.
It's best to tie the knots loosely, so you can make
adjustments to the Bottle Candelabra design. When
you finish the other side, and everything is balanced,
you can then go back and tighten them firmly.
Design Tip: When making your Bottle Candelabra, do not try to pull the cords
tightly. Instead, they should have a gentle curve, so they drape like a necklace.

Step 4: Use cords 7 next, moving them under cords
9, and over cords 8, before tying the next Square
Knot.

Step 5: Use cords 6 next, moving them over cords
9,under cords 8, and over cords 7. Tie the 4th Square
Knot in the crossover design.

Go to the other side of the Bottle Candelabra, and use the remaining cords of
thesame color. Cords 1 are the fillers. Use cords 2 - 5 to tie the SK, following
the same over-under sequence as what you just did with cords 9 - 6.
Once everything is balanced, tighten all the knots firmly. Apply glue to the back
of the knots if you wish.
Important: Do not attach this design directly to the Bottle Candelabra. It
causes the knots to become unbalanced.
Step 6: Follow the same process with the cords of the second color (steps 2 - 5).

After all four groups are knotted, alternate the
positions of the cords.
So Color 2 will now be used to tie a row of SK,
starting1.5 inches below the last knot of the Color
1 design.
In the previous row, Color 1 passed over 2 (green over
white). Now it should be the opposite (color 2 over
1).
Step 7: Chances are the bottle is becoming larger at this point. If not, skip
this step until the Bottle Candelabra begins to widen.
Cut 4 cords, each 2 yards long (both colors) -total of 8.
You add one cord to each group in the same manner
as in step 1 -- Place the new cord under the two
fillers. Tie a SK with the new cord.
Step 8: Tie the next row with the same crossover design (steps 2 - 6). Since
you now have an extra cord, the over - under sequence is a little different:





Cords
Cords
Cords
Cords

9
8
7
6

-----

pass over the new cord
under the new cord, and over cords 9
over the new cord, under 9, over 8
under the new cord, over 9, under 8, over 7

Make sure you complete this same process in all four groups before moving on
to the next step. Tighten all the knots firmly, and check that the designs are
positioned evenly around the Bottle Candelabra.
Design Tip: I found that measuring down from the knot above was the easiest
way to make sure all the groups are positioned the same.
Step 9: Repeat steps 2 - 6 at least two more times. Add more 2-yard
cords as you did in step 7, if the bottle continues to get larger. In the images
shown, I added cords in the 3rd and 4th rows, but not the 5th.
Make sure you change the position of the cords each time you repeat (front/back
to sides). Switch the colors each time as well (Color 1 over 2, and 2 over 1)
Remember that the over - under sequence will change if you add cords. Make
sure that half the cords from each side are used in the crossover designs. So if
there are 12 cords, use 1 - 6 in one group, and 7 - 12 for the second group.
Design Tip: The weaving for the Bottle Candelabra should always end by
goingover the cords closest to the fillers. You may need to mentally renumber the cords as you progress.

Make sure you move down at least 2 inches as you
begin each new row.
Try to keep the cords on an angle, even if you have to
move the knots down more than 2 inches.
As you can see in this image, the 4th and 5th rows are
more than 2 inches below the 3rd row.

Finishing Touches
For the final steps in your Bottle Candelabra, you need
to decide how to deal with the ends. I made Wrapped
Knot "tassels", but you can also make a fringe, or add
beads.
Here are the instructions for the Wrapped Knot:
Step 10: Cut one cord, 18 inches long. Secure one end
with tape, next to the last crossover design. Move down
6 inches, folding the cord (closer to the bottom). The
long portion is used to wrap the bottle cords.
Make sure you only wrap half the number of cords in
each group, so you have two tassels per group.

Step 11: Wrap the long end of the cord around the
secured end, as well as the cords from the Bottle
Candelabra design. Wrap firmly, at least 4 times.

Step 12: Pass the working end through the folded area
of the cord. Make sure you hold the wraps in place.
Pull the secured end so the loop is pulled inside the
wrapped portion. Apply glue to the entire knot before
cutting the secured end flush with the top of the
Wrapped knot.
Step 13: Trim the ends below the Wrapped Knot so they are even with the
bottom of the bottle. Heat the tips or apply glue to prevent unraveling.
Step 14: Place the cork for the metal candelabra into the neck of the bottle. You
can add tape to the cork if it wobbles too much.

Harvest Sun Wreath

Description: The Harvest Sun Wreath, made with autumn colors, will be a
welcome addition to your holiday decorations. Many people put floral wreaths on
their walls during fall and winter, but you won’t find many like this one.
The circle in the center represents the sun, and two colors resemble the sun's
rays.
Dried or silk flowers are symbolic of the autumn harvest. You can add Indian
corn, real flowers, pine cones, feathers and dried grass, if you want to make a
completely natural wreath.
I recommend you use twisted style materials, since you can unravel the fibers
more easily. In the example shown, I used nylon material, but Hemp and Jute
look great, too.
This Macrame pattern has been changed, since a portion of the original
design had an error. I've also added photos to help beginners create this
Macrame decoration.

Supplies Needed:








4mm – 6mm material in 2 colors (50 - 60 yards, depending on size)
Metal or Plastic Ring (any size)
Decorations
Project Board and pins
Fabric Glue that dries clear
Craft Wire
Tape

Knots Used:




Larks Head Knot
Spiral Stitch
Wrapped Knot

Preparation
Step 1: Cut one cord, 72 inches long. Apply tape to the tips to prevent
unraveling while you work.
<< Fold the cord in half, and place
it under the bottom of the ring.
Bring the folded area
down, overthe front of the
ring. Pass the ends through the
loop. >>
Pull firmly on both ends to
tighten.

Use each end to tie a Half Hitch, which will rest on
either side of the Larks Head knots.

Step 2: Repeat step 1, mounting more cords, until the
entire ring is covered.
Alternate the colors.
Important: Make sure the number of cords on the
ring can be divided by four (16, 24, 32, etc.).

Spiral Design
The main area of the Harvest Sun Wreath is made with the Spiral Stitch. It's
here that you can make changes, if you want to try other knots.
Step 3: Each chain of knots is made with 2 working cords and 2 fillers. Tie
several knots, until the sennit measures 2 inches.
The steps below show you how to make the Spiral Stitch:
<< Move the right working cord
to the left, passing over the fillers
and under the left working cord.
Bring the left working
cord underthe fillers and over the
right cord, as you pull it to the
right. >>
Tighten the knot firmly.
Design Tip: As you tie the knots in the Harvest Sun Wreath, twisting will occur
by the time you tie 4 or 5 knots. At that point, rotate the sennit half a turn.

In other words, the left working cord moves to the right when you rotate.
Step 3: Repeat step 2, all the way around the ring,
using groups of 4 cords.
Design Tip: You could stop here, and skip to the
finishing steps if you want just a small sun decoration.
For a wreath, continue on to the next steps.
Information: The step below is where I made the change from the original
Harvest Sun Wreath design.
Step 4: Bring two sennits close to each other.
Organize the cords so there are two working cords
andsix fillers.

Tie a Spiral Stitch sennit measuring 1.5 inches.
The design may not twist on it's own, so you will
probably need to rotate it.

Step 5: Repeat step 4 with the other groups.

Finishing Touches
For the finishing touches to the Harvest Sun Wreath, you will tie Wrapped knots
around each group of cords. The instructions are below.
Step 6: Arrange the wreath on your left, so the ends coming from one spiral
design are horizontal, heading right.
Cut one cord 12 inches long. Tie an Overhand knot at one end.

Step A: Secure the knot just below the spiral sennit,
on the left. Fold the 12-inch cord 3 inches to the right
of the knot, and secure it.
The long portion is the working end and will be used to
tie the Wrapped Knot.
Step B: Wrap the working end around the entire
group of cords, including the short segment.
Wrap 5 times, moving towards the folded portion of
the working cord.
Make sure the coils are firmly wrapped, which makes
tightening the knot much easier.
Step C: Pass the working end through the folded area
(loop).
Pull on the end with the knot, until the loop and other
end goes inside the wrapped portion. That will tighten
the entire knot.
Step 7: Repeat step 6 with each set of cords, all the way around the Harvest
Sun Wreath. Alternate the colors if you used more than one.
Apply a light coat of glue to the outside of all the Wrapped Knots. When it's dry,
cut off the portion with the Overhand knot, flush with the top of the wrapped
area.
Make sure you only cut the 12-inch cords, not the ones from the spirals.
Step 8: Trim the cords to 3 inches. Separate the
fibers from each cord, to form the fringe.
If you wish, you can brush them, but they look good
just the way they are.
Step 9: Add the decorations to the ring using the fabric glue. Fold a small piece
of craft wire to make a loop, and attach it to the back of the Harvest Sun Wreath,
to hang it on the wall.

Macrame Santa

Description: This Macrame Santa holiday decoration is a really fun project to
make with your children.
Your Santa will have a fluffy beard and mustache, and a red hat with a brim, and
a pom pom at the top. You can use any type of eyes, including those that
wiggle.
I made several changes to this Macrame pattern, to make it easier for
beginners to understand. The overall design is the same as the original, but
each step has been completely re-written. Contact me if you have questions.
You can make this Christmas ornament in several sizes now. In the images
shown, I made a medium sized Santa, and he was 10 inches tall when
completed.
This pattern is rated moderate, since you should have some experience with the
decorative knots listed, before attempting this project.

Supplies Needed:













Red material for the hat
Tan material for the face
White material for hatband
Material for the mustache and beard (see Preparation)
Brass Ring (see Preparation for sizes)
Two eyes, 20 - 25mm (or beads)
One red bead for nose, 15 - 20mm
Project Board and pins
Tape
Fabric glue that dries clear
Tweezers or small pliers

Important: The amounts for all the materials will vary, depending on the
size. See the chart in Preparation. Add up the lengths for each color, so you
know how much purchase for your Macrame Santa.

Knots Used:






Alternating Square Knots
Larks Head Knot
Square Knot
Double Half Hitch
Overhand Knot

Preparation
To make a small Macrame Santa, you need a 3-inch ring for the face. Use
2mm size material for the hat, face and brim. For the beard, use 4mm
material.
For a medium size, use a 4-inch ring and 4mm size material. For the
beard,6mm material is the best size.
For a large size, use a 6-inch ring and 6mm size material. Use 6mm
materialfor the beard as well.
Important: For the beard and mustache, use a roll of white material, but cut
the cords as you apply them to the face. This way you can change the size when
necessary. There is no need to prepare them in any way, since you will be
unraveling them.
Braided material is the best for brushing, but it's not easy to separate the
fibers. Twist style material is your other option, if you can find some.
Use the following chart to cut the other cords for the Macrame Santa design:
Size

Hat - Short
(Red)

Hat -- Long
(Red)

Brim
(White)

Face
(Tan)

Small

28 inch x 10

50 inch x 2

50 inch x 4

30 inch x 12

30 inch x 10

60 inch x 2

60 inch x 4

40 inch x 12

Medium
Large

36 inch x 12
70 inch x 2
70 inch x 4
50 inch x 12
Prepare these cords by applying tape to the ends.

The Face
Step 1: Attach all of the tan cords to the top of the ring, using Larks Head
knots, as follows:

<< Fold one cord in half and
place it under the ring as shown.
Bring the ends over the ring,
towards the inside. Pass them
under the folded area. >>
Pull both ends firmly to tighten.
<< After all the cords are
mounted, check the coverage by
arranging the knots evenly across
the top half of the ring.
If there is space between the
knots, add Half Hitches using
either one or both ends. >>
When you are finished mounting the cords, there
should be little or no space between the knots.
Choose which side of the ring you prefer, since each
looks a little different. Place that side of the ring facing
up. Arrange the cords so they pass in front of the ring
at the bottom.
The face for your Macrame Santa is made by tying rows of Alternating Square
Knots. The first four images below show you the steps to tying a Square knot.
All the Square Knots should be tightened as much as possible.

Square Knot Instructions
Mentally number four cords. The
fillers are cords 2 - 3.
<< Move cord 1 to the
right,over the fillers
and under cord 4.
Move cord 4 to the left, underthe
fillers and over cord 1. >>
Working cord 1 is on the right
now, and cord 4 is on the left.
<< Move cord 1 to the left, over
the fillers and under cord 4.
Move cord 4 to the right, under
the fillers and over cord 1. >>

Step 2: Following the instructions above, tie a row of
Square knots so they rest just below the Larks
Heads.They should follow the curve of the ring.
Each knot should consist of 2 working cords and 2
fillers (total of 4 cords).
Step 3: Mentally number the cords that come from
two Square Knots (1 - 4). Alternate the cords by
using 3 and 4 from the SK on the left, with 1 and 2
from the knot on the right.
Use the new group to tie a SK. It will rest below the
ones in the first row. Repeat this with the remaining
cords.
Design Tip: Another way to look at alternating is that you tie the second row of
knots using cords 3 - 22 only. The first and last two cords are not used.
As long as you are careful about selecting the cords, the alternating should work
out. But it's a good idea to check that you are using 2 cords from two knots in
row 1.
Step 4: Attach cords 1 and 2 to the ring with a
Double Half Hitch.
To do this properly, first pass the cord under the
ring. Make the first Half Hitch in a counterclockwisedirection, passing over - under the ring,
and over the cord.
Repeat one more time, to make a Double Half Hitch.
Step 4, continued: Finish the 3rd row by tying Square Knots with cords 3 22.
Attach cords 23 and 24 to the ring, as you did the first two cords, but rotate
clockwise.
Step 5: Mentally re-number the remaining cords 1 - 20. Attach cords 1 and 2
to the ring, as in the last step. Do the same with cords 19 and 20.
Step 6: Slide the bead for the nose of the Macrame
Santa, onto cords 10 - 11.
Just below, tie the 4th row of SK using the available
cords, including the ones through the bead.
Try to follow the curve of the ring as best you
can. There may be some space between the knots in
this row and the ones made in row 3.

Step 7: For the remaining rows, don't worry about the
numbering. Just attach the first and last two cords to
the ring with DHH, as in the previous steps.
Complete the row by tying SK with the remaining
cords.
Stop when the last row of SK is against the bottom of
the ring. Attach the rest of the cords to the ring with
DHH.
Step 8: This is the best time to attach the eyes for
your Macrame Santa. They should be attached to the
fabric with glue.
When using the type with washers, poke the stem
through a space between the knots, and then apply
the washer.
Design Tip: The best place to attach the eyes is between rows 2 and 3. They
can either rest on top of the fabric, or be pushed through a space, if they have
stems.
Step 9: To finish the face for your Macrame Santa,
flip the ring over so you work in the back.
Pull the cords to the back of the face, so they can't be
seen from the front.
Using two cords, tie tight Overhand knots. Apply glue
between the two cords before tightening.

Beard and Mustache
Step 10: To make the beard for your Macrame Santa, first determine how long
you want it to be. Then cut a piece of the white material double that
length. Add a little extra since you will need to trim the beard to neaten it.
(I wanted a 6-inch beard, so the first cord was 13 inches long).

Tie an Overhand knot in the center of the cord. Find
two spaces close to each other, at the bottom of the
ring.
Pass each end through those spaces, from back to
front. The knot should rest in the back. Apply
glueunder the knot if you wish.

Unravel the cord by pulling out one fiber at a time, in
the area close to the face of the Macrame Santa.

Brush the fibers while holding both ends in your hand.
This way you can control the tension, so you don't
accidentally pull the knot through the space.
Attach several more cords in the same manner, along
the bottom of the face. Change the length of the cords
as needed, to produce the shape you like.

Step 11: Cut 4 cords, each at least 8 inches
long. Arrange 3 of them horizontally, and one
vertically,under the others, as shown.
Use the two ends of the vertical cord to tie a very
tight Overhand knot around the middle of the 3 cords.
Attach the mustached to the face by passing the ends
used to tie the Overhand knot through one space just
below the nose.
Pull the knot through the space, so it rests in
the backof the Macrame Santa. Apply glue under the
knot, and then push the ends back through to
the front.
Separate and brush the fibers, and trim as needed until the mustache for the
Macrame Santa is the shape you want.

The Hat
Step 12: The hat for your Macrame Santa is made by adding cords, so follow
these instructions carefully.
Fold the two long red cords in half, and secure them
to your board. Cut 2 - 3 cords for the pompom, each 6
inches long (same material as beard).
Place them through the red cords as shown, under the
working cords and over the fillers.

Tie a tight Square Knot using the two working ends,
around the fillers.
Separate and brush the fibers for the pom pom
(white), and trim them to approximately 2 inches.
You can add more material to the face later, to make
the pom pom more full.
Step 12, continued: Now you will add the short red cords to create
thediagonal shape for the hat of your Macrame Santa.
<< Fold one short cord in half,
and place it under two of the long
ones from step 12. Secure the
cord.
Tie the Square Knot with the two
ends of the short cord. The long
cords are the fillers. >>

Repeat the process again, adding another short cord to
the other two long ones.
Push both knots up to rest against the SK above them.

Step 13: You now have 8 cords to work
with. Mentally number them 1 - 8. Add short cords to
1 and 2, as well as 7 and 8.
Tie a Square Knot using cords 3 - 6. When you are
finished, there will be three SK in this row.

Step 14: You now have 12 cords available for the 4th
row. Mentally number them.
Add a short cord to 1 and 2, as well as 11 and 12.
Tie SK with cords 3 - 6 and with 7 - 10.

Step 15: Mentally number the 16 cords you now have
to work with, for the 5th row.
Add a short cord to 1 and 2, as well as 15 and 16.
Tie Square knots with cords 3 - 6, 7 - 10, and 11 - 14.
Step 16: You now have 20 cords, so mentally number them again. Add short
cords to 1 and 2, along with 19 and 20.
Four Square Knots are tied as follows: 3 - 6, 7 - 12, 11 - 14, and 15 - 18.
This is where you stop adding cords for a small or medium size Macrame
Santa.
For a large decoration, add two more cords at each edge of the hat design, and
tie Square Knots with the remaining cords.
Step 17: Alternate the cords and tie the next row of ASK. Two cords at each
edge will not be used for this row.
Alternate again, and tie the final row of ASK using all the cords.
Step 18: Cut a piece of red material (or use a scrap),
at least 10 inches long. Arrange it horizontally, on top
of the working cords for the hat.
Attach each working cord to it with DHH. Rotate
counter-clockwise, and progress left to right. Tighten
the knots firmly.

Tie a tight Overhand Knot with each end of
theholding cord.
Tighten it so it rests close to the Half Hitches.

Turn over the hat for the Macrame Santa. Bring the holding cords to the back,
and work them under the back of two knots, to hold them in place. You will need
tweezers or small pliers to do this. Apply glue and trim the ends when it dries.
Step 19: Still working in the back, tie off the working
cords by tying Overhand knots with two cords at a
time. This is just like step 9. Apply glue as you
tighten each knot.
Make sure you tie off the first and last two cords first.
Skip past the next two cords at each edge, and then
tie off the rest. The four cords will be used to secure
the hat to the face of the Macrame Santa.

Step 20: Attach the four cords on the hat to the top
portion of the ring, between the knots. Make sure it's
balanced.
Flip the face design over and tie tight Overhand knots
with the two cords, on each side. Apply glue to the
knots as well as underneath them. When the glue
dries, cut off the excess material.

The Hat Brim
The brim for the hat is made with Square knots, arranged to form picots. In the
images shown, I used red cords for the fillers, for instruction purposes. You
should use the 4 white cords cut for this purpose.

Step 21: Arrange the four cords for the brim to your
board, vertically. Secure them at the center.
Tie a Square Knot. Tighten it so it rests next to the
pins at the center.

Step 22: Tie the next Square knot, leaving a 1/2 to 1inch space between the two knots.
Push the second knot up, so it rests next to the first
knot.

Step 23: Repeat step 22 several more times, until the
brim is half the size you need to cover the bottom of
the hat.
Tie one final SK, without the extra space (no picot).

Step 24: Turn the brim around and go back to the
knot at the center.
Move down and tie the next SK, but make sure it's a
right-facing knot. In other words, start with the cord
on the right.
Move the knot up to form the next picot.
Step 24, continued: Continue to make more picots, until the brim for your
Macrame Santa is the proper size for the hat. Don't forget to tie the final SK,
with no picot.

Step 25: Turn the Macrame Santa over to position the
brim. It should rest on top of the row of Half Hitches
at the bottom edge of the hat.
Once it's in position, pass only the working
cordsthrough spaces between the knots on the ring
(face), so they are in the back.

Step 26: Combine one filler with one working cord to
tie an Overhand knot. Apply glue as you tighten it.
Do the same with the other two cords, and then repeat
the process at the other side of the brim.
Trim the cords, and secure them to the back of the
face, with more glue.
Finishing Touches: Add extra pieces of white material to the sides of the face
and the area below the pom pom. Brush and trim all the fluffed areas one last
time.
Add a piece of scrap cord (or wire) to the back of the hat, if you wish to hang the
Macrame Santa decoration.

Holiday Candle

Description: The Holiday Candle project is based on the traditional celebration
of Christmas. The white candle is symbolic of the purity and light of Christ. The
evergreen wreath reminds us that God's love is eternal. The red berries on the
wreath represent birth. And the three gold flowers are symbolic of the treasures
that await us in heaven.
I strongly recommend that you use the materials described below, so you learn
the different properties of cord materials. Yarn is the best material for the
wreath, and regular Macrame cord (polypropylene) is perfect for the candle. The
flowers are made with lace and nylon cord.
This holiday project is rated easy, but you should practice tying Square
Knotsbefore you get started. Creating the wreath is time consuming, and will
take several hours to make.

Supplies Needed:










2mm Red Yarn (12 yards)
2mm Green Yarn (At least 45 yards)
6mm White cord (8 yards)
2mm Gold cord (3 yards)
Gold Lace (3 yards)
1.5-inch ring
Project board and pins
Glue that dries clear
Small pliers or tweezers

Knots Used:






Lanyard Knots
Square Knot
Picot Designs
Larks Head knot
Overhand knot

The Candle
This portion of the Holiday Candle is made with Lanyard knots. Below are the
four steps.
Preparation: Cut 4 cords of 6mm white material, each 72 inches long.
Arrange the cords to form an X shape, securing them at the center. Mentally
label the four segments A - D as shown in the images below.
The two cords in each segment work together.
<< Step 1: Fold segment A to
theright, resting on top of the
cords in segment B. Leave
some space near the curved
area.
Step 2: Fold segment B upward,
resting on top of the cords in
segment C. >>
<< Step 3: Fold the cords in
segment C to the left, resting on
top of segment D.
Step 4: Fold segment D down to
segment A. Pass through the
curved area, over - under. >>
Step 5: Tighten the first knot as much as you can, by
pulling on each end. Make sure the two cords remain
side-by-side in each segment.
Secure the knot to your board, placing the pin on
theoutside edge.
Step 6: Repeat steps 1 - 5 over and over, until the
Holiday Candle measures 6 inches. The knots will
stack on top of each other as you progress.
You will need to lay the candle on the surface
eventually. When that time comes, just curve the end
upward slightly to position the new knots.
Important: Apply glue to the Lanyard knot, and then tie another one, so it
rests on the glue.

Step 7: Go back to the top of the Holiday Candle,
where you tied the first Lanyard knot.
Cut two pieces of the gold 2mm material, each 10
inches long.
Work them under the crossed area with your tweezers
or pliers. Match the ends so they are centered.
<< Tie a Half Hitch with the two
ends on the left, around the two
on the right.
Pass over - under - over as shown.
Tie another Half Hitch, with
theright ends onto the left. >>

Separate the fibers from each end, and brush until the
flame is soft and fluffy.

Gold Flowers
The three gold flowers for the Holiday Candle are optional, if you prefer to use
something else to decorate the base.
Preparation: Cut 6 pieces of 2mm gold material, each 12 inches long. Cut 3
pieces of gold lace, each 30 inches long.
Step 1: Arrange one cord vertically. Place another
cord and one piece of lace horizontally, on top of the
vertical cord. Make sure center of all three cords
match up.

Step 2: Tie an Overhand knot with the two ends of the
vertical cord. Make sure it's in the center, and then
tighten firmly.

Step 3: Arrange the two ends of the vertical cord at
the top.
The two horizontal cords should be arranged vertically,
with the lace on either side.
The gold cords will be the fillers for the Square Knots
below, which are tied with the lace.
Step 4: The instructions below show you the four steps for tying all the Square
Knots in the entire Holiday Candle design. If these instructions are not clear to
you, use the Square Knot page as a reference (click on the link).
For the flowers, you are tying the knots with lace, which is challenging. Don't
worry about keeping the lace flat, the end result is no different.
<< Move the left half of the lace
to the right, over the fillers
andunder the right half.
Move the right half of the lace to
the left, under the fillers
and over the left half. >>
The ends of the lace have switched places, so the left half is now on the right,
and vice versa.
<< Move the left half over the
fillers and under the right half, as
you move it to the left.
Move the right half under the
fillers and over the left half, as you
bring it to the right. >>
Step 5: The next set of instructions show you how to make the petals of the
flowers, which are picot loops. The evergreen wreath for the Holiday Candle is
made with this technique as well.
<< After you tie the first Square
Knot, tie the next one, after
moving down 1.5 inches.
Push the second knot up to rest
just below the first. Two picot
loops form on each side. >>

Step 6: Tie a total of five Square Knots (4 sets of
picots), repeating the steps above.
Apply glue to the last SK. When it's dry, cut off the
remaining lace. Do not cut off the cords.

<< Fold the picot designs so the
vertical cords at the top are
now horizontal, and are
positionedunder the fillers and
lace.
Tie an Overhand knot with the two
ends, around the fillers and lace.
This is the completed flower. >>
Step 7: Repeat steps 1 - 6 to create two more gold flowers for your Holiday
Candle (total of three).
Step 8: Locate the two cords in one segment of the
Lanyard knot, just above the bottom of the Holiday
candle.
Use your tweezers or pliers to pass the four gold cords
from the flower under them in opposite
directions. So two go in from the left, and the other
two go right.

Tip the candle so you are looking at the bottom of the
last Lanyard knot. Pass two gold cords around the
ends of the white cords closest to them.
Tie two tight Overhand knots with the gold
cords. Repeat with the other two gold cords.
Step 9: Repeat step 8 to attach the other two gold flowers to the candle.

The Wreath
The evergreen wreath decorates the bottom of the Holiday Candle. It's made
with Square Knot picots, similar to what you did with the lace for the flowers.
Don't cut the yarn ahead of time. It's best to cut as you work with each cord,
since the number will depend on the thickness of the material.
Step 1: Cut one piece of red yarn, 24
inches long. Fold the cord in half and place it under
the ring.
Bring the ends over the ring, and under the folded
area.
Tighten the Larks Head knot firmly.

<< Use each end to tie 2 more
Larks Head knots. To do this,
bring the end over - under the
ring, and over the cord.
For the second half, bring the
endunder - over the ring, and
under the cord. >>
Repeat this step, mounting more red cords to the ring, until it is completely
covered. You will probably need at least 15 to 20 cords.
Step 2: Cut one green cord, 90 inches long.
Tie an Overhand knot in the center of it, but don't
tighten.
Slide two red cord through the knot. Push the knot
close to the ring, and then tighten it firmly.
Step 3: Leave a 1.5-inch to 2-inch space, and tie a
Square knot with the green cords. (See tip below)
Push the knot up towards the ring, so it rests next to
the Overhand knot. This will form the picots.
Repeat this step until the ends of the green cord are
around 4 inches long.
Design Tip: The picots for the wreath of the Holiday Candle should not be the
same size. The spacing between the SK should stay between 1.5 to 2.5 inches.

Step 4: Use the two red filler cords together, to tie an
Overhand knot as shown. This will form the red berry
at the tips of the wreath.
Tighten it completely, but be gentle, so it's not too
small.

Step 5: Tie the first half of a Square Knot, so it
restsbelow the Overhand knot.
Tighten it slightly and then pull on the berry so it
stands up. (see images below)

<< Fold the red cords to
the backof the picot design. The
half Square Knot you just tied
should also rest in the back.
This is how the berry should look
when you are done. >>
Step 6: To finish off the green cords, tie a tight Overhand knot, so it rests on
top of the half SK. You can apply glue if you wish. Cut off the excess material
close to the knot (both green and red cords).
Step 7: Repeat steps 2 - 6, creating one picot design on each set of two red
cords.
Time Consuming: Be prepared to spend several hours completing the wreath
for your Holiday Candle.

Finishing Touches
Slide the candle design through the ring from the
bottom up.
Make sure the all the ends remain under the wreath,
and the flowers are above it.

Select two gold cords close to each other. Bring one
around the ring.
Use the two cords to tie a tight Overhand knot. Apply
glue and tie a second knot.
Repeat this step with the other two sets of gold cords.
You can stop here and cut off the excess material, after applying glue to the last
Lanyard knot.
To make a white fringe for your Holiday Candle, separate the fibers and brush
the cords one at a time.

The best way to unravel braided material is to pull out
individual fibers.
Do this near the ring, not at the tip of the cord. Once
three or more fibers are free, the rest will unravel
more easily.
Add extra cords by sliding them under portions of the Lanyard knots, near the
bottom of the Holiday Candle. Separate the fibers and brush. Make sure you
hold the two ends while brushing.

Trim the fringe so it's neat, and arrange it in a circle, around the evergreen
wreath. (Look at the image at the top of the page.)

Tree Decoration

Description: This unique Tree Decoration features the Wrapped Knot, which is
an important basic knot used in many Macrame Patterns.
This interesting wall hanging can be designed to have as many branches as you
wish. They can be placed anywhere within the large ring. A smaller ring at the
top is used to hang this Macrame design on your wall. By adding dried or
artificial flowers, butterflies, or birds, you can produce your own work of art.
The finished size of the Tree Decoration is approximately 30 inches tall, which
includes the fringe at the bottom.
To make it larger, simply use a larger ring, and cut additional cords. For rings
over 20 inches, use 4mm cord for the core of the branches, and 3mm
cord for the Wrapped Knots.
You can click on the small images to see larger photos.

Supplies Needed:






3mm Hemp or Jute Cord (140 yards)
One 2-inch metal ring
One 15-inch metal ring
Craft Wire
Measuring Tape

Knots Used:





Reverse Larks Head Knot
Wrapped Knot
Double Half Hitch
Overhand Knot

Preparation
Attach the 2-inch ring to the large ring with the wire. It should be upright, and
placed at the top so it's balanced. Put it up on your wall to make sure it hangs
correctly, before moving on.
Cut one piece of material, 5 yards long.
Place it around the area where the two rings are joined at the top, and center it.
Using each end heading in opposite directions, wrap the entire large ring.
Make sure you wrap firmly.
When you get to the bottom, tie an Overhand knot with the two ends, to hold the
cord in place. The rest of the material is used for the fringe.

Mounting Process
Cut 45 cords each 60 inches long. These cords will be used for the “core” in
each of the branches for your Tree Decoration.
Cut 24 cords, each 2 yards long. Cut 4 cords, each 3 yards long. These will
be used for the Wrapped Knots.

Step 1: Mount the 60-inch cords to the top of the large ring,
using reverseLarks Head Knots.
They are folded in half, so you will have 90 cords to use for the branches.

First Set of Branches
Step 2: Divide the cords into three groups, each containing 30 cords.
Make sure the cords in each group don't all come from the same
area. You can see this in the image below, which shows Group A dangling
downward.
Label the groups A, B, and C.
Bundle up groups B and C, and move them out of the way. You will use only one
group at a time as you construct your Tree Decoration.

Step 3: Separate the 30 cords from Group A
into six smaller bundles, each containing 5 cords.

Use a 2-yard cord to make a 8-inch Wrapped
Knot around one group of 5 cords.
Design Tip: When making Wrapped Knots, the
folded portion should be heading downward.
Wrap firmly and evenly, heading downward. Do
not cut off the extra material after you
tighten the knot.

Use another 2-yard cord to make a 8-inch Wrapped knot around the
bundleclosest to the one you just worked on.
Repeat this process one more time, making a third branch.
Design Tip: Don't make the branches completely straight. Bend them somewhat
as you make the Wrapped Knots, so they look more natural.

Step 4: Bring all three branches together. Use another 2-yard cord to make a 3inch Wrapped Knot around ALL the cords (including the other 2-yard
cords).

Step 5: Repeat steps 3 and 4, making the next three branches.
You can make them different sizes. Just make sure they are long enough to join
the other three in the next step.

Step 6: Bring all 6 branches together, arranging
them so they curve attractively.
Make a Wrapped Knot around ALL of them, using
a3-yard cord. This knot will be thicker,
and needs to reach the bottom of the ring.

Step 7: Attach 2 of the cords in the bundle to the bottom of the large ring,

using Double Half Hitches.
Divide the remaining cords into two groups. One group should go in front of the
ring, and the others behind it.

Second Set of Branches
Step 8: Repeat steps 3 - 7, using Group B.
Use your own unique arrangement for the
branches of your Tree Decoration. You can
intertwine them with the others, so they look
more natural.

Third Set of Branches
Step 9: Repeat steps 3 - 7 again, with Group C.
Once again, overlap the branches as needed, to
create a natural appearance.

Finishing Touches
Step 10: Bring all three groups together, at the
bottom of the ring.
Use the last 3-yard cord to make one 3inchWrapped knot, right where the three sets of
branches meet at the ring. Wrap around the
ring at least once.

Step 11: To make the fringe for your Tree Decoration, unravel each of the
cords, to form a wavy design.
Another option is to finish them off by trimming the tips, so they are even. Apply
beads, followed by Barrel knots.
Step 12: Attach artificial or dried flowers, butterflies or other items among the
branches of your Tree Decoration. Hang it on your wall from the small ring at
the top.

Designer Hat

Description: This Designer Hat features a rounded top and a decorative brim
with small triangles. You can also use this Macrame design as a basket.
I recommend you use cord material that's not excessively flexible, or it won't
hold it's shape. I used polypropylene in the example shown.
These instructions are written for a medium size, 28 inches around with a 1.5inch brim. I provided you with cord measurements if you wish to make a smaller
or larger hat.
This is an easy project, suitable for beginners. If you are new to Macrame, be
sure to practice the decorative knots listed below, before you try making
this custom hat.
Supplies Needed:





4mm Cord Material (114 yards)
Project Board and Pins
Fabric Glue
Tape Measure

Knots Used:




Alternating Square Knots (ASK)
Larks Head Knot
Double Half Hitch (DHH)



Overhand Knot

Preparation and Mounting
Step 1: For a medium size hat (28 inches around x 5 inches tall), cut 56 cords,
each 2 yards long. Cut one holding cord 36 inches long.



For a 24-inch hat, cut 48 cords, 2 yards long.
For a 32-inch hat, cut 64 cords, 2.5 yards long.

For a Designer Hat above or below these sizes, simply increase or decrease as
needed (2 cords per inch).
Make sure the number of cords you cut is a multiple of 4 (36, 40, 44,
etc.).
Prepare the ends with tape, to prevent unraveling.

Secure the holding cord to your board horizontally,
making sure it's taut.
Fold one of the 2-yard cords in half, and place it under
the holding cord, so it rests near the middle.

Step 2: To complete the Larks Head knot, bring the
ends over the holding cord, heading downward. Pass
them under the folded area. Tighten firmly.

Step 3: Tie a Half Hitch with each end by bringing the
cord over and then under the holding cord.
As you bring it down, it should pass over the cord you
are working with.
Step 4: Repeat steps 1 - 3, mounting the remaining cords to the holding cord.
Work from the middle moving towards the ends. There should be an equal
amount of cords both directions.

Creating the Brim
Step 1: To create the brim for your Designer Hat, isolate the first 8 cords and
mentally number them 1 - 8 (left to right).
Design Tip: Each of the triangle shaped designs are made with 8 cords, so you

can divide the cords up now, before you get started.
Tie a Square Knot with cords 2 - 4. There is
only onefiller, cord 3. Tighten it firmly so it rests
against the mounting knots.
Do the same with cords 5 - 7. The filler is cord 6.

Step 2: Tie another Square Knot below the first two,
using cords 3 - 6 (two fillers -- 4 and 5).
Tighten it firmly, so it rests against the knots above.

Step 3: Direct cord 1 along the left edge of the three
knots, which form a triangle. Secure it so it's taut,
since it's a holding cord.
Attach cords 2 - 4 to it with Double Half Hitches.

Step 4: Direct cord 8 along the right edge of the
triangle, and secure it. Attach cords 5 - 7 to it with
DHH.
Make sure you do not attach holding cord 1, or the
design will be lopsided.

Step 5: Cross the holding cords (1 and 8), and
spread all the cords out so you can see them clearly.
Tie a Square Knot with cords 4, 8, 1, and 5. Cords 8
and 1 are the fillers. Tighten it firmly, so the knot
rests below the point of the triangle.
Step 6: Repeat steps 1 - 5, making another triangle
with the next 8 cords.
Locate cords 6 and 7 from the first triangle, as well as
2 and 3 from the second. Tie a SK using those 4
cords. Tighten it so it lines up with the SK under
each triangle.
Step 7: When you get to the last triangle shape for your Designer Hat, you
need to link it to the first one, to form a circle.
Start by turning the brim of the Designer Hat design upside down, since

thefront of the triangles are on the inside of the hat.
Remember that the brim will be folded, so the directions are reversed.
You can see this in the image below, which shows the back of the triangles,
where you will be working.
Tie a SK with cords 2 and 3 from the first triangle,
along with 6 and 7 from the last one. These were not
used in the previous steps. This is just like what you
did in step 6, only the cords come from opposite ends
of the brim design.
Locate the ends of the holding cord used in the mounting process. Tie one
Overhand knot, add glue, and tie a second one on top of the first.
Trim the ends to 2 inches, and weave them under the mounting knots, applying
glue to hold them in place.
Remember they should be in the back of the triangles, not the front.

Top Portion of Designer Hat
Step 1: To make the top portion, you will tie rows of Alternating Square knots
using four cords per knot (two working cords, 2 fillers). It's best to start at the
area where the two ends were joined in step 7, and go all the way around. Then
alternate the cords for the next row.
Design Tip: To make the ASK, you can mentally number each set of four
cords. Cords 1 and 4 are the working cords, with 2 and 3 as the fillers. To
alternate for the next row, combine 3 and 4 with 1 and 2 from the next knot
over. This way the new knot will rest between the two above it.
Step 2: Stop tying ASK when Designer Hat measures at least 7 inches from the
lower edge of the brim, to the row of knots you are working on. Remember, the
brim will be folded, and you still have a few more rows to tie for the top
surface.

Step 3: Locate the 12 cords associated with 3
ASK. Mentally label each set of four cords A, B, and C.
Push the four cords from set B to the inside of the
Designer Hat.

Step 4: Use cords 3 and 4 from the knot on the left
(A), with 1 and 2 from the knot on the right (C). Tie a
tight SK with these four cords, across the space left
by the cords you pushed inside. Tighten firmly. This
will make the top of the hat more rounded.
Continue on, omitting every other knot, by pushing it
inside. This will tighten the top of the Designer Hat.
Step 5: After you have gone all the way around, repeat steps 3 and 4 two more
times. When you are through, push the remaining cords to the inside.
Step 6: Turn the hat inside out. Remember that the front of the triangles are
the inside, so they will be seen along the lower edge while you are working on
this step.
Using two cords (preferably from different knots), tie 2 very tight Overhand
knots. If there are any large spaces, try to go across the gap by choosing cords
from either side of it. Tie one knot, add fabric glue, and tie a second knot on top
of the first.
Trim the ends after tying the knots, so you know which cords you used. Since
the cords have tape on the ends, you can simply cut the tape off. After all the
knots are tied, allow the glue to dry and trim the cords to 1/2-inch.

Turn the brim of the Designer Hat to the outside,
folding it at the tip of the triangles.

Grace Catcher
Description: The Grace Catcher is a great Macrame
project for Easter holiday decorations. It features a
cross inside a ring, with a long fringe on the sides and
bottom.
Any size ring can be used, so I have given you a
formula to determine the length of the cords. This is
an easy pattern, suitable for beginners, but if you need
help with the calculations, contact me.
The credit for this project goes to Sheri Dohner, who
requested this custom pattern. She made an extralarge Grace Catcher to help her church members learn
about God's Grace in their lives.

Supplies Needed:






Cord Material - see below
Project board and pins
Measuring Tape
One Ring (4 inches or larger)
Masking Tape

Knots Used:




Alternating Square Knots (ASK)
Double Half Hitch (DHH)
Reverse Larks Head Knot

To determine the thickness of the material to use, follow this formula:




Ring Size 4 - 9 inches -- Use 2mm Cord
Ring Size 10 - 14 Inches -- Use 4mm Cord
Ring Size 15 inches or more -- Use 6mm Cord

To determine the length of each cord, use one of these formulas:


Diameter of Ring x 8 for a long fringe



Diameter of Ring x 7 for a short fringe

To determine the total amount needed for the entire project, do the following:
1. Multiply the length of the cords x 24.
2. Multiply the diameter of the ring x 14 for the extra cord used to wrap the
ring (optional).
3. Add the two numbers together to get the total in inches. For yards,
divide by 36.

Creating the Cross
Step 1: Cut 24 cords, each the length you came up with using the formula
above. Prepare all the cords with one of the methods described in Cord
Preparation (tape, glue, or wax).
Cut one cord 14 x the diameter of the ring, if you plan to wrap it. I
recommend that you do, so the cross won't move around quite as much.
Place 12 cords on your project board vertically. Locate the center of each cord,
and move up 10 inches.
Secure them at that point, so the shorter segment is near the bottom of the
board, with the longer portion at the top.
After they are all secured, place a piece of masking tape across them, to mark
where the first row of knots will rest.
Step 2: Work from the center towards one end. Each knot should be tied using
two working cords and two fillers, with row 1 at the center of the cords.
Mentally number the cords 1 thru 12, and tie the ASK as follows:

Row 1: Tie ASK with cords 1 - 4, 5 - 8 and 9 - 12.
These three knots should rest next to the masking
tape, in a straight row.

Row 2: Use cords 3 - 6 and 7 - 10. This
alternates the cords.

Rows 3 and 5: Repeat Row 1
Rows 4 and 6: Repeat Row 2

Row 7: Tie one ASK with cords 5 - 8.

Step 3: Turn the Grace Catcher around. Repeat this same process for the other
vertical segment (repeat rows 2 - 6).
Start from the center, moving towards the opposite end of the cords.
You will need to reverse the direction of the ASK to right facing knots, so
the two ends match.
Measure the band to see if you need more rows of ASK. The entire vertical
portion should be 2 inches less than the ring size.
For example: For a ring of 12 inches, the final measurement of the band should
be 10 inches from top to bottom.
Once the size is correct, tie the last knot, as in Row 7.

Step 4: Note that there are several loops along
the edges of the Grace Catcher. Pass 3 cords
through three spaces on the left side, and center
them (total of 6 cords). Do the same on the right.
These will be used to form the arms of the cross.
Make sure they are closer to the top rather than
at the center.

Step 5: You should now have 12 cords to work with, to make the arms on both
sides of the Grace Catcher.
Mentally number each group 1 thru 12, and repeat step 2.
Make sure you check the size of the arms before you tie the last ASK, like you
did in step 3. There should be at least 1-inch between the end of each arm and

the ring.

Wrap the Ring (optional)
Step 6: Fold the long cord you cut for wrapping
the ring in half. Attach it to the ring with
areverse Larks Head Knot.
The place where the cord is attached is
considered the top.

Wrap the cord around the ring to cover it completely, pushing the wraps close
together. One half of the cord should go one way, and the other will head the
opposite direction.
Where the two ends meet is considered the bottom. Secure both ends to
the ring at the bottom, with Double Half Hitches.

Attaching the Cross
Step 7: Lay the covered ring for the Grace Catcher on your work surface, so the
top and bottom are straight up and down. Place the cross inside the ring, so it
rests in the center, and is balanced. Secure the ring and the cross to your board
or work surface, with tape or pins.
Make sure the distance between the cross and the ring is the same at the bottom
and top, as well as side to side (at least 1-inch). Make adjustments if needed.

Attach each of the cords to the
ring with Double Half
Hitches.
Pull each cord as tight as
possible, so the cross design
has tension.

Finishing Touches

Step 8: Trim the ends in all four areas of the Grace Catcher, to neaten them.
At the top, you can weave the ends through the cross rather than make a fringe
in that area.
At the bottom and sides, unravel each cord to produce a wavy fringe. Make sure
you include the ends of the cord used to wrap the ring.
You can also attach beads, followed by Barrel Knots.
Another option is to tie a finishing knot at the tips of the cords. Go to Learn
Macrame to find other knots you can use.

Fancy Owl Purse

Description: This Fancy Owl Purse is similar to an old Macrame pattern that I saw
many years ago. It is a small handbag, approximately 9 inches wide and 12 inches
tall. The flap looks like the face of an Owl, and the strap has diamond designs.
The original pattern was published in the 1970's, and was made with Cotton
cord. Nowadays we have other materials, but cotton is still a good choice for this
unique Macrame project.
The Fancy Owl Purse pattern was updated and improved in March, 2011.
Supplies Needed:






6mm Cord Material (185 yards total)
Project Board and pins
Two 2-inch Rings
Two 24mm Round Beads (Black or Brown for Eyes)
Shank Button (same color as beads)

Knots Used:







Larks Head Knot
Alternating Square Knots
Double Half Hitch
Double Buttonhole Stitch
Vintage Diamonds
Barrel Knot

Cutting and Preparing Cords
Cut the cords to the following lengths:






Strap: 8 cords, each 7 yards long
Front: 12 cords, each 4 yards long
Back: 12 cords, each 4 yards long
Flap: 12 cords, each 2.5 yards long
Holding Cords: 2 cords, each 36 inches long

Prepare the ends with glue, tape, or wax to prevent unraveling, especially if using
twisted style cord.

The Strap
Step 1: Arrange the cords for the strap vertically
on the Project Board, so you have access to
thecenter of them. You’ll design the strap moving
from the center towards the ends.

Step 2: Mentally number the cords 1 - 8. Tie a
Square knot on the left with cords 1 - 4.
Tie another one on the right, with cords 5 - 8.

Step 3: Direct cord 5 to the left, and cord 4 to the
right. These will be holding cords, so secure them
to your board with tension.

Step 4: Attach cords 3 thru 1 to holding cord 5, and
6 thru 8 to holding cord 4, with Double Half Hitches
(DHH).

Step 5: Tie a Square Knot using cords 1 and 8 as
working cords, and 2, 3, 6, 7 as fillers.
Do not include the two holding cords, which
should still be secured to the board.

Step 6: Direct holding cord 5, which is on the left,
towards the center of the diamond shape. Attach
cords 1 thru 3 to it with DHH.

Step 7: Direct holding cord 4 towards the center
next, and secure it. Attach cords 8 - 6 to it with
DHH, in that order.
Attach holding cord 5 to it as well.

You have now completed the first diamond for the
strap of the Fancy Owl Purse.

Step 8: Mentally re-number the cords. Tie a
Square Knot just below the point of the diamond,
using cords 3 - 6.

Repeat steps 3 thru 8 to make five more diamonds, to finish the first half of the
strap for your Fancy Owl Purse. Make sure you use the same holding cords, and
mentally re-number the cords before you get started.
When you are finished making the last diamond, DO NOT tie the Square Knot below
it (skip step 8).

Turn the strap around, and repeat steps 3 - 8, to
make the second half.
You will need to make Right Facing Square
Knots, above and below each diamond, as well as
in the center of them.

Before you move on, tie Overhand Knots in each of the ends making up the strap. Do
this at both ends, to help you identify them later on.

The Body
Step 9: Secure a holding cord (36 inch) to your project board horizontally, with
tension.

Near the center of the holding cord, attach the 12
cords (4-yard) for the front of the Fancy Owl Purse,
with Reverse Larks Head Knots. The cords are
folded in half, so you have 24 to make the body.

Push the mounted cords close together without overlapping. Tie a tight Barrel
Knot at each end of the holding cord, so they rest next to the mounted cords.

Step 10: Tie the first row of Alternating Square
Knots (ASK) so they rest just below the mounting
knots. Each knot should be tied with two working
cords and two fillers.

Step 11: Tie the second row of ASK. There will be
2 unused cords at each edge (1, 2, 23, and 24).
Mark them with tape so you can identify them
easily.

Step 12: Repeat Step 9 to mount the cords for
theback of the Fancy Owl Purse.
Step 13: Repeat Steps 10 and 11, marking the 4
unused cords.
Step 14: Place the front of the Fancy Owl Purse on the left, and the back of it on
your right, arranged vertically. Place one end of the strap between them.

Arrange it so the Square knots in the first row of
the back and front line up with the SK in
the centerof the last diamond.

On the left, tie a SK using cords 23 and 24 from
thefront, along with cords 1 and 2 from the strap.
On the right, tie a SK using cords 1 and 2 from
theback, along with cords 7 and 8 from the strap.

Step 15: Turn the purse around, and repeat step 14 to attach the other end of the
strap to the opposite edge of the front and back designs. Double check to make
sure the strap is not twisted before tying the knots.

Step 16: Hang the Fancy Owl Purse by the strap, to
make it easier to work on. Direct the ends of
theholding cords to the inside and weave them
through the back of some of the knots in the strap.
Use fabric glue to hold them in place permanently.

Step 17: Tie the third row of ASK, moving all the way around both halves of the
purse. Be sure not to combine the cords for the front with those from the
back. You’re working on this as if it were a cylinder or tube.

Step 18: Here's an image of what the area below
the strap looks like after several rows of ASK are
tied.
Tie 12 more rows of ASK, continuing to work all the
way around.

Lower Edge
Step 19: The lower edges of the Fancy Owl Purse
need to be worked on separately. So the knots are
no longer tied all the way around. DO NOT use the
strap cords, which have the Overhand knots in
them. Use only the 24 cords for the FRONT.

Tie the rows of ASK as follows:







Row
Row
Row
Row
Row
Row

1:
2:
3:
4:
5:
6:

Use
Use
Use
Use
Use
Use

cords
cords
cords
cords
cords
cords

1 - 4, 5 - 8, 9 - 12, 13 - 16, 17 - 20, and 21 - 24.
3 - 6, 7 - 10, 11 - 14, 15 - 18, and 19 - 22.
5 - 8, 9 - 12, 13 - 16, and 17 - 20.
7 - 10, 11 - 14, and 15 - 18.
9 - 12 and 13 - 16.
11 - 14.

Step 20: Repeat step 19, using the cords from the BACK of the Fancy Owl Purse.

Step 21: Fold the Fancy Owl Purse so the diagonal
edges are together, and the front is on top of the
back.

Step 22: Starting at the center point of the purse, take one cord from the back and
front, and tie a tight Overhand knot.
Step 23: Repeat this process all along both diagonal edges, to close the
bottom.Make sure you include the strap cords.

After each knot is tied, trim the cord to 4 - 6 inches,
so you know which ones have been used.

The Flap
Step 24: Mount the 10 cords for the flap onto the
holding cord, with Reverse Larks Head knots.
Do this in the back portion of the Fancy Owl Purse,
fitting them between the other knots.

Step 25: Mentally number the cords for the flap 1 - 20. Tie 9 rows of Alternating
Square Knots.

Step 26: Divide the cords into five groups of four.
Slide a bead (for the eye) onto cords 6 and 7, and
tie a SK using cords 5 - 8.
Slide another bead onto cords 14 and 15, and tie a
SK using cords 13 - 16.

Tie 2 Square Knots using cords 1 - 4. Do the same with cords 17 - 20. Tie two SK
with cords 9 - 12 (between the eyes).

Step 27: Move cords 9 - 12 out of the way. Tie a SK
with cords 3 - 6, and another one with 15 - 18.

Step 28: Secure cord 10 to your board, since it will
hold the knots. Use cord 9 to tie 3 vertical Larks
Head knots onto it, rotating counter-clockwise.
Cord 11 is the next holding cord. Tie 3 vertical Larks
Heads onto it with cord 12, rotating clockwise.

Tie the next few rows of ASK as follows:





Row
Row
Row
Row

1:
2:
3:
4:

Use
Use
Use
Use

cords
cords
cords
cords

1
3
5
7

-

4, 5 - 8, 9 - 12, 13 - 16, and 17 - 20.
6, 7 - 10, 11 - 14, and 15 - 18.
8, 9 - 12, and 13 - 16.
10 and 11 - 14.



Row 5: Use cords 9 - 12.

Step 29: To finish off the edge of the flap, simply
tie a Barrel Knot with each cord. They should rest
next to the last row of ASK, along the diagonal
edge.

Finishing Touches
Step 30: Direct a piece of scrap cord through 2
spaces between the eyes. Position the rings
around the eyes, so the scrap cord holds them in
place. Tie an Overhand knot on the underside of
the flap, to hold the rings securely.

Step 31: Cut pieces of scrap cord into 8-inch sections and mount them to the rings
with Larks Head Knots. Trim them so they are neat, and unravel the ends. You can
brush them if you want the eyes to be fluffy. Pass extra pieces of scrap cord through
spaces in the flap and around the rings again, in two or more areas, to keep the
design in place.
Trim and neaten the feathers around the eyes, making sure the metal is completely
hidden.
Step 32: To make the fringe along the bottom edge of the Fancy Owl Purse, trim
the cords so they are approximately 2 inches long. Make sure they follow the
angle of the bottom.
Unravel each one completely and trim them again, so they're neat. Do the same
with the cords at the edge of the flap.
You can brush the fibers to make the fringe fluffy, or leave them wavy.
Step 33: Slide a piece of scrap cord through the shank of the button. Direct the
ends to the inside of the purse, after placing the button where you want it. Make
sure it fits through the clasp, which is the Buttonhole design you made in thecenter
front portion of the Fancy Owl Purse. Tie a tight Overhand Knot on the inside of
the purse to secure the button.

Ribbon Handbag

Description: The Ribbon Handbag pattern features the use of Satin Ribbon in
combination with Macrame cord.
It results in a remarkably feminine purse, and will definitely be noticed. You can also
use flat lace and fine cord to make a more elegant purse.
This is an easy Macrame purse, but you should practice all the knots before you get
started.
The finished size is approximately 10 inches tall, and 9 inches wide.

Supplies Needed:




¼ inch Satin Ribbon or Flat Lace (65 yards)
6mm Macrame Cord (65 yards or more, depending on size)
One set of Purse Handles

Knots used:


Lark’s Head Knot




Alternating Square Knots
Square Knot

You can click on the small images below to see a larger view.

Preparation

Step 1: Cut 24 lengths of both the cord material and Ribbon, each 2.5 yards
long (90 inches).
To make the Ribbon Handbag wider, cut more cords and ribbons, but make sure
they can all fit on the handles.
For a purse more than 10 inches tall, you need to cut the cords/ribbons longer.
Ribbon frays easily, so prepare the ends with tape or glue, prior to tying the
knots. Do the same with the cords.

Mounting Cords to Handle
Step 2: Mount the first cord to one handle
using a Larks Head knot. Mount one of the
ribbons, using the same technique, but
arrange the knot so it surrounds the other
cord. (see information below)
Be sure the shiny side of the ribbon
faces forward.
The nestled mount is made by placing the
2 ends of the ribbon one either side of the
knot made by thecord.
The curved portion should rest below the
head of that knot. Pass the ends through
the slot of the handle.

Bring the ends down and under the curved
portion. Pull on both of them to complete
the knot.

Step 3: Mount 11 more cords and ribbons (total of 12 of each type), following
the process shown above.

Step 4: Repeat steps 2 - 3 to mount the other half of the cords and ribbons to
the second handle.

Body of Handbag

Step 5: The body of the Ribbon Handbag is tied with Alternating Square Knots. Each
row should be close to each other, or the purse will need to be lined.
All the knots should be made with 2 working cords, 2 fillers. The knots will include
both the ribbons and cords. Mentally number them 1 -24.
Make 4 rows of knots, in the following groups:
Rows 1 + 3: ASK with 1 - 4, 5 - 8, 9 - 12, 13 - 16, 17 - 20, 21 - 24
Rows 2 + 4: ASK with 3 - 6, 7 - 10, 11 - 14, 15 - 18, 19 - 22

Step 6: Repeat step 5 on the second half of the Ribbon Handbag.

The Sides
Step 7: Separate cords/ribbons 1, 2, 23, and 24. New cords will be attached to
them in the next step.
Step 8: Cut 2 lengths of cord material, each 2 yards long.
Add one to cords 1 - 2 and to 23 - 24, using the technique shown below.

Center each new cord under the ribbons/cords,
and secure it with a pin.

Tie the first half of the Square Knot using the new
cord. The ribbon/cord already in use are the
fillers.

Tie the second half of the knot. Tighten it firmly.
For more information, see Adding Cords.

Step 9: Tie rows of Alternating Square knots, moving all the way around the
handbag, both front and back. Each knot will consist of four cords/ribbons.
You can't mentally number the cords anymore. So be sure to alternate the cords in
each new row by selecting 2 cords/ribbons from one knot with 2 from the next.
Stop when the purse measures 10 - 12 inches.
You need at least 6 inches of material to close the bottom. So measure
theshortest cords to determine when to stop.
Important: When you tie the last row of Square Knots, make sure the ribbons are
lying with the shiny side down.

Closing the Bottom
Step 10: Secure all the ribbons out of
the way, by taping them to the body.
Turn the Ribbon Handbag inside
out. Place it upside down between your
knees to work on the bottom section.
Step 11: Using only the cords, tie tight Overhand Knots using 1 cord from each
half of the purse. Trim each cord to 2 inches, after tying the knot, so you know
which ones you have used.
Apply glue to each knot, and allow it to dry completely. Unravel the cords so they
become fluffy, since they will be on the inside.

Finishing Touches
Step 12: Turn the Ribbon Handbag so the cut ends are on the inside.
Use one ribbon from each half of the purse to make tiny bows along the bottom. Tie
an Overhand knot as well. You can use glue if needed.
Cutting the tails on an angle will prevent the ribbons from fraying. Apply liquid glue
to the ends also helps.
A clasp is not necessary for this Ribbon Handbag, but you can add one if you wish.

Drawstring Purse

Description: This Drawstring Purse is unique in the fact that it has picots (loops)
along the top. A cord is passed through them and pulled to form the closure.
This is an easy Macrame pattern, and will help you learn how Alternating Half Hitches
are used to make straps.
The finished handbag design is approximately 10 inches wide and 12 inches long,
and has a 30-inch strap.
Note: The image above shows the purse without the drawstring, in the open
position. With the drawstring pulled tight, the top opening will be narrower.
Supplies Needed:






6mm cord material (146 yards total)
One Bead for clasp (8 hole size)
Glue that dries clear
Project Board and pins, or tape
Beads or other decorations (optional)

Knots Used:






Alternating Square Knots (ASK)
Half Hitch Patterns
Barrel Knot
Square Knot (SK)
Overhand knot

Cut the cords for the Drawstring Purse as follows:





For the strap, cut 4 cords, each 9 yards long
For the Body, cut 36 cords, each 3 yards long
For the Drawstring, cut 1 cord, 60 inches long

Treat the ends of all the cords in some manner to prevent unraveling. See Cord
Preparation for more details.

The Strap
Step 1: Secure the center of the four 9-yard strap cords to your board, arranged
side-by-side.

Step 2: Mentally number the cords 1 - 4.
Tie the Alternating Half Hitches using cords 1 and
4, attaching them to cords 2 and 3, which hold the
knots.

Start the knots at the center, and work towards one end. Tie enough Half Hitches to
make a 15-inch design.

Finish with a Square Knot when the first half of
the strap is the size you need.

Turn the strap around, and re-secure it to your table. Tie the second half the
same way, stopping at 15 inches. Tie a Square Knot to complete the sennit.

Picot Designs

Step 3: To make the Picot Designs for the
Drawstring Purse, fold 2 of the 3-yard cords in
half. Lay them on your table so they are next to
each other.
Secure them at the center with a pin or tape, and
mentally number the segments 1 - 4.

Tie a tight Square Knot 1/2-inch below the fold,
using segments 1 and 4 as the working cords. The
fillers are numbered 2 and 3.
Do not remove the picot loops above the Square
Knot, since they are used for the closure.

Step 4: Repeat step 3, creating 17 more picot designs (total of 18).

Body of Purse
Step 5: To start the front of the Drawstring Purse, arrange the loops and the strap
cords on your work surface. They should be next to one another in the following
arrangement:

4 strap cords -- 8 picot loops -– 4 strap cords

The Square knot at each end of the strap should line up with the Square knots in
the picot designs.
Make sure the strap is not twisted before moving on to the next step.
Mentally number the cords 1 through 40, moving left to right. Tie one row of SK,
using cords 3 - 38 only.
Do not use the 2 cords at each end (1, 2, 39, and 40). Apply a small piece of
tape to mark them, so you can locate them easily.
Step 6: For the back half of the Drawstring Purse, arrange the remaining Picot
Designs on your work surface (10), arranged horizontally.
Mentally number the cords 1 thru 40. Tie a row of SK using cords 3 - 38. Add the
tape to cords 1, 2, 39, and 40.

Step 7: Place the two halves of the purse together, with the insides touching.
Make sure the rows of Square Knots on each half are lined up.
Tie a Square knot using the four marked cords, at each edge of the purse.
Step 8: Tie rows of ASK using all the cords, moving around the entire Drawstring
Purse, front to back. It helps to hang it up by the strap while working on it.
Make sure the rows are close together. Stop when the design is 10 - 12 inches from
top to bottom, or you are satisfied with the depth. Make sure you have enough
material to close the bottom.
Design Tip: To decorate this handbag, try adding small beads or buttons to some of
the cords as you progress. Small charms and shells look really nice, too.

Step 9: To make the bottom more rounded, tie 4 rows of ASK while dropping 4
cords at each edge, at the start of each new row. When you drop the cords, you
simply don’t use them, and tie the remaining knots around them, as if they were
not present.
Tip: I like to drop the cords coming from 2 complete knots near the edges as I tie
each row, rather than choosing them randomly. This tightens the bottom of the
purse really well.

Finishing Touches
Step 10: Turn the Drawstring Purse inside out, so you have access to theinside.
Select one from the front and back, and tie tight Overhand knots. Make them as
tight as you can, and apply glue.
When the bottom is closed, trim the cords to 2 inches and either weave them into
the overall design, or unravel and fluff them.

Step 11: Turn the handbag so the ends are on the inside. To make the drawstring
closure, take the 36-inch cord, and weave it through the picot loops along the top
edge. Start in the center of the front half and go all the way around the
handbag. This way the ends will meet in the front.

Step 12: Adjust the cord so the ends are even. Trim the cord if necessary.

Step 13: To close the Drawstring purse, you need to make a bead clasp. Pass the
two ends through a bead, heading into the opening in opposite directions. When
you pull on the ends, the bead slides up to form the clasp.

To keep the ends from sliding through the bead, tie a Barrel knot at the tips.

Winter Scarf

Description: This Winter Scarf is made with thick yarn or other soft, flexible
materials, such as cotton Embroidery cord.
There is an optional fringe at each end, or you can have a finished edge.
The finished size is approximately 6 inches wide and 40 inches in length. You
can make it longer by increasing the length of each cord.
This Macrame pattern is rated Easy, and is suitable for a beginner’s project.

Supplies Needed:



2mm Yarn or Crochet Cord (360 yards)
Project Board and Tape

Knots Used:



Alternating Square Knots
Double Half Hitch

Step 1: Cut 40 cords, each 9 yards long.
Arrange them on the project board, so they rest vertically. Divide them into groups
of 4, and secure each group.
Place a piece of tape across the center, horizontally. This will mark the place where
the first row of ASK will rest.

Step 2: Tie the first row of Alternating Square Knots, beginning in the center.
These knots should have two working cords and two fillers. Tighten each one firmly,
so they rest against the tape.

Step 3: Continue by tying rows of ASK, working from the center towards one end.
Design Tip: You can leave ¼ inch of space between the rows, or place them close
together.
Do not increase the spacing beyond 1/2-inch, if you decide to make
changes.
Keep track of how many rows you make, and stop when the first half is 18 inches
long.
Measure the shortest cords, and tie additional rows of ASK, if the cords aremore
than 6 inches long.

Step 4: Turn the Winter Scarf around, to work on the second half. Another option is
to turn the entire board around.
Repeat step 3. Tie the same number of rows.

Step 5: Arrange the scarf vertically on your board, so the cords at one end are in
front of you.
Use the cord furthest to the left, and move it horizontally towards the right. This
will be a holding cord, and should rest on top of the other cords. Make sure it has
tension and is well secured.
Attach all the other cords to it with Double Half Hitches. Pull them tightly so they rest
just below the last row of ASK. Start on the left and move to the right.

Step 6: Locate the cord furthest to the right. Arrange it horizontally towards the
left, on top of the other cords, with tension.
Attach the other cords to it with DHH. Pull them tightly so the two bars are close to
each other.

Step 7: Move the holding cord to the back of the Winter Scarf, and weave it into the
knots to hold it in place. You can trim it as necessary, and apply some glue if you
wish.

Trim the fringe to the desired length. For a finished edge, trim the cords to 2 inches,
and weave each one into the back of the scarf.
Another option is to use two cords at a time and tie a tight Overhand knot. Then you
can cut off the remaining material.

Step 8: Repeat steps 5 - 7 at the other end of the Winter Scarf.

Pet Collar

Description: This Pet Collar is a nice way to adorn your cat, dog, or other animal
with something handmade. The collar features a buttonhole clasp. A D-Ring can be
added if you plan to use a leash.
This is one of my special "flexible" Macrame patterns, where you get to choose the
decorative knots used for the overall design.
There is a Pet Leash pattern listed separately, and both can be made using the
same type of knot, so they match.

Supplies Needed:






4mm or 6mm cord material
Project Board and pins
One small D-Ring (optional)
One Shank-style Button (1 inch)



Glue

Step 1: Determine your pet's neck size with a tape measure. It should be loose, so
you can fit your fingers under it easily.
Cut 1 working cord, 8 times the size you came up with.
Cut 1 holding cord 6 times the size you need for your pet.
Prepare the ends with glue or tape to prevent unraveling as you work on the Pet
Collar.

Buttonhole Clasp

Step 2: Locate the center of the cords. Lay them on your board vertically, so the
longest cord is on the left. Secure them at the center.
The Buttonhole Clasp is made starting at the center, and moving towards one end.

Make the first half of a Vertical Larks Head knot by
moving the working cord over and under the holding
cord, to make a counter-clockwise loop.
As you pull it left, it passes over a portion of
theworking cord, to form the crossing point.

Tie the second half of the knot by passing the working
cord under the holding cord, and then over it.
As you pull it left, it goes under a portion of the working
cord to make the crossing point.

Step 3: Repeat the last two steps, until the sennit
measures 1.5 inches.
For a larger clasp, tie additional knots.

Step 4: Turn the collar around, and repeat the process
to make the second half of the clasp.
The working cord will now be on the right, so the loops
will be clockwise.
Stop when this half measures 1.5 inches.

Step 5: Bring all the ends together, forming a circle with
the Larks Head knots. Secure it to your board.

Tie a tight Square Knot, using the two halves of the
working cord.
The other two are the fillers.

Decorative Knot Options

Step 6: Choose one decorative knot you wish to use for the remaining portion of the
Pet Collar. The four ends are now considered 4 separate cords.
Start just below the clasp. Stop when you have tied enough knots to create half the
finished length of the collar. So if you are making a 12-inch collar, stop at 6 inches.

Below are details about several knots suitable for this design.
They are all listed in the Learn Macrame section, or you can click on the links and
photos to go to the page indicated.

Vertical Larks Head Design

This knot will match the ones used for the clasp, so is the best choice.

Use the working cord is on the right. Tie the Vertical
Larks Head knot in a clockwise direction, passing it
around both holding cords:
First Half: Over - under - over
Second Half: Under - over - under

Now use the working cord on the left. Tie the knot
rotating counter-clockwise, around both holding cords.
The over - under pattern is the same as the in the
previous step.
Continue on, alternating back and forth between the two
working cords, until the Pet Collar is half the size you
want.

Alternating Half Hitch Design

Divide the cords into two sets to make this pattern.

Tie the first Half Hitch with the two cords on the right.
The cords on the left will hold the knot.
This Half Hitch is tied by making a clockwise loop with
the working cords over - under - over as shown.

Use the two cords on the left to make the next Half Hitch,
onto those on the right. Rotate counter-clockwise.
Continue on, alternating back and forth between the two
sets of working cords, until the Pet Collar is half the size
you want.

Half Hitch Design (with holding cords)

This type of Half Hitch pattern is similar to the Larks Head design.

Use the right working cord to make a Half Hitch
onto bothholding cords.

This Half Hitch is tied by making a clockwise loop with
the working cords over - under - over as shown.

Use the left working cord to make the next Half Hitch,
onto both holding cords. Rotate counter-clockwise.
Continue on, alternating back and forth between the right
and left working cords.

Square Knot

Make sure you know how to tie this knot before you start.

The working cords are furthest to the right and left.
For the first half of the knot, direct the left working cord
to the right, passing over the two cords in the center
(fillers).

Bring the right working cord over the left working
cord,under the fillers, and over the left again.
For the second half, repeat these 2 steps, but start with
the right, followed by the left.

Other Decorative Knots
Here are links to several other decorative knots suitable for the Pet Collar:

Coyote Trail

Jagged
Ladder Bar

River Bar

Interlaced
Plaits

Start at Step 1

Start at Step 4

Start at Step 4

Use Woven
Plait

Endless Falls

Mystical Chain

Blaze Bar

Bush Bar

Start at Step 2

Start at Step 1

Start at Step 1

Start at Step 2

Step 7: After you have made the first half of the collar,
slide a ring onto it (optional).
Mentally number the cords 1 - 4.
Cords 2 and 3 go under the ring, and cords 1 and 4 pass
through it.

Step 8: The new working cords for the second half of
the Pet Collar are cord 2 and 3.
The two that were passed through the ring (1 and 4) will
now hold the knots.
Tie the second half using the same decorative knot.

Finishing Touches
Step 9: Place the collar around the neck of your pet, to make sure it fits
properly. You should be able to slip two fingers under it easily. If not, it's too tight,
and you will need to adjust the size.
Tie a tight Overhand Knot with each working cord (two knots), so they rest close

to the last knot tied.
If you prefer, you can simply push the ends through the back of a few knots, and
apply glue to hold them in place. Cut off the excess material.

Pass the other 2 cords through the shank of the button, in opposite directions. If
you prefer, you can use a bead.
Pull on the ends until the button rests near the last knots tied in the Pet
Collar. Check to make sure the button fits through the clasp at the other end. If
not, use a different size button.
Tie a very tight Overhand knot to secure the button, adding glue as you tighten it.
When the glue is dry, cut off the extra material.

Vintage Shawl

Description: The Vintage Shawl features Buttonhole Scallops along the entire
edge, which is rarely seen in modern handmade shawls. This vintage technique
was popular in the early 1900's.
This Macrame Pattern is not complex, but is very time consuming.
The finished size is approximately 24 inches wide x 35 inches long.
I've provided you with a formula in case you want to change the size.
There is no fringe for this Macrame shawl design, but you can omit the scallops
along the sides if you want one. See Finishing Touches

2014 Update: This pattern has been changed to make it easier and less time
consuming.

Supplies Needed:




2mm Cotton Crochet Cord, or similar soft material (560 yards total)
1 Button for clasp
Project board and pins or tape

Knots Used:



Overhand Knot
Square Knot (both left and right SK)




Double Half Hitch
Alternating V Patterns

Preparation
Cut the cords for the Vintage Shawl to the following lengths, (24 x 35 inch
size). You'll also need 2 long holding cords, 3 yards long.
Be sure to prepare each cord with glue, wax, or tape. Cotton cord usually has
twisted fibers, and unravels very easily.
After cutting, divide the cords into the five groups, keeping them separated.






28
28
28
28
28

cords,
cords,
cords,
cords,
cords,

each
each
each
each
each

2
3
4
5
6

yards
yards
yards
yards
yards

long
long
long
long
long

To change the width, cut additional cords (32, 36, 40, etc.)
Important: Make sure the total number can be divided by 4.
To change the length of the Vintage Shawl, multiply the length you need (top
to bottom) by 8.
That's the length of the cords in the center area, where the shawl is the
longest. Reduce the size for the groups on either side, in 1-yard increments.
The best way to do this is to cut the cords as you mount them, rather
than at the beginning.

Upper Scalloped Edge
Step 1: Use the 6 yard cords (longest), which will be at the center of the
Vintage Shawl.
Use 2 cords to make the first Buttonhole design, as follows:
Place the holding cord on the left, and the working cord on the right. You will
now tie Vertical Larks Head knots to make each Buttonhole Scallop.

< Use the working cord to tie a
Half Hitch onto the center of the
holding cord.
(over - under - over).
Tie the second half of the knot
by passing under - over under the holding cord.
>

Step 1, continued: Tie 2 more Buttonhole knots with the same two cords, and
then turn the design around. Tie 2 more knots for a total of 5.
Design Option: Fold it in half to see if you like the size. Tie additional knots on
each half to make the scallop design larger.
Step 2: Repeat step 1 with the remaining cords in the first group (6 yard). You
should end up with a total of 14 Buttonhole designs.
Step 3: Secure one holding cord horizontally to your board. Mark the center
of the cord so you know where to start.
Step 4: Fold one Buttonhole design to form a scallop. Place the ends under the
holding cord, at the center.

Attach the four ends to the holding cord with a Double Half Hitch. Make sure
they are firmly tightened, so the scallop is against the holding cord.

Step 5: Mount the other Buttonhole designs for the Vintage Shawl in the same
manner. Attach the next one to the right of the first, at the center.
Divide the remaining 12 BH designs into 2 groups of 6, and attach those in each
group to the right and left of the first two at the center.
In other words, work from the center outward, so the design is balanced.

Step 6. Repeat steps 1 - 2 to make the BH scallops with the next set of cords,
which are 5 yards long.
Repeat step 4, placing 7 sets to the right and left of those already present.

Step 7: Repeat step 6 with the 4-yard cords.
cords, followed by the 2 yard cords.

Do the same with the 3-yard

Step 8. Place the second holding cord horizontally, resting on top of the vertical
cords coming from the BH designs.
Moving from left to the right, attach each vertical cord to the holding cord with a
DHH. Be sure to tighten the knots firmly so both bars are resting against each
other.
Be careful not to forget any cords. Slide the other knots sideways to make
room, if you do accidentally forget one.
To make sure you don't use the holding cords for the body of the Vintage Shawl,
bundle them in some way.

Body of Shawl

Step 9. The body of the Vintage Shawl is made with Alternating Square Knots,
using the Alternating V Pattern, technique #1.
Each of the knots is made with four (4) cords, with two working cords and two
fillers.
Identify the cords in the center of the shawl (counting the scallops helps). It is
here that the direction of the knots will change from side to side. You can tie
them all the same direction, but the design won't be as balanced.
Tie regular left facing Square Knots on the left half, and right facing SK on the
right half of the Vintage Shawl.
Row 1: Arrange the knots so they rest firmly against the bar above them.
Row 2: Do not use the first and last 2 cords (total of 4). This is
called dropping, and you just skip past them. Make sure that each knot is made
with two cords coming from two knots in row 1, which is called Alternating.
Rows 3 - 4: Drop 4 cords at each edge (total of 8). Tie the knots so there is
approximately ½ inch of space between the rows.
Rows 5 - 35: Drop 4 cords from both sides as you start each new row (total of
8). The knots should be tightened so there is approximately 1 inch between the
rows.
You can stop before you reach the last 4 cords, so the shawl is rounded
rather than V shaped.

Lower Edge
Step 10. Position the lower holding cord next to the Square knots along
theleft edge of the Shawl. (The holding cord you should use is the second one
added in step 8).
It should rest on top of the other cords. Secure it with pins so it's taut.
Beginning at the upper left, attach all the cords with DHH. When you get to the
point at the bottom of the V design, make sure you split the cords evenly, so
both sides are balanced.

Step 11: Position the other end of the lower holding cord against the right
sideof the Shawl. Attach the remaining cords to it with DHH.

Step 12: For a fringe, repeat steps 10 -11 with the upper holding cord

(optional).

To make scallops along the outside edge, follow these instructions:

Move the end of the upper holding cord into position, resting close to the first
row of DHH. Attach the cords in groups of two, with DHH.
Use the first cord to tie 5 vertical Larks Head knots onto the second. Fold the
knots to form the scallop, and then attach both cords again with DHH.
This process is similar to the mounting procedure, but you tie the 5 knots
starting next to the holding cord.

Step 13: Repeat step 12, forming the remaining scallops on one side of the
Vintage Shawl.
Repeat the process again, this time on the opposite side of the Shawl.
At the bottom point, tie off the 4 holding cords. Use one from each side and tie
Overhand knots.

Finishing Touches
Step 13: Flip the Vintage Shawl over to make finishing knots, if you created a
scalloped edge.
Tie a tight Barrel knot in each cord close to the bar and scallops. Cut off the
remaining material, and apply glue to each knot.

For a regular fringe, there is no need to tie the finishing knots. Simply trim the
cords, following the angle of the edges.

Care Instructions: 100% Cotton can shrink, so if it gets dirty, make sure you
hand wash the shawl and allow it to air dry.

Macrame for Kids
(And Beginners, too)

Macrame for Kids is a unique group of free patterns for those of you who have
children learning this interesting craft. All of the patterns are easy, but children
under the age of 10 may need some help.
While you’re working on your own Macrame projects, sit your kids down and let
them work on their own special designs. Macrame can be fun for the entire
family! You can use these patterns for a family craft night, with a youth group, or
in an art class at school.
All of the projects in Macrame for kids are suitable for children to play with,
wear, or display on a wall. Most of the patterns are designed with beginners in
mind, are brightly colored, and take very little time to make. They include
Macrame jewelry, holiday decorations, key chains and more.
Are you a beginner? These patterns are suitable for adults who are new
to Macrame.

Click on the image or name, and the instructions will come up, including
photos. There is a list of supplies, as well as the knots used, for each pattern.
Remember that you can PRINT any of these pages. Visit the home page
for instructions on how to convert to a PDF prior to printing.
Here's the key to understanding the letters in the corner of the small images:




SC = Suitable for kids ages 6 - 12.
T = Suitable project for teens (requires some skill with the basic
knots).
= New Patterns Recently Added

2013 Update: This section of Free Macrame Patterns is undergoing an
update. Some patterns will have changes in the text, or have improved photos,
but the overall design is still the same. Contact me if you have questions.

Macrame Hanger

Square Knot
Frame

Switch Belt

Flower
Bracelet

River Bracelet

Braid Bracelet

Sport Bracelet

Butterfly
Bookmark

The Serpent

Mini Turtle

Buttonhole
Bracelet

Macrame Vase

Bush Bar
Bracelet

Beaded
Necklace

Easy Macrame
Bracelet

Key Keepers

Satin Dragonfly

Scout Bracelet

Monkey Key
Chain

Spider Web

Simple
Necklace

Summer
Sandals

Cross Design

Simplicity
Bracelet

Candy Cane
Decoration

Bell Wreath

Macrame Hanger

Description: This Macrame Hanger is fun to make and is a great project for
beginners and children.
This Macrame pattern features the Spiral Stitch, also called the Half Knot
Spiral. The decorative knot used for mounting and finishing is the Overhand
knot. Please be sure to practice both knots prior to starting this Macrame
project.
To change the design, you can use a different type of knot to cover the metal
hanger, or add beads, charms, or other small decorations to the cord as you
progress.
Supplies Needed:




3mm - 4mm cord material (12.5 yards)
One metal hanger
Fabric glue that dries clear

Step 1: Cut one cord, 12.5 yards long. Prepare the ends with tape or knots to

prevent unraveling.

Tie an Overhand knot in the center of the cord. Don't
tighten it completely, but make sure it's small.

Step 2: Slide the tip of the hanger through the
Overhand knot. Apply glue to the tip, and slightly
beyond it.
Slide the knot over the glue and tighten it as much as
you can. Allow the glue to dry for 1 hour before
moving on.
The steps below show you how to tie the Spiral Stitch. Other knots can be used if
you want your Macrame Hanger to look different than what is shown. Here are
some options:




Square Knot sennit
Half Hitch sennit
Larks Head Sennit (Design #3)

The metal hanger acts as the filler or holding cord for these knots. Other knots
can be used, but make sure they can be tied with the two ends, and can be
arranged around the metal.
Step 3: Hold the hanger by placing it between your
thighs. The tip of the hook should be facing outward
(near your knees).
Move the right half of the cord over the hanger,
heading left.

Step 4: Move the left half of the cord over the right
half and under the hanger.
As you pull it out on the right, it should pass over the
right half of the cord, where it curves.
Pull both ends firmly to tighten the knot.

Step 5: Roll up both ends into bundles, to make the
cord easier to work with.
Repeat steps 3 and 4 five more times.
Twist the sennit so the cord on the left moves to the
right. Make sure you twist right to left.

Step 6: Continue on, repeating steps 3 and 4. It's
important to tie 6 knots, and then twist the sennit, so
the spiral design is even. Push the knots close to one
another as you progress.
After the hook is covered, tie the knots all the way
around the metal, to complete the Macrame
Hanger. Start on the right, as shown by the arrows.

Step 7: Stop when the last knot reaches the hook,
where the metal separates.
Push the last few knots back slightly, and apply glue to
the metal. Slide the knots back into place over the
glue.

Step 8: Use tweezers to pull the two
ends throughthe knots directly across from them. The
best place is along the raised edge of the spiral.
Apply more glue to adhere the ends to the surface of
the knots. Make the area as neat as possible, as you
trim off the excess material.

Switch Belt

Description: The Switch Belt features the Square Knot, the most frequently used
decorative knot in Macrame. So this is a great beginner's project, where you will
learn to tie a unique variation called the Switch Knot.
There is a simple Bead Clasp in this Macrame belt, but if you prefer something else,
you will have 8 ends to work with.
One unique feature of this belt design is that the knots face different directions when
you switch colors. The color change occurs when you swap the fillers and working
cords. (The knots are tied with the working cords. Fillers run through the knot.)
I recommend you use two colors to get the best results. In the images, Color A is
red, and Color B is green.

2013 Update: This pattern has been changed, with new photos and text. But
the design is the same as the original. Contact me if you have questions.

Supplies Needed:




2mm cord materials
Project Board and pins
Fabric Glue that dries clear

Knots Used:



Square Knot (right and left)
Overhand Knot

Determine the size of the Switch Belt by measuring just above your hips with a
tape measure. Use the following chart to determine how long to cut the cords:
Size of Belt

Length of Cords

Up to 26 inches

2 cords of each color, 80 inches long

27 to 30 inches

2 cords of each color, 96 inches long

31 to 36 inches

2 cords of each color, 3 yards long

Over 36 inches

Hip measurement x 3

Prepare the ends with tape, glue, or Overhand knots.

First Half of Belt

When you make the Switch Belt, there will be changes in the direction of the Square
Knots. You use the HEAD of the knot to determine the position, as in the photo
above.
The rule to follow is that the head will face the same direction as the first cord used
to tie the knot. In steps 1 - 4, you will tie a Left SK, with color A.
Step 1: Secure the four cords to your board close to the center. They should be
arranged as follows:
1 Color A -- 2 Color B -- 1 Color A
Place a piece of tape across the cords at the center, to mark the place where the first
knot should rest when it's tightened.
Mentally label the color A cords, which are used to tie the first knot at the center of
the Switch Belt (working cords). Color B cords act as the fillers.

<< Move the left cord to the
right, passing over the fillers
andunder the right cord.

Move the right cord under the
fillers, and over the left cord, as
you pull it to the left. >>
Pull on both ends while holding the fillers firmly on the board.

This completes the first half of the Square knot, which should rest against the tape
at the center.
The cords have now changed positions. So the left cord is now on the right,

and the right one is on the left.
<< Move the left cord over the
fillers and under the other
working cord, heading left.

Bring the right cord under the
fillers and over the left end, as
you move it right. >>

Important: Try to pull the FILLER cords as you
tighten each half of the Square Knots.
This will help keep the areas between the knots
straight.

Now you will swap cords and change the direction of the SK.
For the first half of the Switch Belt, when you use Color A, the Square
knotsshould always face left.
When you use Color B, they should always face right.
Step 2: Position the color A cords so they
restbetween the color B cords.
They will now become the fillers for the next
knot.
Mentally label color B cords left and right.
Step 3: Below are the instructions for tying a right SK, which is tied with thecolor
B cords:
<< Move the right cord over the
fillers and under the left cord.

Bring the left cord under the
fillers and over the right cord, as
you pull it to the right. >>
When you tighten the first half of this Square knot, make sure there is
approximately 1-inch of space between it and the SK tied in step 1 (see left image
below)
The cords have now switched places. So the left cord is now on the right,

and the right one is on the left.
<< Bring the right cord over the
fillers and under the other
working cord.

Bring the left cord under the
fillers and over the other working
cord, as you pull it to the left. >>
Step 4: Repeat steps 1 - 3 over and over, until the Switch Belt is half the sizeyou
wish to make. So for a 28-inch belt, stop at 14 inches.
Remember to switch cords each time, so the colors change. Also remember to
change the direction of the Square Knots, and tighten them so they are 1-inch apart.

Second Half
Step 5: Turn the Switch Belt around, and return to the
knot at the center. Notice that it's facing theopposite
direction.
So for the second half of the belt, all the SK tied
withcolor A will face right. Those made with color
Bshould face left.
Step 6: Switch back and forth between the two colors, tying left and right SK, until
the second half is the same size as the first half.
Measure from the center, and be as accurate as possible.
If you feel you need more knots, add them to both halves of the Switch Belt.

Step 7: Tie one extra Square Knot at each end, using
the same cords as the last knot tied.
In this image, I ended with the color A cords, so this
extra SK is color A, too.
As you tighten the first half, add glue to the fillers, and
then tighten the knot firmly.

Finishing Touches
Step 8: After the glue is dry, trim the cords so they are even.
Arrange the belt in a circle, making sure it's not twisted and you are working in
the front of it.
The last knots tied should face each other, as shown in the image below.

The two cords at the top, on each side, are used to
make the bead clasp.
The other two are not used, and will be free to
dangle.
If you wish, you can change this arrangement, and try
to get all 8 cords through a bead instead of 4.

Bead Clasp: Pass the two cords from the right end of
the Switch Belt through the bead from right to left.

Pass the two cords from the left end through the bead
heading left to right.

Step 9: Trim the cords again, to whatever length you want the fringe. Tie tight
Overhand knots at the tips of each cord.
If you wish, you can use a different finishing knot.
Apply glue as you tighten the knots and allow it to dry before cutting off the excess
material.

Buttonhole Bracelet

Description: This Buttonhole Bracelet is unique in the fact that it uses only one
decorative knot. My goal was to find a way to make a bracelet design that
featured the Buttonhole Stitch, which is a vintage technique. As I created it, I
found I did not need any other decorative knots.
This is a great Macrame project for older kids and teens who have some
experience. But younger children may be able to make this design with help
from an adult.
The material I used in the example shown is rainbow Hemp, where the colors
change. This is sometimes called "variegated" cord. The beads were wood,
painted with unique patterns (optional).
<<< To purchase the Rainbow Hemp shown, go to our online store by clicking
on the green banner. You will find it in the Micro-Macrame section (natural
materials).

Supplies Needed:







1mm to 2mm cord materials
One shank button for the clasp
Beads (holes large enough for 2 cords) -- optional
Project board, pins and tape
Glue that dries clear
Measuring tape or ruler

Knots Used:

Vertical Larks Head knot (Buttonhole Stitch)

Preparation: Cut two cords, 72 inches long (2 yards). This will give you
enough material to make up to an 8-inch size Buttonhole Bracelet.

Prepare the ends with glue, which makes applying beads easier. For Hemp,
applybeeswax to condition the material.

Buttonhole Clasp
The directions for the Buttonhole Clasp are shown below, but if you want more
information, click on the link.
Step 1: Match the center of both cords. Arrange them on your board vertically,
as shown. Secure them with a piece of tape at the center, as well as with pins.
The working cord for this part of the Buttonhole Bracelet is on the right.

The Cross Pin Technique is a great way to secure fine cords, but you can also
wrap the cords around the pins.
<< Rotate the working
cordover and under the holding
cord, in a clockwise loop. As you
pull it right, pass it over the
working cord.
For the second half, bring the
working cord under - over the
holding cord, and then under the
working cord. >>
Both steps = one Larks Head Knot

Tie several more knots, until the sennit (chain)
measures 1.5 times the size of the button.
So for a 1-inch button, tie 1.5 inches of knots.

Step 2: Remove the tape and pins. Turn the first half
of the clasp around, so the working cord is on the left.
Tie the same number of Larks Head knots,
rotatingcounter-clockwise.

Step 3: Fold the Buttonhole Clasp, forming a
loop. Organize the four cords as shown. The two ends
of the holding cord are between those from the
working cord.
Use the right working cord to tie a vertical Larks Head
knot onto both holding cords. Rotate clockwise.
Pull the end firmly when tightening.
Note: This portion of the Buttonhole Clasp is usually tied with a Square
Knot. In this case, I changed things so you use Larks Heads instead.
Tie another Larks Head knot, using the left working
cord. Rotate counter-clockwise. Tighten the
knotfirmly.

The clasp for your Buttonhole Bracelet is finished, so
now you will work on the main area.

Double Buttonhole Design
The technique used next is called the Double Buttonhole. You are simply tying
two chains of Larks Head knots side-by-side.
Step 4: Divide the cords into two sets. Use thesame
working cords to tie 7 Larks Head knots onto the
other two strands.
On the left, rotate counter-clockwise as you tie the
knots. At the right, rotate clockwise.
Tighten all the knots firmly.
Design Tip: You can change the shape of the buttonholes by tying fewer
knots. The designs will have a more rounded shape than what you see in the
example.

Step 5: After the buttonhole design is the shape and
size you want, close it the same as you did in step 3.
Each working cord should pass around both holding
cords.

Step 6: The Buttonhole Bracelet looks really good
with beads, but this step is optional.
To add them, slide both holding cords through the
holes.
Bring the working cords around the beads. Tie two
Larks Head knots below, as in steps 3 and 5 (one with
each cord).
Step 7: Repeat steps 4 - 6 one more time, with the same working cords you've
been using. Then switch the cords as shown below.
Important: If you don't think the working cords are long enough to tie another
set of knots, switch the cords now, before repeating the steps again. (see
below)
Switching Cords: Move the holding cords to the
sides, since they will now become the new working
cords.

Bring the old working cords over the new ones, before
using them to hold the knots.
After you have switched the cords, continue to repeat steps 4 - 6, until the
Buttonhole Bracelet is the size you want. Make sure you end on step 5.
Important: As you tighten the two Larks Head knots to complete the last
buttonhole design, apply glue to the holding cords.

Completing the Clasp (Button)
Step 8: Turn the Buttonhole Bracelet over, so you work at the back, as you add
the button for the second half of the clasp.

<< Direct the holding cord on
theright through the button's
shank from right to left.

Pass the left holding cord through
from left to right. >>

Adjust the placement of the button so there
is spacebetween it and the last knots tied in the
bracelet.
The space needs to be large enough for 2 knots.
Move the holding cords back towards the buttonhole
designs.
Use each working cord to tie one Larks head, fitting it
into the space.
Make sure you bring it around all four segments of the
holding cords (marked with X in this image).
Apply glue before tightening each half of the
knots.

Macrame Vase

Description: This Macrame Vase is a great way to
introduce older children and teens to this craft. It is
meant to hang on a wall to decorate your kitchen.
You can also use this handcrafted vase the bathroom,
to hold combs and brushes.
Simply add a few silk flowers, and this Macrame
decoration is ready for when you need an attractive
container.
Novelty Buttons or beads are appealing on this basic
design.

Supplies Needed:




2mm Braided Macrame Cord, or similar material (39 yards total)
1 plastic or metal ring, 2.5 to 3 inches in diameter
Beads and/or Novelty buttons

Knots Used:






Larks Head Knot
Square knot
Linen Stitch
Overhand Knot
Alternating Square Knots

Preparation
Step 1: Cut 20 cords, each 70 inches long.
You can make the vase wider by using a larger ring. In that case, cut additional
cords, at least 80 inches long.
Step 2: Mount the cords onto the ring with Lark’s Head knots.

Main Area
Step 3: Tie 7 rows of Alternating Square Knots, moving in a circle, all the way
around the ring.
Tie all the knots with four cords (2 working cords, and 2 fillers). Make sure all the
rows are directly under one another.
To alternate the knots, move over 2 cords when you start each new row.
Another way to look at this important step is to choose two cords from one knot
and two from the next. Use them to tie the new knot for the next row.

Step 4: After 7 rows, you can add buttons or beads to the front portion of the
vase.
To do this slide 1 or 2 cords through the shank of the button. Slide it up to the
row you just completed.

Step 5: When you’ve tied 7 more rows, add more beads/buttons, and continue
on.
Stop when you feel the vase is deep enough for what you plan to use it for.

Finishing Touches
Step 6: Gather all the ends together, and make the Linen Stitch. You do this by
selecting one cord to wrap around the entire bundle, at least 5 times. Finish with
a Half Hitch.
Trim the ends so they are even, and add beads if you wish.
Tie an Overhand Knot at the tip of each cord. Apply glue to the knots, and allow
it to dry, before hanging your Macrame Vase on a wall with nails or tacks.

Square Knot Frame

Description: This Square Knot frame can be used to hold photos and artwork.
You can also use this technique to make a pendant for a necklace design.
This Macrame project is suitable for children and beginners who have learned to
tie the Square knot. You also need to know how to tie an Overhand knot.
The photo or item you are framing is attached to the back of the frame with glue
or tape. So the photo needs to be slightly larger than the opening in the center
of the frame.
Make sure you understand the difference between working cords and fillers,
before you get started.
In the example shown, I used 3mm nylon Paracord, which I highly recommend
for this Macrame project.
Supplies Needed:





Cord Materials (see Preparation)
Project Board and pins
Glue that dries clear
Photo or Artwork

Preparation

Since the Square Knot Frame can be any size, begin by measuring each side of
the photo or piece of art. Make sure you write down the length and width
measurements, since you will be using them as you construct the frame.

Frame Size: Add the measurement from all 4 sides of the photo.




Frame size under 12 inches -- use 2mm size material
Frame size 12 - 20 inches - use 3mm or 4mm material
Frame size over 20 inches -- use 6mm material

Cord Length: Multiply the frame size by six (6).
length.

Total Amount to Purchase:

Cut four cords to this

Cord length x 4

Important: Prepare the ends of all four cords with tape or glue. When using
Paracord, you should melt the ends with a flame, then apply the tape.

Bottom of Frame

Step 1: Arrange the cords on your project board
vertically. Match and secure the centers.
Mentally number the cords. The working cords are
1 and 4.
The fillers are 2 - 3.

Step 2: Tie the first Square Knot so it rests at
thecenter of the cords, close to the pins.

Step 3: Tie more Square Knots until the sennit
measures the same as the lower edge of the photo
or artwork you are framing.
Re-position the sennit on your
board horizontally. The center of it should be on
yourright (see next photo).

The Sides
Step 4: Bring down working cord 1 so it's
vertical.
Do the same with filler cord 3.
Cords 1 and 3 will be the fillers to make
one sideof the frame. Cords 2 and 4 will be the
new working cords.

Step 5: Use working cords 2 and 4 to tie the first
Square knot, which forms the corner.
Pull firmly on the fillers, so the corner angle is as
sharp as possible.

Step 6: Tie more Square knots so that the sennit
measures the same as the right side of the photo.

Step 7: Find the center of the cords, where you started (upper right). Mentally
number the cords from top to bottom.

Bring down cords 1 and 3, which will be
the fillersfor the next side.
The other two are the working cords (2 and 4).

Step 8: Tie a sennit of Square knot for the left
side of the frame, as you did in steps 5 and 6.
Make sure you tie the same number of knots, so
both sides are the same.

Top of Frame
Step 9: Turn the Square Knot Frame so the bottom is on your right, with one of
the sides at the top.

Mentally re-number the ends coming from the side
(top to bottom).
Bring down cords 1 and 3 to be the fillers for
thetop of the frame. Cords 2 and 4 will be the
working cords.

Design Tip: It's easier to make the corners of the Square Knot Frame in a
downward direction.

Step 10: Tie only 1/2 the number of knots you
need to create the top of the Square Knot Frame.
So if the bottom has 6 knots, tie 3 for this portion
of the frame.

Step 11: Turn the frame around so the short sennit you just tied is at
the lowerright, heading upward (see image below).
The bottom of the frame should be on your left.
Bring down cords 1 and 3 to be the fillers for final sennit. Cords 2 and 4 will be
the working cords.

Step 12: Tie one Square Knot to form the corner.
Locate the fillers in the other short sennit, from
step 10.
Cross both sets of fillers in the area between the
two sennits.

Step 13: Tie the remaining Square Knots with the
working cords, around both sets of fillers (4
cords).
The total number of SK in this area should be the
same as in step 10.

Make sure the knots are tied so the fillers stay in
the back of the frame, even if you have to
reposition them.
You should see only the knots when you are
looking at the front of the frame.
Pull on the fillers to bring the two halves close
together.

Step 14: To finish off the cords for the Square
knot Frame, tie the working cords together with
an Overhand knot. Apply glue as you tighten.
The filler cords can be worked through the back of
the knots to hold them in place. Apply glue as
needed, to hold the cords in place.

Step 15: To make a loop to hang the frame, use the two working
cords coming off the top edge, after you've tied them off, and have applied
glue.
Make sure the glue is completely dry, and then tie the two ends together with an
Overhand knot.

Attach the photo or artwork to the back of the
frame with glue or very sticky tape.

Flower Bracelet

Description: This Flower Bracelet pattern features a Buttonhole Clasp, which
may be a challenging decorative knot for young children. So it's more suitable for
older kids or adult beginners.
This Macrame project features the use of picots to form loops that look like
flower petals. There's a button in the center for decoration and one for the clasp
as well. I recommend you use flexible material such as the crochet cotton used in
the example.

Supplies Needed:




2mm Cord material
Project Board and pins (or tape)
2 buttons

Knots Used:




Buttonhole Clasp
Square Knot
Overhand knot

Buttonhole Clasp
Cut two cords, each 2 yards long (for a child's size - up to 6 inches). For a larger
size, cut the cords longer.

Coat the ends with glue and allow it to dry completely before starting the Flower
Bracelet.
Find the center of both cords and secure them to your board with a pin. The
best way is to wrap the cords around the pin a couple times. Secure the left
half of the cords with tape while you work on the right.
The working cords for the Buttonhole Clasp are on the outside, with the holding
cords on the inside.

Step 1: Tie the first half of a Larks Head knot by
passing the working cords over and then under the
holding cord. Make sure it passes over the working
cord as you bring it back to the right (clockwise).

Step 2: The second half of the Larks Head knot is tied
by bringing the working cord under and then over the
holding cord.
Pass it under the working cord as you bring it back to
the right.

Step 3: Tie a total of 4 - 6 Larks Head knots for the
right side of the clasp.
Repeat on the left, rotating counter-clockwise when
tying the knots.

Step 4: Make sure the button fits the clasp, by
bringing the ends together. If you think it needs to be
larger, add more knots.
Design Tip: The loop should pass around the button
loosely, but not allow the button to slip out too easily.
To complete the Buttonhole Clasp for your Flower Bracelet, you need to tie a
Square Knot. The next four steps show you how it's done. This knot will be
used to form the rest of the bracelet, too.

Step 5: Mentally label the working cords right and
left. The two cords between them run through the
center of the Square Knots, so are called fillers.
Bend the right working cord to the left,
passing overthe fillers, and under the left working
cord.

Step 6: To complete the first half of the Square knot,
bring the left working cord under the fillers,
and overthe right working cord.
Pull the two ends firmly, so the Buttonhole Clasp is
tightly secured.

Step 7: Mentally label the working cords where they
are now, since they have switched places.
Move the left working cord to the right, over the fillers
and under the right working cord.

Step 8: Direct the right working cord under the fillers
and over the left working cord.
Pull the ends firmly to tighten the Square Knot.

Flower Bracelet Design
Step 1: Move down 1 inch, leaving a space, and tie
another Square Knot following steps 5 - 8 above.
Tighten the knot firmly, while holding the fillers
steady. If you pull them taut, it's easier to tighten the
knot.

Step 2: Slide the Square Knot up, close to the one
tied for the clasp. This will form two small picot loops
on each side.
Then tie the next Square Knot, leaving a 1-inch space.

Step 3: Tie enough Square Knot picots to measure
half the size you want the Flower Bracelet to end up.
So for a 6-inch bracelet, stop at 3 inches, which
includes the clasp.
Slide the fillers through the shank of one button, and
position it against the last SK picot tied.

Step 4: Switch the cords, so the working cords now
become the new fillers.
The purpose for the button is to disguise the area
where the cords are swapped.

Step 5: Tie the second half of the Flower Bracelet the
same as the first. There should be 1 inch between the
knots.
Stop when the second half is the same size as the first.

Step 6: Add another button, for the clasp, making
sure the bracelet has not twisted, and the front of it is
facing up.
Before you secure it, see the next step. It's
important to check the size before you complete the
finishing touches.

Step 7: Fold the Flower Bracelet at the center, where
the button is resting.
Make sure the other button lines up with the center
of the clasp. Add more Square knots if needed (on
second half).

Finishing Touches
Turn the Flower Bracelet over, so you are working on
the back. Locate the two filler cords running through
the button.
Tie them together with an Overhand knot after
applying glue next to the button's shank. Make the
knot as tight as possible.
Apply more glue next to the Overhand knot, and then
use the working cords to tie a Square knot around
the fillers.
Pull it as tight as you can, and apply more glue to the
knot. Allow it to dry completely before cutting off the
excess material.

Bush Bar Bracelet

Description: The Bush Bar Bracelet is a very easy Macrame project suitable for
beginners and kids.
This design features just one knot -- the Bush Bar.
The knots can be arranged in three ways, with any amount of space between the
knots. (See step 7)
I used 3mm nylon Paracord to make the Macrame bracelets shown, but you can
use just about any type of material.
When using Paracord, remember that you need to melt the tips with a flame to
prevent the inner core from sliding out.

Supplies Needed:





1mm to 3mm cord material
One shank style button
Project Board and Pins
Fabric glue

You will need one cord, 70 inches long, to make a bracelet up to 6 inches. For
other sizes, multiply the length you need x 12.
Cut the cord longer if you plan to push the knots together to form a tight weave.

Step 1: Fold the cord in half, matching the ends. Slide one end of the cord
through the shank of the button, and position it at the center for now.
You can also use a bead to form the clasp for your Bush Bar Bracelet.

Make a large loop, crossing right over left. The
crossed area should be at the top.
The loop should be the size you want the bracelet to
be when it's finished.

Step 2: Slide the button up to the crossed area at
the top. Keep the pin in place for now.
Secure the lower end of the loop, pulling it so there
istension.

Step 3: Curve the left end, which is now on
theright, towards the left.
It should pass under both parts of the loop and rest
horizontally.

Step 4: Move the right end, which is now on the
left,under the left end.
Pass it over the left side of the loop, under the
portion of the left end in the center, and over the
right side of the loop. On the right, bring it overthe
left end, just above the curve.

Here is another way to look at the weaving process for the Bush Bar Bracelet:
Pass the right end under the left end in three areas: Left, center and right.
Pass it over the two parts of the loop.

Step 5: Tighten the first knot firmly, so it surrounds
the shank of the button.
Unless the button is small, this knot won't be easily
seen.

Step 6: Make the second knot by repeating steps 3
and 4. The cord on the right passes under the loop
horizontally.
The cord on the left weaves under the right end in
the three areas shown, and over both parts of the
loop.

Design Tip: At this point, don't focus on which end was originally right versus
left. Just start with the end currently on the right, followed by the left.
Step 7: There are three spacing options for the Bush Bar Bracelet (below).
Repeat step 6, creating the spacing you prefer, until the design is the size you
need. You should be close to the bottom of the loop when you stop.
Space Between
Each Knot

Two Knots, a
Space,
Two Knots

Knots Next to
Each Other

Step 8: The remaining portion of the loop needs to fit
around the button, so check that it's the right size.
The are other ways to finish the bracelet, but I found
the method below to be the easiest:

Step 9: Flip the bracelet over, so you are working in
the back. Fold the ends to the back and place them
side-by-side as shown.
Apply fabric glue under the ends and use a clip to
hold them against the knots. When the glue is dry, cut
off the excess material.
For Paracord, heat the ends to melt the fibers.

Beaded Necklace

Description: The Beaded Necklace is a an easy Macrame Project, suitable for
older children, teens or adults. Some experience with Square knots is required.
I used Satin Cord in the example shown. It is a great choice for most jewelry
designs, but it's delicate.

Make sure you do not pass pins through it. Use the Cross-pin Technique or
apply tape to secure the cords.
This necklace pattern does not require a clasp, so it needs to be large enough to
fit over the head. That's usually 20 - 28 inches, depending on the size of the
person wearing it.
Use a piece of scrap cord to make a circle, placing it over your head until it's the
right size. Then measure it, and make the necklace to that size.
Supplies Needed:





2mm cord material (two colors, 4+ yards of each -- depends on size)
9mm Crow Roller Beads or other type -- 4mm to 5mm holes
Fabric Glue that dries clear
Project Board, pins, and tape

Knots Used:



Square Knot
Barrel Knot

Beading Design
Preparation: Cut two cords of each color, 2.5 times the length you need. So
for a 24-inch necklace, you cut the cords to at least 60 inches.
Step 1: Locate the center of all four cords and secure them to the board. Place
a piece of tape to mark the center. You will work from the center towards the
ends.
Arrange the cords as: 1 Color A, 2 Color B, 1 Color A.
In the images color A = purple, and color B = blue.
Mentally number the four cords from left to right.
Slide cords 1 and 4 (color A) through the first bead,
and slide it up close to the tape.
It needs to rest between cords 2 and 3.

Step 2: Bring cords 2 and 3 over the other two, and
slide them through the next bead.
Slide it up as far as you can while holding the cords flat
on your board.
Make sure the bead rests between cords 1 and 4.
This image shows a closer view of the beading
process. Make sure the cords fit snugly around the
beads, not below them.
If they slide under the beads easily, the cords are too
tight.
Usually all you need to do is push the beads close
together and the cords will have the proper tension.
Step 3: Repeat steps 1 and 2 over and over, until the Beaded Necklace is half
the size you need. So for a 24-inch necklace, stop at 12 inches.
Important: Before you move on to the next step, go back to the center. Move
each bead as close together as possible, removing the slack as you
progress. Then measure the Beaded Necklace to see if you need a few more
beads.
You will now tie a right facing Square knot. This
image shows the first step. Mentally number the cords
1 - 4.
Move cord 4 to the left, passing over 2 and 3 (fillers).
Pass it under cord 1, which is the left working cord.
Design Tip: Any time you tie Square Knots, the head will face the direction of
the cord you start with. So in this case, the cord on the right was first, so the
knot faces right.
Step 4: To complete the first half of the Square knot,
bring cord 1 under the fillers (2 & 3), and over cord 4,
as you move it to the right.
Pull on the ends firmly.
Step 5: The second half of the Square knot is tied in
the opposite direction, since the two working cords
have switched places.
Pass cord 4 over the fillers, and under cord 1, heading
right.
To complete the knot, bring cord 1 under the fillers,
and over cord 4, as you move it left.

Step 6: Turn the Beaded Necklace around, and go
back to the center.
Flip the necklace upside down, so the beading
pattern doesn't change.
Repeat steps 1 - 3.
Important: Before you move on, go back to the Square knot tied at the other
end of the Beaded Necklace. Push the beads close together again, removing any
slack. Then measure to see if you need more beads.
When you are through, turn the Beaded Necklace with the front face up on both
ends.
Step 7: Repeat steps 4 - 6, tying another Square Knot. You can make it in the
opposite direction if you wish (start with left cord).

Design on Front of Necklace
The picot design on the front of the Beaded Necklace is optional, if you prefer
something else. You could just create a clasp and wear it so that area is at the
back of the neck instead of the front. Adding a pendant is another option.
Step 1: Position the necklace so all the ends are in front of you. Make sure the
necklace is not twisted, and lies flat on your board. Secure it with tape or pins.
Mentally number the ends 1 - 8. The fillers for all
these knots are 4 and 5.
Tie a Square Knot with cords 3 and 6, around the
fillers.
Important: Apply glue after you tie the first half of
the knot. Then tie the second half.

Step 2: Move the ends of the first SK to the sides.
Pass cords 2 and 7 under them, and tie the second
SK, around the fillers (4 - 5).

Step 3: Tie the third SK with cords 1 and 8, after
moving them under the 2 working cords previously
used (on each side).
In the next three steps you will make the picot designs
for the front of your Beaded Necklace.

Step 4: Mentally label the cords again 1 - 8. The
fillers are still cords 4 and 5 for all three knots.
Tie the next SK with cords 3 and 6. Tighten it so it
rests 1/2-inch below the SK tied in the last step.
Apply glue between the first and second half of
the knot.
Step 5: Push up the knot you just tied, so it rests
against the one tied in step 3. This forms the first picot
loops.
Bring cords 2 and 7 under those used in step 4. Tie a
SK, making sure it rests 1/2-inch below the previous
one.
Apply glue between the first and second half of
the SK.
Step 6: Push up the second SK, so it rests next to first
knot (from step 4).
Leave a 1/2-inch space, and tie the third SK using
cords1 and 8. Make sure you bring the ends under the
other working cords previously used.
Apply glue between the first and second half of
the knot.
Allow the glue to dry for at least 1 hour before moving on to the final step of
the Beaded Necklace.
< Apply one bead to an end. Start
the Barrel knot by tying an
Overhand knot.
Wrap the end around the
loop > again to complete the
Barrel knot.
As you tighten, apply glue.
Repeat the process for the remaining ends. The knots don't need to rest at the
same level unless you want them to be even. After the glue is dry, cut off the
extra material.

River Bracelet

Description: The River Bracelet features a unique knot called the River
Bar. The clasp is a simple knot and loop design, but can be changed if you want
something different.
I recommend you use two colors to produce the ripple effect shown in the
example. Try creating this Macrame bracelet with Paracord or Satin, since both
materials are smooth, and feel good against the skin. If you prefer a more
natural material, cotton is a good choice, too.
This is a great Macrame project for kids as well as beginners. Young children
might need some help until they learn the knot. Make sure you use a Project
Board and pins.
In the example shown, color A is blue. Color B is white.

I found this knot on the Fusion Knots website.
See the knot library, which
contains video tutorialsfor a variety of very unique
and appealing designs for Paracord bracelets and
similar projects.
Click on the image or link to visit the website.

Step 1: Measure your wrist to determine the size you need.
Multiply that length by six, and then add 6 inches. Cut two cords to the size
you came up with.
Ask an Adult to melt the ends with heat if using Paracord, so the inner fibers
do not slip out of the outer nylon cover.
To create a loop and connect the two cords, you need to make a Reef Knot.Here
are the instructions:

Fold the color A cord in half and place it on your
board with the ends heading left.
Fold the color B cord, and place it on top, with the
ends going right.

Step 2: Bring the ends of the color B cord through
the folded area of the other cord, from below.
The ends should be still be heading in opposite
directions when you are through.

Step 3: To form the loop, turn the Reef Knot
around so all four ends are heading downward.
Secure the color A cord to your board, at the fold.
Pull down on both ends of the other cord, so it
tightens around the loop. Adjust the size of the
loop until it's approximately 1-inch.

River Bar Instructions

Step 4: Mentally number the four cords (left to
right).
Move cord 3 over cord 4, and then under it
further up, forming a counter-clockwise loop on
the right.
Bring it under cords 3 and 2 in the center,
andover cord 1 on the left.

Step 5: Bring cord 2 over cord 1, and under cord
3, to make a clockwise loop on the left.
Higher up, bring the end under cords 1 - 3,
andover cord 4, as you pull it to the right.

Tighten the first knot by holding cords 1 and 4
steady (color B) as you pull on cords 2 and 3.
Cords 1 and 4 are now in the center and will be
used to tie the second knot for the River Bracelet.

Step 6: Bring cord 4 over cord 2 , to start
thecounter-clockwise loop on the right.
Bring it under cord 2 further up.
Pass it under cords 1 and 4 in the center,
andover cord 3 on the left.

Step 7: To make the clockwise loop on the left,
move cord 1 over cord 3, and under cord 4.
Pass it under cords 3, 1, and 4, and over cord 2 as
you bring it right.

Step 8: Repeat steps 4 - 7 over and over, until the
River Bracelet is the 1-inch less than the size you
need.
So if you want a 7-inch bracelet, stop at 6 inches.

Finishing Touches
Step 9: Direct two ends to the back of the bracelet, after trimming them to 2
inches. The best cords to finish off are color A.
Work them under the back of the knots and apply glue to hold them in place.
Melt the ends with heat if you are using Paracord.

Tie an Overhand Knot with the remaining two
cords.
Apply glue as you tighten it. Cut off the excess
material close to the knot when the glue is dry.
If you wish, you can use a button, bead, or a
different knot.

To secure the River bracelet to your wrist, pass the
knot through the loop at the other end.

Braid Bracelet

Description: This interesting Braid Bracelet is an easy Macrame project for kids
as well as beginners. It's made with the two color Round Braid technique and
has a loop with an easy button knot closure.
Make sure you practice the knots before you try creating this Macrame bracelet.
I used 3mm Paracord in the images, but you can use any type of material to
make this bracelet design.

Supplies Needed:




2mm to 4mm cord material in two colors
Glue
Project Board and Pins

Knots Used:




Round Braid
Oysterman Knot
Square Knot (or other finishing knot)

Instructions for Round Braid

Step 1: Cut one cord of each color, 60 inches long.
Make a loop in the center of the color A cord
(green), crossing right over left.
Pass the color B cord (yellow) through the loop as
shown, so the centers line up.
Move the color B cord down, so it's next to the
crossing point of the first loop (see next image).

Step 2: Bring the left half of the color B cord over
the front of the crossed area.
Bring the right half to the back of the crossed area.
Finally, cross the two ends, back over front (right
over left).

Design Tip: It's best to tighten the Braid Bracelet as you progress, rather than
at the end. Leave the first loop large, about an inch in size. It will be used for the
clasp.
The color A cord (green) should always remain flat on the board, so the ends
move side to side.
The color B cord (yellow ) is sideways, so the ends move front to back.
When you cross the two ends, it should always be done right over left (or back

over front for color B).

Step 3: Direct the color A cord that's now on
theleft under the left half of the color B cord.
Direct the right end over the right portion of the
color B cord.
Cross the ends of the color A cord, right over
left.Pull on all four ends to tighten the loops.

Step 4: The color B cord is next. The end now on
the left goes over the front of the crossed area.
The right end goes over the back.
Bring the back segment over the front to complete
the loop.Move the color B cord down, so it's next to
the crossing point of the first loop.

Step 5: Repeat steps 3 and 4 over and over, until the Braid Bracelet is the size
you want.
Keep in mind you will be adding a button knot for the clasp.

Step 6: Tie a Square Knot (or other knot) to hold
the cords in place.
Two ends are used to tie the knot and the other
two are the fillers.

Instructions for Clasp
You can use any type of round knot for the clasp. You can also use a regular
plastic button, or a bead instead of a knot.
Here are the instructions for a simple Oysterman Button Knot.

First, finish off the 2 working ends for the Square
Knot you made in the previous step. You can tuck
them through two loops in the Braid Bracelet and
apply glue to hold them in place.
Make a counter-clockwise loop with the
two fillersworking together.

Form a bight (fold) with the ends and pass it
through the loop from below (under - over).
Tighten the loop by pulling on the left side of the
bight.
Try to keep it 1/2-inch from the Square Knot.

Bring the ends under the cords near the SK, and
then through the bight (over - under).
Add glue near the tightened portion. Pull on the
area shown, to tighten the bight.
Then pull on the ends to tighten the rest of the
Oysterman knot.

Apply glue to the outside of the Oysterman knot
and allow it to dry. Then cut off the excess material
close to the knot.

This is what the completed Braid Bracelet will look
like when you are through.

Easy Macrame Bracelet

Description: This Easy Macrame Bracelet is perfect for children who are just
learning this craft. It’s also a good project for beginners, and for small groups.
The Square Knot is the primary decorative knot used in Macrame. The ones tied
in this project are unique.
Most Square knots are tied around filler cords. But this bracelet design does
not have fillers, which makes it even easier to create.
Any type of cord material can be used to make this attractive bracelet. I used
Nylon Paracord in the bracelet shown, because it's very strong.
Since this is a children’s project, be sure to have them practice the 2 knots used
in this pattern, before they get started.

Supplies Needed:




2mm to 6mm cord material
Project Board and pins (or Tape)
Glue that dries clear

Step 1: Cut 1 cord, 60 inches long. Apply tape or glue to the ends to prevent
unraveling.
If using Paracord, ask an Adult to apply heat to the tips to prevent the fibers
inside from being pulled out. Do this in the last step as well.

Fold the cord in half and secure it at the center.
To start the Overhand Knot, use both ends to
make a clockwise loop.

Step 2: Bring the ends through the loop, from
below.

Step 3: Tighten the knot slowly. Leave a 1/2-inch
loop at the top.
Before moving on, secure the knot to your board or
work surface.

The two ends will now be used to make Square knots. There are no fillers,
which makes these knots a bit unusual. Here are the steps you need to follow to
tie each knot:

Step 4: Curve the left end towards the right, so
it's sideways.
Bring the right end over the left, straight down.

Bring the right end under the left, and
then over it further up, as you pull it to the left.

Tighten the first half of the Square Knot by pulling
on the ends. It should rest just below the Overhand
knot.
Curve the end now on the right, so it's sideways.
Then pass the left end over the right.

Move the left end under and over the right cord,
as you pull it right.
It's the same as before, only the opposite direction
(left to right).
Tighten the second half by pulling gently on both
ends.

Both steps equal one Square Knot.
Repeat step 4 over and over, until the Easy
Macrame bracelet measures 5 to 8 inches long, or
is the size you want.

Step 5: To make the clasp for your Easy Macrame
Bracelet, use both cords to make a clockwise loop
for the Overhand knot.

Step 6: Pass the ends through the loop from
below.
Before you tighten the Overhand knot, apply
glue, so it's inside the knot.
Add more glue to the outside. When it's dry, cut off
the excess material.

The Overhand Knot fits through the loop at the other
end of the Easy Macrame Bracelet.

Scout Bracelet

Description: The Scout Bracelet is named for the fact that it's often used as a
project in Girl Scouts. It is a very easy Macrame bracelet, suitable for children as
well as beginners.
The knotting technique is called Endless Falls by some people. It can be used to

make key chains, belts, and other items.
This bracelet design has a loop at one end, and you can add a regular button, a
bead, or a button knot at the other end. I've added instructions for a simple
Overhand knot clasp.
One of the nicest features is that it's reversible. The design on the back is as
interesting as the front. In the images above, I used nylon Paracord, but you can
make it with just about any material.
Kim Roslewicz inspired me to create this unique Macrame pattern.

Supplies Needed:




2mm to 4mm material (2 colors)
Project Board and Pins
Button or Bead for Clasp (Button Knot shown below)

Step 1: Decide now which cord you want as the primary color, and mentally
label it Color A (green cord in images).
Color B (yellow) will be seen along the sides of the Scout Bracelet.
The Color A cord should be at least 60 inches long. The Color B cord should be at
least 36 inches long.
Prepare the ends with tape or glue. If you are using Paracord,
an Adult shouldheat the ends to melt the nylon, which prevents the inner core
from being pulled out accidentally.
Important: If you are using Satin, Silk or Leather Cord to make the Scout
Bracelet, use the Cross Pin technique to secure the cords

Fold the Color A cord in half and secure it to your
board.
Place the Color B cord under it, so the centers line
up.

Step 2: Cross the ends of the Color B cord in
thefront of the Color A cord.
Make sure you cross the ends right over left.

Design Tip: You can cross right over left, or left over right. Just make sure you
cross the cords the same way each time.
In the images, I chose right over left to make my Scout Bracelet.

Step 3: Bring the ends of the Color A cord up and
around the crossed area of the other cord.
Direct them through the space between the two
segments of the cord you are working with.
Pull the ends straight down to tighten the knot,
leaving a 1-inch loop (see next image).

Step 4: Make sure everything is straight, and
repeat Steps 2 and 3 several more times.
Stop when the Scout Bracelet measures just a little
less than the size you want, since you still need to
make a clasp.

This is what the completed bracelet looks like on
both the back and front.

To complete the Scout Bracelet, you will need to add a button, bead, or knot to
the ends in order to form the clasp. This all depends on the thickness of the
material you are using.
For a regular button or bead, slide the two Color B cords though the shank or
hole in opposite directions.
Tie a tight knot just below, to hold it in place. I usually use a Square Knot when
applying buttons.
Below are instructions to make a simple Button Knot Clasp. You can use another
type of knot if you wish to experiment:

Button Knot Clasp

Step 6: Make a clockwise circle with all the
cordsworking together.

Step 7: Bring the ends through the circle to
complete the Overhand knot.

Tighten the knot firmly, applying glue as you do so.
When it's dry, cut off the excess close to the knot.
For Paracord, ask an Adult to heat the ends to
prevent the cord from fraying.

Sport Bracelet

Description: The Sport Bracelet pattern is easy, so is a suitable Macrame
project for young children.
The most unique thing about this Macrame bracelet is the fact that the beads
slide along the cords. So as you are at your favorite sport game, you can keep
count of the runs, goals, or touchdowns.
I found it best to use smooth material, such as Satin cord, but any type will
do. Just make sure the beads are loose enough to slide back and forth
easily. You can use crow rollers, which are glass, or plastic pony beads.
Important: When using satin or other delicate material, do not put the pins
through it. Lean the pins over the cord or use the Cross-pin
Technique. You can also use tape.

Supplies Needed:






2mm cord material
9mm crow roller beads with 4mm holes
One button for clasp
Project board, pins, tape
Fabric glue that dries clear

Knots Used:




Hanger Knot
Overhand Knot
Barrel Knot

Hanger Knot for Clasp
Step 1: Cut one cord, 4 times the size of your wrist. Prepare the ends with
glue and allow it to dry completely.

Secure the cord to your board at the center.
Tie an Overhand knot with the left half of the cord,
rotating counter-clockwise.
Don't tighten it yet.
Step 2: Use the right half of the cord and make
aclockwise loop. Pass it through the first Overhand
knot.
Complete the second Overhand Knot by bringing the
end through the loop from below. (see next image)
Tighten the knot by pulling on the ends. Hold the
folded area at the top as you tighten, forming a
loop. Make sure it's the right size for the button.
This is the completed Hanger knot, which is a type
ofLinked Overhand knot.
If you prefer a different design, click on the link to see
other options.

Sport Bracelet Design
Step 3: Hold the first bead on it's side, so the hole runs
side to side (horizontal).
Pass the left half of the cord through the bead
fromleft to right.

Step 4: Pass the right half through the bead
from right to left.

Add more beads in the same manner. Position them so
there is a small amount of space between each one.
Stop when the Sport Bracelet is 1.5 inches less than
the size you want.
So for a 7-inch bracelet, stop at 5.5 inches.

Step 5: Leave a space approximately 1 - 2 inches in
size.
Tie an Overhand knot using both ends together.

Finishing Touches
Step 6: Add the button for the Sport Bracelet the same
way you did the beads.
The left half of the cord passes through the shank from
left to right. The right half goes through in the
opposite direction.

Step 7: It's best to use a Barrel knot to secure the
button. Start by making an Overhand knot. Wrap one
end around the loop again.
As you tighten the knot, apply glue next to the
shankof the button. Add more on the outside of the
knot after it's tight. Wait until the glue dries and cut
off the extra material.

Butterfly Bookmark

Description: This Butterfly Bookmark is an easy Macrame pattern, suitable for
school age children. Kids under the age of 7 may need some help.
You could use this simple butterfly decoration to make key chains or jewelry
projects, since the bookmark portion is optional. Just make sure you tie some
type of knots with the ends.
In the example shown, I used 2mm size Paracord. If you use this material,
anAdult needs to heat the ends to melt the fibers.
Only two knots are used: The Overhand knot (butterfly), and the Half
Hitch (for the bookmark).

Supplies Needed:



2mm to 4mm cord materials
Project board and pins (cardboard works great)

The Butterfly
Cut 2 pieces of material, each 90 inches long. Apply glue or tape to the ends so
they don’t unravel.

Step 1: Secure one cord to your board, at the
center.
Make a loop, crossing the right portion of the cord
over the left.

Step 2: Bring the right portion through the loop
from below.
Tighten the Overhand knot until the opening is about
the size of a quarter.

Step 3: Direct the ends into the Overhand Knot,
forming two loops at the top.
Tighten the Overhand Knot further, but still leave a
small amount of space.

Step 4: The design you just made is for the upper
wings (yellow).
Make the lower wings the same way, following steps
1 - 3 (green). The loops for the lower half of the
butterfly should be smaller.

Step 5: Place the lower set of wings between the
ends coming from the upper wing design.
Direct the ends through the Overhand Knot,
heading upward.

Step 6: Pass the ends for the upper wings through
the Overhand knot of the lower ones, heading
downward.
Tighten both Overhand knots firmly, adjusting the
loops as needed.

You can stop here and simply tie Overhand knots in the two ends at
the top(green). Those will be the antennas.
The other ends can be used to attach the butterfly to something, such as a belt or
a key ring.

Creating the Bookmark

Step 7: Flip the Butterfly Bookmark over. Bring
down the ends at the top (green), so they
restbetween the other two (yellow).
To make the Bookmark portion, you will be
tying HalfHitches. The instructions are below. If
you wish, you can use a different type of knot.

Step 8: The ends you brought down are the holding cords (green). The ones
coming from the upper wings are the working cords (yellow).
Use the left working cord to make a Half Hitch onto the holding cords. The loop
will be counter-clockwise. Tighten it so it's close to the lower wings.
Use the right working cord to make the next Half Hitch. The loop is made in
aclockwise direction.

A Half Hitch is tied by passing
the working
cord over andunder the
holding cords.
Make sure you pass the
endover the cord you are
using, as you pull it to the
side.

Step 9: Repeat step 8 over and over. Stop when the
Butterfly Bookmark is the size you want, or you are
running out of material (working cords).
Take each end and make two Half Hitches instead of
one. Apply glue to the holding cords, and then
tighten the knots firmly, so the glue is inside.

Use tweezers to pull the ends through the back of the
Butterfly Bookmark, to hold them in place
Apply glue and cut off the extra material when it's dry.

Key Keepers

Description: The Key Keepers page contain 6 designs that can be used as key
rings, or as decorations on other handcrafted items.
All of these Macrame patterns feature picots, which are small loops at the sides
of the knot design. They are all made with Square Knots (SK).
So this is a good project for children to learn one of the basic knots frequently
used in Macrame.
In the examples shown I used nylon Paracord. If you decide to use this material,
make sure an Adult uses a lighter to heat the ends to melt the
fabric. Otherwise, the inner core will come out. It's a good idea to add tape on
the tips as well.
Heating is also needed after you tie the finishing knots.

Supplies Needed:





2mm to 4mm cord material
Project Board and pins
Beads for designs 5 and 6
Fabric Glue

Knots Used:



Picot Designs
Larks Head knot

Mounting Process
All the Key Keepers described below begin with mounting two cords to a ring.
Each should be at least 36 inches long.
This is how you make a Larks Head knot:
<< Step A: Fold one cord in half
and place it through the ring with
the fold under the bottom.
Step B: Bring the ends down
through the loop, near the folded
area. Tighten by pulling on both
ends firmly. >>

Square Knot Instructions
All the Key Keepers described below use the Square Knot (SK) as part of the
design. Mentally number the four cords. The working cords are 1 and 4. The
fillers are 2 and 3.
<< Step 1: Move cord 1 to the
right, passing over 2 and 3
(fillers), and under cord 4.
Step 2: Move cord 4 under the
fillers and over cord 1, as you pull
it to the left. >>
<< Step 3: Move cord 1, which
is now on the right. It should
passover the fillers
and under cord 4.
Step 4: Bring cord 4 under the
fillers and over cord 1, as you pull
it to the right. >>

The first step to making Key Keepers is to decide how you want to arrange the
picots. For this first design, I'll show you a very basic way to alternate sizes.
Start by attaching 2 cords to a ring as described in the mounting instructions.
Step 1: Tie the first Square Knot just below the
mounting knots.
Leave a 1-inch space. Tie the second Square Knot,
and tighten it firmly.
Push the second SK up so it rests just below the first
one. This forms the first set of picot loops.
Step 2: To change the size of the next two picots,
leave a 1.5 to 2-inch space. Tie the Square Knot,
and then push it up to rest next to the 2nd SK.

Step 3: Repeat steps 1 and 2 until the key ring is the
size you need. You can finish the ends by adding
beads, and/or finishing knots, such as the Barrel
Knot.

Key Keepers are great gifts for the holidays, particularly this design. It's shaped
like a Christmas Tree, and you can finish it so it has a wrapped "trunk" at the
bottom. You can also add small beads before you tie each Square Knot, to
decorate the tree.

Start by attaching the cords to a ring as described in the mounting instructions.
Step 1: Tie one Square knot, which should rest next
to the mounting knots.
Leave a 1/2-inch space and tie the second SK. Move
it up to rest next to the first one. The picots will be
very small.

Step 2: Leave a 1 inch space, and tie the next
Square Knot.
Move it up, forming the next set of picots, which will be
larger.

Step 3: Leave a 1.5 inch space, and tie the next
Square knot. Move it up to form the next picots.

Repeat this process at least 2 more times, increasing
the space between the knots. I recommend
you increase by 1/2-inch each time.

Step 4: Wrap one end around the others 3 - 4 times
to form the "trunk".
Pull a portion of the last wrap to the side, forming a
loop, and push the end through it.

Step 5: Select a different cord. Bring it around the
other three cords, tying a Half Hitch as shown in this
image.
I recommend you tie a tight finishing knot, such as
a Matthew Walker Knot. Apply glue as you tighten
it. Key Keepers need to be finished well so they hold
up with use. See other options listed in Learn
Macrame.

Key Keepers can be made so the picot loops are on one side or the other. In this
design, the loops change direction. You can combine them with picots on both
sides (like the ones above), if you want to create your own special design.
This vintage pattern is frequently seen in Macrame projects of the 1800's.
Start by mounting the cords to a ring as you did with the designs shown
above. You will need a project board and pins.
Step 1: Tie a regular Square Knot so it rests next to the mounting knots.

Tie the first half of a Square Knot (steps 1 and 2).
Pull a segment of the right working cord to the side
and secure it with a pin.
Tie the second half of the knot, and tighten it so it rests
next to the first Square Knot. The picot will form on the
right side only.
What makes this Square Knot pattern different from the other two shown above,
is that there is no space between the knots. When you tighten each one, they
should be next to each other.

Step 2: Tie the next SK as you did the previous one.
When you tighten it, make sure the left edge is flat.

Step 3: Now you can change sides if you wish.
Tie the first half of a Square knot, and then pull a
portion of the left working cord to the side.
Tie the second half, making sure the right edge is flat
and the knot rests below the one previously tied.

Step 4: Repeat step 3 again. To continue, just continue alternating the picots.
The ends of all these Key Keepers need to be finished, so use beads or other
decorative knots on the ends.

Beaded Key Keepers
The next two picot
designs show what you
can do with beads.
Design A features picots
above and below the
beads. Design B features
picots around the beads.
Design A: Tie one SK under the mounting
knots. Leave a 1-inch space, and tie the second
one. Push the knot up to form the picot. Add a bead to
the filler cords. Tie the 3rd Square Knot, and tighten
it firmly, so it rests under the bead.
Leave a 1-inch space, and tie the 4th SK. Slide it up
to form a picot.
Key Keepers look great if you finish the ends with beads. Pandora style beads
have a silver or gold lining, and are just the right size if you are using Paracord.
Design B: Tie one SK so it rests just below the
mounting knots.
Place a bead onto the filler cords. Tie another Square
Knot, tightening it so it rests 1-inch below the bead.
Slide it up so it rests against the bead, forming a picot.
Add another bead to the fillers. Tie the next SK 1.5 to
2 inches below the bead, if you want the picot to be
larger.
If not, tighten it as you did the previous knot.
Slide it up to form the next picot.
Finish the ends by adding beads or finishing knots.

Monkey Key Chain

Description: This Monkey Key Chain features a unique decorative knot called
the Monkey Fist, placed at one end. Square knots are also part of this key
holder.
This is a good Macrame project for older children, teens and beginners, since few
knots are used. Tightening the Monkey Fist knot is challenging, so young
children will need help.
This Macrame design is thick and sturdy. Any material can be used, but I
recommend 6mm Polypropylene (shown in the example). Other good choices are
Hemp, Rope, or Paracord.
I recently changed this pattern in the steps for the strap, to make it
more neat. So now you need only one cord.

Supplies Needed:



4mm to 6mm cord material
Large Jump Ring designed for keys

Knots Used:


Monkey Fist




Overhand Knot
Square Knot

Preparation:



Cut 1 cord, at least 72 inches long.

Prepare both cords by placing tape on the tips. For Paracord, heat the ends to
melt the fibers around the inner core, then apply the tape.

Step 1: Use the 72-inch cord to make the Monkey Fist, following the
instructions shown below.
You can use either hand to hold the first part of the knot, but the photos make
more sense if you place the cord on your right hand.

Monkey Fist Instructions
Arrange the cord so a 25-inch tail is behind your
right hand.
Wrap the working end around your spread
fingersthree times.
Make sure you wrap towards the tips of your
fingers.

Step 2: Bring the working end between your
fingers, near the tips, and across the wraps left to
right.
Pass it down through the space between your
fingers near the palm, and wrap around the back
portion. Then bring the cord up again for the next
wrap.
Step 2, continued: As you progress, arrange the three loops moving
towardsyour index finger.
Design Tip: You may need to spread your fingers wider than what you see in
the photo above, in order to make this portion of the Monkey Key Chain.

Step 3: Carefully remove the knot from your
fingers, and position it so you can see the two
spaces on the right and left.
Bring the working end into the left space, across
the wraps you made in step 2, and down through
the right space.

Step 4: Wrap a total of three times, making sure
the working end is on the right when you are
through. The tail should be on the left.

Step 5: Tightening this knot for the Monkey Key
Chain is the most challenging step. Start at the
tail, and tighten each wrap in the order they
were made.
The three sets of loops are labeled 1 - 3 in this
image. The last thing you do is pull on the
working end (4). Here are some tips:
Tip 1: Locate each loop by pulling gently on the one before it. You will be able
to tell that it's the one to pull next by the fact that it moves slightly.
Tip 2: Once you know you have the right segment, pull it firmly to tighten the
loop before it. It's really hard to go back a second time to remove slack from
loops not tightened enough.
Tip 3: As you pull each segment, you should flip the knot over front to back or
from side to side. This way you are pulling only one half of each loop at a
time. It takes longer, but it's not as confusing.
Tip 4: Gradually push the Monkey Fist into a round shape, particularly when
tightening the loops in areas 2 and 3.

The Strap
Step 6:

The next part of the Monkey Key Chain is the strap.

I recently changed the instructions for this area to make it more neat.

Pass the ends of the cord through the ring, entering
into it from the top.
Leave a space between the Monkey Fist and the ring,
approximately 2 - 3 inches. You will tie Square Knots
in this area, following the instructions below.

<< Move the left end over the
portion in the center
and underthe right end.
Bring the right end under the
portion in the center,
and overthe left end, as you pull
it to the left. >>
Pull both ends firmly to tighten the first half.
Step 7: The working cords have now switched places. You start with the left
cord again, but it's now on the right.
<< Move the left end to the left,
passing over the portion in the
center. Bring it under the right
end.
Move the right end under the
portion in the center,
and overthe left end, heading
right. >>

Pull both ends firmly to tighten the second half of the Square Knot.
Step 8: Tie more Square knots to complete the strap for the Monkey Key
Chain. The last knot tied should rest against the Monkey Fist knot.

Finishing

Step 9: Flip the Monkey Key chain over and bring the
two ends to the back of the design. Tie a very
tightOverhand knot with the ends. As you tighten it,
apply glue.
Try to squeeze it into the area between the Monkey
Fist and the last Square Knot, so the area is as flat as
possible. When the glue is dry, cut off the extra
material.

The Serpent

Description: The Serpent is a suitable Macrame project for older children, as
well as beginners. There are only a few decorative knots used in the design, so
it's easy to make.
This Macrame snake features a body make with a chain of knots that spiral, a flat
head, and large eyes. Adding wiggle eyes to the beads makes him look really
interesting.
Adults may need to participate, especially if the child is not familiar with the
basic knots. Be sure to practice each knot before making the snake.

Supplies Needed:






25 yards of 6mm cord material
2 Beads with 10mm holes
2 Wiggle Eyes
Glue and Tape
Project Board and Pins

Knots Used in Pattern:





Larks Head Knot
Square Knot
Lanyard Knot
Linen Stitch

Cutting Instructions:




Cut 2 cords, each 1.5-yards long
Cut 2 cords, each 6 yards long
Cut 2 cords, each 5 yards long

Prepare the ends of the 1.5 yard cords with tape.
The other cords can be prepared by tying Overhand knots or using tape.

The Head

Step 1: Locate the center of one 1.5-yard cord. Fold
the second 1.5-yard cord in half, and use it to tie a
Larks Head knot onto the first cord, placing it at
thecenter.
The front of this Larks Head knot is the nose for
the Serpent.

Step 2: Flip the knot over, and secure it. Arrange all
four ends in front of you, and mentally number them 1
- 4.
The working cords are 1 and 4. The fillers are the
ones used to tie the Larks Head knot in step 1 (cords
2 and 3) Tie one Square knot.

Step 3: Fold a 6-yard cord in half. Place it under cords
1 and 2, and secure it. The ends of this new cord are
the working cords for the next Square Knot. The cords
holding the knot (1 and 2) are the fillers.
The Square Knot should be tied facing left.
details below.

The first working cord you use, which curves over
thefront of the fillers, determines the knot's
direction.
The knot in step 3 will face left, if you move the left
working cord in front of the fillers for the first step.

The knot in step 4 will face right, if the right working
cord is in front of the fillers for the first step.

See

Step 4: Fold another 6-yard cord in half. Place it
under cords 3 and 4, and secure it.
Attach it as in the previous step, with a Square Knot,
making sure this knot faces right.

Step 5: Here is a closer view of the two knots.
Mentally number the cords 1 - 8 as shown.

Left Eye: Pass cord 2 through the first bead, heading
left to right. Pass cord 3 through as well, heading right
to left.
Right Eye: Pass cord 6 through the second bead,
heading left to right. Cord 7 goes through the hole
right to left.

Step 6: Mentally re-number the cords, so the four in the center are 3 - 6. Cords
1 and 2 are on the far left, and cords 7 - 8 are on the far right.

Tie a left Square Knot with cord 3 - 6.
restbetween the two eyes.

It should

Tie a left Square Knot with cords 1 - 4, and
a right SK with cords 5 - 8.
Tighten the knots firmly so the eyes bulge upward
slightly.

Step 7: Tie a left Square Knot with cords 3 - 6.
In the next row tie a left Square Knot with 1 - 4, and
a right SK with cords 5 - 8.
For the final row, tie a left SK with cords 3 - 6.

Step 8: Flip the head of the Serpent upside
down and secure it to your board in two places, so it's
stable.Separate the short and long cords.
Use the four short cords only, and tie 3 Square
Knots to make the lower jaw. The working cords are 1
and 4.

Use two short cords to tie an Overhand knot, so it rests against the three
knots you just tied (at the tip of the jaw) Apply glue just before tightening the
knot.
Do the same with the other two cords. Trim the ends to 3 inches. Do not cut
them off completely.

Step 9: To finish the head of the Serpent, flip the
design over.
Add two 5-yard cords to the four long cords that are
left, using the same technique as in steps 3 and 4.

Arrange the head of the Serpent as shown. Pull on
the segment at the end of the nose, which is the
Larks Head knot you tied in the first step. Make it as
large as possible.

Pass the ends of the 4 cords in the lower jaw through
the loop from the bottom up. Make sure the
Overhand knots pass through the loop.
Weave the ends through spaces in the head, so they
rest under the upper jaw. Apply glue.

The Body

Step 1: Organize the long cords into four sets of two.
Bundle each set to make them easier to work with.

Step 2: Make a series of Lanyard knots, following the
instructions below. Stop when the sennit measures 10
inches.

Lanyard Knot Instructions
The images below show a Lanyard knot with one cord per segment. The ones you
will make are with 2 cords per segment (acting together). The process is the
same, just make sure the cords are arranged neatly.
I recommend you place the head of the Serpent between your knees to work
on the body.

Move cord 1 to the right, over cord 2.
Make sure you leave a space for the fourth end to
pass through.

Fold cord 2, moving it to the left.
Position it on top of cord 3.
Make sure it remains on top of segment 1.

Move cord 3 down, over cord 4.
Make sure it remains over cord 2 as you move it.

Move cord 4 to the right, bringing it into the space
made by cord 1.
Pass the end through the space from the top, which is
over - under.

Step 3: Curve the body towards the head and neck of
the Serpent. Pass two ends through one space at the
neck.
This step is optional- You can leave the body
straight if you wish.

Important: When you resume tying the Lanyard knots, start with the two cords
you passed through the space at the neck.

Step 4: Continue to tie Lanyard knots for at least 10
more inches.
To make sure you have enough material to
finish, stop when the shortest cords are around
12 inches.

Step 5: Pass one cord through a space in the first 10inch sennit (if you are coiling the body).
Tie one more Lanyard knot.
Hold the Serpent between your knees for the
next step.

Step 6: Bundle the four shortest cords (one from
each set), and twist them together. You may need
someone to help hold them upright.
Tie 5 more Lanyard knots with the four remaining
cords. One cord should pass behind the bundle,
so the knot surrounds the four twisted cords.

Step 7: Find the longest cord and wrap it around all
the others 4 times. Finish with a Half Hitch. Before
tightening, apply glue to the inside of the knot.
Select another cord and tie a Half Hitch around all the
others (including the one just used). Apply glue to
theinside. When it's dry, cut off the extra material.

Step 8: Apply glue to the wiggle eyes and attach
them to the beads, completing the Serpent.

Mini Turtle

Description: The Mini Turtle is suitable for older children, teens and adults.
This Macrame pattern is a bit complex compared to other designs in Macrame for
Kids, and will be difficult for young children. Make sure you know how to tie
each of the knots used in the design.
The Shell Knot is the primary decorative knot used in the pattern. It's
sometimes called the Berry Knot in modern patterns.
The size of this turtle decoration depends on the material you use. In the
example, I used 4mm cord and the width ended up approximately 2 inches in
size. For a smaller turtle, use 2mm cord.
Using two colors is optional, but if you decide to do so, Color A is for the head
and front legs (brown in images). Color B is for the shell and back legs
(turquoise).
Zarrina Akbarova sent in the suggestion for this project.

Supplies Needed:




2mm to 4mm cord material
Project Board and pins
Fabric Glue

Knots Used:





Shell Knot
Double Half Hitch
Square Knot
Wrapped Knot



Reverse Larks Head knot

Cutting Instructions:




Cut 6 cords of Color A, each 30 inches long
Cut 5 cords of Color B, each 45 inches long
Cut 4 cords, at least 20 inches long (any color)

Prepare the ends with tape or glue to prevent them from unraveling as you
work on the Mini Turtle.

Mounting Process
Secure 2 of the 30-inch cords (Color A) to your board
horizontally (side to side). Locate the center of the
cords. These are holding cords.
Fold one of the 45-inch working cords in half (Color
B) and place it on top of the holding cords, with the
fold at the bottom. It should be placed at
the center of the holding cords.

Bring both ends under the holding cord and down
through the area near the fold.
Pull on the ends firmly, to tighten the reverse Larks
Head knot.

Mount the remaining four 45-inch cords (Color B) in
the same manner.
Place 2 of them on each side of the first one in the
center.
Note that the knots were separated for the
photo. They should rest close to one another.

Creating the Shell

The shell of the Mini Turtle is made with both Double Half Hitches (DHH) and
Square Knots (SK). The outer portion is a rounded diamond, and the inside is
simply four diagonal rows of DHH. Here are the instructions:
Step 1: Mentally number the Color B cords 1- 10.
Cords 5 and 6 are the holding cords for the outer
shell.
Direct cord 6 to the left and 5 to the right (cross
them). Secure them so they have tension.
Step 2: Tie a Double Half Hitch with cord 4, onto
holding cord 6, rotating clockwise.
To make a Half Hitch, pass it over and under the
holding cord, and then over cord 4, as you bring it to
the left.
Repeat this process a second time, to make
aDouble Half Hitch.
Tighten both knots firmly, so the shell for your Mini Turtle is as small as
possible.
Attach cords 3 and 2 in the same way.

Step 3: Change the direction of holding cord 6, so
it's more vertical (up and down).
Attach cord 1 to it with a DHH, the same way you did
the others in step 2.

Repeat steps 2 and 3 on the right, attaching cords 7 - 9 to holding cord
5,rotating counter-clockwise.
Change the direction of the holding cord, and attach cord 10.
Re-secure the upper shell of the Mini Turtle to your board, so it can't

move. Push the two holding cords (5 and 6) out of the way for now.
You need to tie the Square Knots in both directions. If you don't know how, see
the Square Knot for more details.

Step 4: Cords 1 and 4 are the working cords for the
first Square Knot. Cords 2 and 3 are fillers.
Tie a Square knot, making sure the head faces left. As
you tighten it, make sure it rests against the row of
DHH, and is on the same diagonal angle. Tighten it as
much as you can.
Repeat step 4, tying a Square Knot facing right with
cords 7 and 10. Cords 8 and 9 are fillers.

Make sure the SK rests next to the DHH and that it's on
an angle.
Step 5: The shell of the Mini Turtle has
4 diagonalrows of DHH, which you will create now.
Locate cord 7 (from the SK on the right), and bring it
over cords 1 - 4, on an angle. Make sure it
restsagainst the bottom of the SK on the left.
Attach cords 4 - 1 to it with DHH (in that order),
rotating clockwise. Tighten the knots firmly.

Step 6: Direct cord 8 to the left as well, on the same
angle. It will be the next holding cord. Place it close to
the first row of DHH.
Attach cords 4 - 1 to it with DHH.

Step 7: Repeat step 6 two more times, using cords 9
and 10 as the holding cords.
Place them close to the other rows and tighten the
knots firmly.

Step 8: Tie a left facing Square Knot with cords 7 10, which are now on the left.
Tie a right facing SK with cords 1- 4, which are now on
the right.
Both knots should be on an angle, and tightened as
much as possible. This will cause the inner shell of
the Mini Turtle to pop upward.
Now you will make the bottom outer edges of the shell for your Mini Turtle.

Step 9: Locate holding cord 6, which you pushed out
of the way earlier. Direct it around the left edge of the
design you just made, as close to the SK as
possible.
Attach cord 7 to it with a Triple Half Hitch (one
Double Half Hitch + one single). Attach cords 8 - 10 to
it withDouble Half Hitches.

When you are finished, the row of DHH should be
curved.
Repeat step 9 on the right. Use holding cord 5, and
attach cord 4 to it with a Triple Half Hitch. Attach
cords 3 - 1 with DHH.

Step 10: The final step for the shell of your Mini Turtle
is to attach one holding cord to the other with a
Double Half Hitch.

Step 11: Find the first set of holding cords (color A)
that the mounting knots are attached to. Organize the
four ends in front of you.
Tie a Square Knot. The working cords are on the
outside of the group.

As you tighten the Square Knot, create a circle with a
small opening for the head. This is considered the neck
of the Mini Turtle.

Creating the Head

The head of the Mini Turtle is the easiest part of the design. If you don't like the
Square knot design shown, you can tie some type of button knot using 4 cords.
See the Learn Macrame section of this site for ideas.
Step 1: Arrange the remaining 4 Color A cords on
your board vertically (up and down). Locate the center
and secure them.
Tie a small chain of three Square Knots. They should
face left.

Step 2: Turn the knots around and go back to the
center. Tie three more SK, this time facing right, so
the pattern stays the same.

Step 3: Fold the sennit of knots in half and secure it to
your board.
Use two cords at the right and left edges of the group
to tie a Square knot around the other six (fillers).

Step 4: Pass the cords through the hole in the neck, at
the top of the shell. You may need to use pliers or pass
them through one at a time.
When you pull on them, make sure the Square Knot
you tied in the previous step is on the inside of the
Mini Turtle, where it can't be seen.

Creating the Legs

The legs for the Mini Turtle are simply four Wrapped Knots. Below are
instructions for tying them. Each knot is tied with the 20-inch pieces of
material.
These knots can be a challenge for those new to Macrame, so here are some
tips:





Try to place the cords to be wrapped horizontally (side to side).
When you wrap, move vertically (up and down)
Make all the wraps tightly.
As you tighten, hold the wraps so they don't loosen.

Step 1: Organize the cords into four groups. In the
front of the Mini Turtle, each leg will have 6 cords.
In the back, each leg will have 5 cords.

Step 2: Secure a 20-inch cord next to the 5 cords for
one back leg. The pin should be placed at least 1-inch
from the end of the cord. Fold the cord further down,
beyond the area where you will wrap. (indicated by
black lines)
The short portion will be on the inside, and the long
portion is used to wrap.

Step 3: Wrap the long end around the cords for the
leg of your Mini Turtle. Make sure you pass around the
short end as well, and that you wrap firmly.
Wrap 5 - 7 times, depending on how long you want the
legs. Pass the end through the loop (folded area).

Step 4: Hold the wraps so they don't loosen, and pull
on the short end, which was secured near the shell.
The loop and the long end will be pulled inside the
Wrapped Knot.
Slide the knot up so it rests next to the shell of the Mini
Turtle.
Step 5: Apply glue to the outside of the Wrapped
Knot. When it's dry, cut the short end off, close to the
top edge of the knot.
Cut off the long end close to the bottom edge.
Trim the 5 leg cords inside the knot to at least 1-inch.

Step 6: Repeat steps 2 - 5 to create the remaining
three legs for your Mini Turtle.
There is a small space in the top of the shell. You can
make a loop with a piece of scrap cord, placing it
through the hole, and knotting it on the inside. Then
you can use this cute design as a pendant or ornament.

Spider Web

Description: This Spider Web is a fun Halloween project for school age kids and
beginners, since there are very few knots used in the overall design. Young
children may need help with the knots.
This decoration is very flexible, so it can be hung on a wall or draped over
furniture. Make it with soft, delicate material such as the cotton embroidery cord
used in the example.
You should practice the knots a few times before making this Macrame pattern.
2013 Update: Change have been made, adding new photos and
information. But the overall design is the same.

Supplies Needed:




1mm to 2mm cord material
Project board and pins

Knots Used:





Lanyard Knots
Vertical Half Hitch
Overhand Knot

Step 1: Cut 12 cords, each at least 25 inches long. The longer you cut the
cords, the larger you will be able to make the Spider Web.
If you need a specific size, use this formula: Diameter of web x 2 + 12
inches. (The diameter is the size from edge to edge)
Prepare the ends with glue or tie Overhand knots at the tips.
Step 2: Lay the cords on the table so they crisscross. The center of each of
them should be matched up (see image below). Secure them to your project
board where they all meet in the center.

Instructions for Lanyard Knot

One cord for your Spider Web should be vertical,
the next horizontal, and the third and fourth
diagonal, forming an “X”.
Mentally number the cords 1 through 8, starting
with the one on the lower right.

Step 3: Curve each cord over the next, starting
with cord 1.
Mark cord 1 with a pin, so you can find it easily.
When you curve cord 8, pass it through cord 1,
near the bend. (see next photo)

Step 4: Tighten the knot slowly by pulling on
each end. The Lanyard knot for the Spider Web
can be tricky to tighten, so take your time here.
Secure each of these primary cords to your board
separately, and secure the Lanyard knot, too.

Adding Cords
Step 5: Secure a new cord under one of the primary cords, matching the ends
so the new cord is centered. It should be arranged horizontally.

Use the right half of the new cord to tie a Half
Hitch, by making a clockwise loop.
Pass over - under - over as shown.

Tie a second Half Hitch, while holding the first one
steady.
Tighten the knot as much as you can, after you
push it up against the Lanyard knot (arrow).
Repeat this process, adding new cords to each
of the remaining primary cords.
Fan out all the cords, arranged in a circle. Secure
each one with a pin, or with tape. They need to
bestraight, but should not be pulled tight.
In this image, the primary cords used to tie the
Lanyard knot are labeled. The added cords are on
either side of them (2 between each primary).
Each of these strands is a holding cord from now
on.

Circular Web Design
Step 6: The working cord used to form the circular rows for the Spider Web
should come directly from the roll. You will only cut the material after the row
is done.

Attach the end to one of the holding cords, with
two Half Hitches (as you did when you added the
new ones). Leave a 3-inch tail.
Position the knot so it's 1/2-inch to 1-inch from the
knot you tied in step 5 (to attach new cords).
See the next image.
Important: Don't rely on the tape or pins to hold the cords when tightening
each of the knots.
Support the holding cord as you tighten each knot firmly.
The best way is to pinch it between your fingers. If that's too awkward, try
pressing it firmly to the surface.

Pass the working cord under the next holding cord,
and then tie another knot (2 Half Hitches).
Repeat this process, tying the knots onto each
holding cord, working in a circle.
Try to keep the area between the knots straight,
but not tight.

Step 7: When the circle is complete, cut the
material, so you have another 3-inch tail. Tie the
two tails together with an Overhand knot.
As you tighten it, push the knot close to one of the
holding cords. (see next image)

Tie a second Overhand knot.
If the first one is loose, tighten it first, and then
tighten the 2nd knot as much as you can.
Cut off the extra material, after applying glue to
the knot.

Step 8: Tie the second row the same as the first,
repeating steps 6 and 7.
The spacing between the rows is up to you, but 1/2
inch to 1-inch is recommended.

Design Tip: You can make as many rows as you wish, but make sure you stop
when the rows get close to the end of the holding cords.
The holding cords need to have at least 3 inches free for the final knots.
Step 9: When the last circular row of the Spider Web is done, it's time for the
finishing touches.
Remove the pins or tape from one holding cord,
and tie an Overhand knot. It should be tightened so
it rests next to the knot in the last circular row.
Apply glue, and cut off any extra material.
Repeat this process with the remaining holding
cords.

Satin Dragonfly

Description: The Satin Dragonfly is a great Macrame project for beginners and
children, since only 2 decorative knots are used to make the entire dragonfly.
The most challenging part is the wings, but with a little time and effort, anyone
can make this appealing decoration.
Satin cord is my favorite material to use, but you can use other materials. The
beads shown are glass crow rollers, but you can use plastic pony beads.
The size of the dragonfly is approximately 4 inches (head to tail) using 2mm
Satin cord. You can make the dragonfly larger if you use a different type of
material that's 4mm thick.
Supplies Needed:





2mm to 4mm cord material
6 or more crow roller beads
Project board and pins
Fabric glue that dries clear

Knots Used: Overhand Knot

and

Hanger Knot

Step 1: Cut one cord, 2 yards long (72 inches). Prepare the ends with glue and
allow it to dry completely.

Overhand Knot: Hold the cord in both hands. Make a
loop, crossing the left end over the right. Bring the left
end through the loop from below.
Pass the ends through the bead, one at a time.
Satin cord is easily damaged by pins, which is why you should not push them
through the material. You can lean the pins over the cord, or use the Cross-Pin
Technique.

Step 2: Secure the head of the Satin Dragonfly by
passing the pin through a space in the Overhand knot
you just tied.
Use the left half of the cord, and make a loop in
acounter-clockwise direction.

Step 3: Complete the left Overhand knot by bringing
the left end through the loop from below (under over).
Do not tighten the knot.

Step 4: Pass the right half of the cord through the
left knot, as you rotate it clockwise.
Make sure it goes through the loop over - under as
shown (from the top).
As you pull it right, be sure it passes over to make the
crossing point.
Step 5: Complete the right Overhand knot by passing
the end through the loop from below (under - over).
Arrange both knots so you can clearly see the inner
and outer portions. Try to place them close to the
bead, and keep them wide with plenty of space to
work.
The arrow show where you will direct the inner portions
in the next step.
Design Tip: The inner portion of the two knots is the rounded area, also called
the crook. The outer portion is the crossed area.
Step 6: Locate the inner portion of
the left knot. Move it to the right. Pass it through the
outer crossed portion of the right knot.
It needs to pass under the segment that leads to the
top of the Satin Dragonfly. Make sure it
passes overthe segment leading to the end.

Here's a closer view of step 6
Direct the inner portion of the right knot to the crossed area of the left knot.
Bring it through the same way; under the top segment, and over the portion
that leads to the end.
Step 7: As you tighten the wings for the Satin
Dragonfly, push it up as close to the bead as
possible. You may need to adjust the knot a bit,
removing the slack.
Pull on the loops first, while holding the ends
steady. Once the center is tight, pull on the ends to
shorten the loops. They should be about 1 inch long.
Repeat steps 2 - 7 at least 2 more times, to make extra sets of wings. Try to
place them close together.
Step 8: Apply glue to the back of the Hanger knots
and allow it to dry.
Add a bead to both cords, as you did the first one at
the top of the Satin Dragonfly. Tie an Overhand
knotusing both cords together.
Apply glue inside the knot before tightening it.
Step 9: Repeat step 8 several times, until the tail is the size you want. The last
knot you tie needs to be glued inside as well as outside. Let it dry and cut off
the extra material.

Simple Necklace

Description: This Simple Necklace is a great Macrame project for kids and
beginners. The knots used are easy to tie, and they can use any type of material
and beads.
In the example shown, I used cotton crochet cord, a button for the pendant,
andcord beads. This necklace design features a bead clasp, so it needs to be
large enough to fit over the head. The ends are pulled to tighten it.
Children under 6 years of age will need a little help, but this Macrame pattern is
suitable for school age kids.
Supplies Needed:






2mm cord material
One pendant
Beads for decoration
One round bead for clasp
Project board, pins, tape, glue

Knots Used:



Alternating Half Hitch
Overhand knot

Preparation: Cut 2 cords, each 2 yards long. For a necklace over 20 inches,
cut the cords longer. Apply glue at the tips and allow it to dry completely before
starting the Simple Necklace.

Step 1: Slide both cords through the shank of the
button, or the loop at the top of a regular pendant.
Match the ends so the pendant is at the center of the
cords.

Step 2: Turn the cords so they are vertical, which
makes them easier to work with. Secure them to your
board. Mentally label the two cords right and left.
The first Half Hitch is tied by passing
the right cordover and under the left, and
then over the right, rotating clockwise.
To make the next Half Hitch, pass the left cord over
and under the right. Bring it over the left cord as you
pull it to the left (counter-clockwise).
Repeat these two steps several more times, until the
chain of knots measures 1.5 to 2 inches. Add a bead,
and then repeat.

Design Tip: The best way to add beads is to use a
piece of thin wire.
Fold the wire and pass it through the bead as shown.

Pass the ends through the wire, in the area where it's
folded. Then pull the ends of the wire. As it passes
through the bead, the ends will be be pulled along with
it, and out the other side.

Step 3: Continue repeating step 2 until the Simple
Necklace is half the size you want to make. So if you
want a 20-inch necklace, stop at 10 inches.
Tie an Overhand knot next to the last Half Hitch.

Step 4: Begin the second half of the Simple Necklace
by going back to the pendant.
Use the other half of the two cords, and repeat steps 2
and 3.

Design Tip: Add the beads so they line up with those
in the first half.
If you wish, you can secure the necklace at the
pendant, and have the first and second halves laying
side by side (like this image).

Step 5: Secure the Simple Necklace so nothing is
twisted. Pass the ends from the right side of the
necklace through the round bead from right to left.
Then pass the ends from the left side through the bead
from left to right.
Step 6: Pull on the ends so the bead moves towards
the two Overhand knots, and can't go any further
(closed position).
Try to get the necklace over your head. If you can't do
so, you will need to leave some extra material, so when
the necklace is open, it will fit easily over your
head. Usually 5 to 10 inches is enough.
Step 7: Once you decide how much extra material you
need (indicated by X's in image above), you should
tie the final two knots. These prevent the ends from
sliding through the bead.
Tie a tight Overhand knot with the two ends, on each
half of the Simple Necklace. Apply glue on the inside of
the knot, just before you tighten it. Let the glue dry,
then cut off any extra material.

Cross Design

Description: This Cross Design is an easy Macrame project suitable for school
age children and beginners. Young children may need a little help to create this
Macrame cross.
You can use any type of material to make this cross decoration, but I
recommendbraided cord, so the knots are more sturdy. In the example shown,
I used 4mm polypropylene, which is similar to nylon.
You can change this basic design by using other decorative knots. Any knot that
can be tied with 4 cords, arranged in a chain is suitable. See Learn
Macramefor ideas.
On the ends, there are button knots. This finishing technique can be modified as
well.
2013 Update: Changes have been made, especially steps 2 - 4. If you have
questions, feel free to contact me.

Supplies Needed:




2mm to 6mm cord material
Project Board, Tape, and Pins
Glue

Knots Used:





Square Knot
Lanyard Knot
Square Knot Button

Preparation



Cut 4 cords, each at least 36 inches long
Cut 4 cords, each at least 60 inches long

Prepare the ends carefully, wrapping small pieces of tape around the tips of the
cords.

Step 1: Find the center of the four 36-inch cords.
Secure them to the project board so they cross,
forming an X shape as shown.
Mentally label the 4 segments A - D. The two cords
in each area act together.

Lanyard Knot
Step 2: To make the Lanyard knot in the center of the Cross Design, you fold or
curve the cords in each segment over those in the next one. The images below
show more details.
Please Note: This is where the design has been changed the most. In the
original, 8 cords were used to make the Lanyard knot. But it was too bulky, so
now you make it with 4 cords, adding the other four later.

<< Move segment A to the
right, over segment B.
Move segment B upward, over
segment C. >>
Be careful not to disturb the
segment A cords.

<< Move segment C to the
left, over segment D.
Move segment D down,
passing through segment A as
shown (over - under). >>
Pull on the ends to tighten the
Lanyard knot.

Step 3: Arrange the cords as shown, with 2
cords in 4 areas.
Both cords should come from different
segments (see details below).
Instead, split up the two cords from one segment,
and combine each of them to cords close by.

Layout Details:





Lower Vertical portion: Cords are from D and A
Right Arm: Cords are from A and B
Upper Vertical portion: Cords are from B and C
Left Arm: Cords are from C and D

Square Knots
Each of the four areas of the Cross Design are formed by Square Knots
(SK). The images below show the 4 steps to tying them.

Step 4: The first SK you tie will be when you add a new cord to two of the ones
you have been working with, which will act as fillers.
Place a new 60-inch cord under them, and match the ends so each half is the

same size. Then you use the new cord to tie the knot, around the fillers.

<< Move the left half of the
new cord to the right, overthe
fillers and under the right half.
Move the right half of the
cordunder the fillers,
and over the left half. >>
Pull on both ends to tighten.

Slide up the first half of the SK, so it rests against the Lanyard knot. The two
ends are now switched, so the left half is on the right, and the right half is on
the left.
<< Move the left half to the
left, passing it over the fillers
and under the right half.
Move the right half of the cord
to the right, passing
it underthe fillers and over the
left half. Pull on the ends to
tighten the SK. >>
Step 5: The upper and lower vertical bar and the
arms of the Cross Design have a specific
numberof Square Knots, followed by a 1/4inch space. You can change the number of knots if
you wish.
Then two more SK are tied, for the button knot. If
you decide not to form the button, finish the cords
in some other manner.
Step 5, continued:




Top Portion of Vertical Bar = 4 SK, space, 2 SK
Bottom Portion of Vertical Bar = 8 SK, space, 2 SK
Right and Left Arms = 5 SK, space, 2 SK

Step 6: Complete each of the 4 parts of the cross, with the number of knots
listed above. Make sure each knot is firmly tightened, and push them close
together if there are any gaps.

Square Knot Buttons
Step 7: To complete each portion of the Cross Design, make a Square Knot
Button. Here are the instructions:

Pass the ends through the 1/4-inch space, which
has two parts (right and left).
The two cords on the right should go through the
area on the right, and the other two on the left.

Step 8: Pull all 4 cords down firmly, so the two SK
roll into the button shape. Organize the four cords.
Tie the first half of the SK with the two cords
furthest to the left and right.
(see step 4, first two photos)
As you tighten, apply glue next to the button, so
the knot will be on top.

Finishing Touches

Step 9: Flip the Cross Design over, so you are
working at the back. Tie a very tight Overhand
knot with two cords, applying glue just before
tightening, so it will be inside the knot.
Do the same with the other cords. When the glue is
dry, cut off the excess material.

Simplicity Bracelet

Description: The Simplicity Bracelet is a very easy Macrame pattern, since it
features only two simple decorative knots. So it's a great craft project for young
children as well as beginners new to Macrame.
Novelty buttons and beads can be used for both the clasp and for
decoration. Any type of cord or yarn can be used, but make sure two cords can
fit through the button or beads.

Supplies Needed:






2mm cord material
One button for the clasp
Beads (optional)
Project board, pins, glue, tape measure
Small piece of wire

Knots Used:



Interlaced Plaits (4-strand variation)
Overhand knot

Here is the best way to apply beads or buttons to the cords:
 Fold a piece of fine wire in
half and pass it through the
bead or button.
 Pass the cord through the
wire near the fold.
 Pull the ends of the wire,
and the cord will follow.
Preparation: Cut 2 cords, each at least 45 inches long. Apply glue to the ends

to prevent unraveling. Let the glue dry before you get started with the Simplicity
Bracelet.

Step 1: Slide the button for the clasp onto both cords.
Match the ends so the button is in the center.

Step 2: Tie a tight Overhand knot using two cords on
the right and left. This holds the button in place.

Step 3: Secure the button or bead to your
board.Placing the pin through the shank works
well. Spread out the four cords.
Use the cord furthest to the RIGHT and weave it
through the other cords, over - under - over, heading
left.
Design Tip: To keep the cords for the Simplicity Bracelet horizontal, try placing
a pin just below the one you used to do the weaving.
Then you can bring it down for the next row. If you wish, you can lean the pin
back over the cord to hold it in place.
Step 4: For the next row of weaving, use the
cordfurthest to the right again. The weaving is the
same (over - under - over).
This cord will pass under the one used in step 3.

Step 5: To add beads, select the 2 cords in the center
of the group, not the cords furthest to the left and
right.
Slide them through a bead, using a wire threader
(optional). When you start the weaving again, pull the
next row a little tighter than usual.

Step 6: Continue on, until the bracelet is the size you
want.
Cross the cords, and then tie an Overhand knot. Apply
glue inside as you tighten it firmly.
Step 7: Tie another Overhand knot for the clasp. Make
sure it's the same size as the button or bead. Don't
tighten this knot.
Tie another Overhand knot and tighten it firmly. Be
careful not to change the size of the previous
knot. Apply glue to the knot, and cut off the extra
material when it's dry.

Bell Wreath

Description: The Bell Wreath is an easy Macrame project, suitable for older
children and beginners. This holiday decoration features a bell shaped area in the
center, with a brushed fringe as the wreath. A small metal bell is added on the
inside, to give this unique wreath a musical jingle.
Only basic knots are used for this wreath ornament, and the arrangement can be
changed if you want to experiment. You can make this decoration with any type of
material, but make sure it can be unraveled and brushed easily.
In the example shown, the decoration is 4 inches from the top ring to the one at
the bottom. You can change the size by using smaller or larger rings, and make
adjustments to the height.
You'll need to change the number of cords and their length, if you alter the size

(see Preparation).
I used thick plastic rings in the example, but metal ones work just as well. The
material used in the example is polypropylene, with metallic threads.

Supplies Needed:







6mm cord material (35 yards)
One 3-inch ring
One 7-inch ring
Small metal bell
Project Board and pins
Fabric Glue that dries clear

Knots Used:





Larks Head Knot (Reverse variation)
Square Knot
Double Half Hitch
Overhand Knot

Preparation:





Cut
Cut
Cut
Cut

16 cords, each 45 inches long
16 cords, each 20 inches long
2 cords, each 30 inches long
16 cords, each 8 inches long

There is no need to prepare the ends, if using braided cord. For twist style
cord, tie Overhand knots at the tips.
Design Tip: For changes to the ring size of the Bell Wreath, cut the 45-inch cords
as you mount them to the small ring. This way you will cut only the amount that
can fit on the ring.
The number of cords you cut need to be a multiple of 4 (12, 16, 20, etc.)
If you want to increase the height of the bell design, cut the cords longer.

The Hanger
Step 1: There is a knotted design used as a hanger, at the top of the Bell Wreath.
It is used to hold the small bell as well. If you can find another way to hang the
decoration and attach the bell, this portion can be changed.
<< Fold one of the 30-inch cords in
half, and tie an Overhand
knot. Leave a 1/2-inch loop.

Tie a second Overhand knot just
below the first. >>
Now you will make a Square Knot while adding the second 30-inch cord to the first.
All the Square Knots (SK) in the Bell Wreath pattern will be made following the
directions below:
Fold the new cord in half and secure it under the ends of the first cord. The two
ends of the new cord are used to tie the SK. The two from the loop are the fillers.
<< Direct the left half of the new
cord to the right, over the fillers
andunder the right half of the cord.
Move the right half under the fillers,
and pull it left. Pass it over the left
half of the cord. >>
Pull both ends firmly to tighten.
The two ends of the working cord have switched places. So you need to make
the second half of the Square knot in the opposite direction:
<< Move the left half of
the newcord to the left, over the
fillers andunder the right half.
Bring the right half of the
cord underthe fillers and over the
left half, as you pull it to the
right. >>
Pull both ends firmly to tighten.
Tie 2 more Square Knots following the same 4 steps.

Mounting Cords to Small Ring
Step 2: Put the hanger design aside for now.
The instructions below show you how to attach each of the 45-inch cords to the
ring with a reverse Larks Head Knot:
<< Fold one cord in half, and place it
under the bottom portion of the 2inch ring, as shown.
Bend the folded area forward, over
the ring. Pass the ends through the
folded area of the cord. >>
Pull both ends firmly to tighten.
Attach the remaining 45-inch cords to the ring the same way.

Now you will attach the hanger to the ring, using Double Half Hitches:
Arrange the cords into 4 groups of 8. The four groups
should form and X shape.
To attach the hanger, the fillers (F) will be attached to
the top and bottom of the ring, between the groups of
cords.
The working cords (WC) will be attached on each side.

Place the hanger inside the ring. Secure it so it cannot move. Arrange the four
cords as in the image above, placing them under the ring. Secure them as well.
Slide the long cords to the sides, in the area you will be working. Use pins to hold
them out of the way for now.

<< Use the cord in the front (filler),
passing it over - under the ring.
As you pull it straight down, bring
itover the cord. Tighten firmly.
Tie a second Half Hitch to the right of
the first. Make sure the end comes
down between the two knots. >>
Attach the remaining cords for the hanger in the same way.
Design Tip: When you attach the cords to the large ring at the bottom of the Bell
Wreath, you will use Double Half Hitches again.
Turn the ring over, so you are working in the back of
it. Locate the four hanger cords, which are shorter than
the others.
Use two cords on the right and left to tie 2 Overhand
knots, as you did at the top of the hanger.
Apply glue and cut off the excess material when it's dry.
Design Tip: The small bell is attached where the knot is located, in step 8 of the
Bell Wreath design. Do not attach it now, because it will get in the way.
You will need to use a piece of wire or fine cord to attach the bell, since they
usually have small holes.

Creating the Bell
The main area of the Bell Wreath is made with alternating rows of Square Knots. I
added Picots to some of them, to make the design more interesting.
You can change the knots if you want to experiment with different techniques. Here
are some suggestions (knots made with two cords):

Triangle Knot

Linked Overhand
Knots

Cross
Knot (Diamond

Sailors Knot

Stitch)

Step 3: Tie the first row of Square knots, using groups
offour cords. Each knot will have two working cords and
two fillers.
While tightening, pull on the fillers slightly, so that the
SK will rest against the knots on the ring.
Step 4: Mentally number the cords from two
knotsresting next to each other. Use cords 3 and 4
from the SK on the left, and 1 and 2 from the right, to tie
a new knot.
Tighten it 1-inch below the first row of Square knots.
See the image for step 6, which shows
"alternating" more clearly.
Design Tip: Making the Bell Wreath with an alternating pattern can be confusing.
To help you stay organized, separate the cords into 8 separate groups, each with
four cords. Double check that there are two cords coming from two different knots
in row 1.

Tie a second Square Knot, using the same four cords.
They can be tightened close together, or separated by 1inch (to make picots).
The picots are optional.

Slide the second knot up, while holding the filler
cords.
This will cause two loops to form (picots).

Step 5: Use the remaining cords to tie the rest of the
second row, but don't put the picots next to each other.
Instead, for every other group you should tie the two
SK so they rest close together.

Step 6: Alternate the cords again, to tie the third row.
(You can clearly see in this image how the cords
come from two different knots in the second row.)
Move down 1-inch and tie the next SK. Tie only one
knotfor this entire row.
Step 7: Repeat steps 4 - 6 to create the 4th and 5th
rows of the Bell Wreath design.
The groups used to make the picots need to
be oppositefrom those in row 2.
So if there is a picot design in row 2, tie the 2 knots in
row 4 without them (and vice versa).
Important: The Square Knot design will begin to move upward, like a dome, as
you complete step 7. Don't try to make the design flat again.
Instead, bring the knots closer together to encourage the Bell Wreath to bend
upward even more.
I recommend you secure the knots in one row, while tying those in the next
one. This makes tightening the knots easier.

Lower Ring
Now it's time to attach the cords to the lower ring for the Bell Wreath. You do so
with the Double Half Hitch, just as you attached the hanger to the upper ring.

Step 8: Attach the small metal bell onto the hanger,
which is dangling on the inside of the design you just
made.
Place the 7-inch ring over the top of the main
area. Make sure all the cords pass underneath it, as you
organize them into the 8 groups you finished with in step
7.
Attach each cord to the large ring with Double Half
Hitches. It's best if you attach 4 cords at a time, directly
under the SK tied in the last row.
Tighten all these knots firmly. There will be space
between each set of knots, which will be filled in later.
When all the cords are attached to the ring, turn it over so you can reach
inside. Apply glue to the back of all the knots, and allow it to dry before moving
on.

The Wreath
Now it's time to create the brushed area at the bottom of the Bell Wreath. You will
attach the remaining cords, as follows:

Step 9: Attach two 20-inch cords to each of the 8
spaces between the knots, with reverse Larks Head knots
(same technique as in step 2).
Use each end to tie 1 Half Hitch, to the left and right of
the Larks Head knot.

Step 9, continued: Slide two 8-inch cords through spaces around the SK resting
against the inside of the ring (blue X). They don't need to be knotted, just fold
them.

Unravel and brush all the cords, one at a time.
For the 8-inch pieces that are not attached to the ring,
hold both ends as you brush.

Trim the cords as needed. You can use the scraps to fill in
some of the thin areas. Just slide them through spaces
on the inside of the ring.
This is what the Bell Wreath should look like when you
are through.

Candy Cane Decoration
Description: This Candy Cane Decoration
features the striped variation of
theLanyard Knot.
This holiday decoration can be used to
decorate Christmas trees and wreaths.
The fringe at the bottom is optional.

This Macrame project is suitable for all
experience levels, and is perfect for children
as well as groups.

Finished size: 6 inches long x 1
inchwide

Supplies Needed:







4mm cord material (Red and White)
Craft Wire
Fabric or Household Glue
Needle Nose pliers
Project Board and Pins

Cutting Instructions




Cut 2 cords, each at least 80 inches long (both colors).
Cut 2 pieces of craft wire, 8 inches long.

To change the size from top to bottom, multiply the finished length x 13. Cut
each cord to that length.
To change the width, cut additional cords, or use a different size material.

Step 1: Lay the wires on the project board, so one
is vertical and the other is horizontal. Make sure
the centers are matched up.

Place the white cords on top of the wires,
restingdiagonally.
Do the same with the red cords, laying them
diagonally too, in the opposite direction.
The centers of both cords need to be resting at the
crossing point of the wires.

Step 2: Fold the wires so they pass around the
crossing point of the cords. Bring them together in
a group, standing upright. You can twist them
together if you wish.
Step 3: Mentally assign a letter to the four
segments of the cords, starting on the lower
right(move counter-clockwise).

Lanyard Knot Instructions

Below are the steps to make the first Lanyard Knot for your Candy Cane
Decoration. Each segment has two cords that act together. You can either fold
the cords or curve them.

Step A: Move segment A (lower right) upward,
passing over segment B.
Leave a small space for the 4th step.

Step B: Direct segment B to the left, so it passes
over segment C.
As you do so, the cords will automatically pass over
the ends of segment A.

Step C: Bring segment C down, passing over
segment D.

Step D: Direct segment D to the right. Pass it
through the space from the top.

When you tighten the knot, neatly arrange the two
cords side-by-side in each area.
You can remove the pin from the center and
position it on the outside of the Lanyard Knot.
Do not move the knot while you tighten it.

Step 4: Mentally label the four segments where they are now, starting at the

lower right (see image below).
For the next Lanyard knot, reverse the direction you move the cords.

Start with segment A on the lower right. Curve
itleft, passing over segment D (clockwise).
The last segment you use should be segment B, at
the top right area of the knot.

Important: Always start with the cord on the lower right. The stripes for
the Candy Cane Decoration depends on this.
The two colors will change because of the folding, but it's important to start each
knot the same way.
Alternate the direction you progress (clockwise or counter-clockwise) each time
you tie a new knot.

Step 5: Continue on, making more Lanyard knots,
stacking them on top of one another as you
progress.
Stop when the Candy Cane is 6 inches long.

Step 6: Trim the ends so they are even. You can
finish by tucking each end into the Lanyard Knot
sennit.
Or you can unravel each end and brush the fibers to
form a soft fringe at the bottom of your Candy Cane
Decoration.

Advanced Macrame

In Advanced Macrame are projects suitable for those with experience, who would
like to create more challenging designs than what is listed in the other areas of
Free Macrame Patterns.
Included in this section are elaborate Macrame and Micro-Macrame jewelry
projects, not suitable for beginners.
There will also be Chinese Macrame designs listed, which are created by
combining various Chinese decorative knots.
Cavendoli Macrame designs will eventually be listed here, along with a page
describing the general process. Cavendoli patterns are those created with
Double Half Hitches, arranged so that color shifts occur.
For all the patterns listed, make sure you have plenty of experience with all the
decorative knots found in the Learn Macrame section.
Remember that you can PRINT any of these pages. Visit the home
page for instructions on how to convert to a PDF prior to printing.

Under Construction: Please be patient for new projects to arrive!

Pendant

Owl Pouch

Teardrop
Purse

Chinese
Butterfly

Teardrop Purse

Description: The Teardrop Purse design is a great Macrame pattern to help you
learn important skills such as adding cords and creating symmetry.
The name comes from the fact that the straps form a teardrop shape. You can
make it with one or two colors, and use both natural and synthetic materials.
In the images shown, I used Polypropylene cord (standard Macrame cord). Color
A is the ivory flecked material, and color B is cranberry.
Important: This Macrame project is advanced, so is not suitable for beginners.
The finished size is approximately 12 inches wide x 20 inches tall, which
includes the strap.

Supplies Needed:



6mm cord in 2 different colors, 100 yards of each
Project Board and Pins



Cellophane or Masking Tape

Knots Used:




Square Knot (SK) (both left and right SK)
Square Knot Button

Note: All of the Square Knots in the Teardrop Purse will have 2 fillers, and 2
working cords. Further down on the page are the instructions for the Right
Square Knots. You will also tie the standard Left SK in some areas.
Make sure you know how to tie both variations, or this project will be difficult for
you to complete.
You’ll be cutting cords as you progress through the pattern, rather than
all at the beginning.

The Straps



Cut 4 cords, each 6 yards long (Color A)
Cut 4 cords, each 4 yards long (Color A)

Put tape on the ends, for easy identification later on, and to prevent
unraveling.
Step 1: Use 4 cords for each strap (two 6-yard and two 4-yard). Secure
thecenter of each cord to your project board, with pins.
Arrange the cords as follows, and mentally number them:





Cord
Cord
Cord
Cord

1
2
3
4

–
–
–
–

6
4
4
6

yard
yard
yard
yard

Step 2: Tie a tight Square Knot in the center of the cords, next to the pins.
Use cords 1 and 4 as the working cords. Secure the knot and remove the
remaining pins.

Step 3: Tie 20 left Square Knots with the 4 cords, as you did in step 2.

Step 4: Turn the design around, and repeat step 3. This is considered strap
1.

Repeat Steps 1 - 4, using the remaining cords, to make strap 2.
Use Right Square Knots instead of left. The instructions are shown below.

Right Square Knot Instructions
Here are the instructions for tying Right Square Knots (RSK) for the Teardrop
Purse design.

Use two working cords and two fillers.
Move the right working cord (RW) towards the left,
passing it over the fillers, and under the left
working cord.

Bring the left working cord under the fillers. Bring
itover the right working cord, as you pull it out on
the right side of the knot.
Tighten the first half by pulling on both ends.

Use the right working cord again, which is now on
the left.
Move it towards the right, over the fillers
and underthe other working cord.

Use the left working cord, which is now on the right.
Bring it under the fillers, and over the other cord
as you pull it out on the left side of the knot.

Adding Cords for Body

Step 5: Now you will add the cords for the body.


Cut 16 cords, (color B), each 3 yards long.

Prepare the ends with glue, wax, or tape.
These cords will be called the “body cords”, since they are used to form the
main portion of the Teardrop Purse.
You should sit facing one end of the straps for these next steps. You will use
only strap 2 for now (right facing SK).
Mentally number the cords in the strap 1 - 4, and make sure it's face up.
You can identify it by being sure the head of the last knot is facing right.

Add one body cord to the 4th strap cord, which is the
working cord on the right.
To do this, center the new cord underneath, and
secure it with a pin.

Step 6: Tie a Right SK, using the four strap
cordsonly (color A).
This will hold the new body cord in place, since it's
between the two knots.

Design Tip: Mark this knot with tape or a pin, so you can easily find it
later.
In the images, I colored the knot yellow so you can see it better.

Step 7: Add a second body cord, by folding it in half,
and placing it to the right of the one previously
added. Secure it with a pin.

Step 8: Tie a right SK, combining both halves of the
new cord with those from the first body cord (Color B
only). This knot will rest beside the strap.

Important: Pull on the filler cords to remove any slack above the knot.

Step 9: Add the 3rd body cord to cord 4 of the last
SK in the strap (tied in step 6). Center it, and secure
it with a pin.
Tie a Right SK, using the four strap cords only (color
A).

Step 10: Tie a RSK using the new body cord, along
with 2 of the adjacent cords, which are from the first
knot you made in step 8.

The most important thing to remember in this section of the Teardrop Purse is to
combine the two halves of the new cord with two from the SK tied before it.

Step 11: Add 5 more body cords, just as you did in
steps 9 and 10 (total of 8).

The following steps mimic the ones you just completed, but left SK are
tied.
Step 12: You will now use strap 1 of the Teardrop Purse (left facing
SK). Mentally number the cords 1 - 4.

Step 13: Add one body cord to the strap cord furthest to the left (cord 1).
Center the new cord underneath it, and secure it with a pin.
Tie a left SK, using the strap cords. Mark this knot in some way, so you can
find it easily.

Step 14: Add another body cord, by folding it in half, securing it to the left of
the one added in the previous step.

Step 15: Tie a LSK, using both portions of this new cord with the previous body
cord added in step 12. Pull on the filler cords to remove any slack.

Step 16: Add a body cord to the last SK tied in step 13. Center it, and secure it
with a pin. Tie a SK with the strap cords to hold it in place.

Step 17: Tie a SK using the new body cord just added, along with 2 of
theadjacent cords, which are from the previous knot tied in step 15.

Step 18: Add 6 more body cords, just as you did in
steps 16 and 17 (total of 8).
When finished, half the cords for the body of the
purse will have been added to the straps of the
Teardrop Purse.

Repeat steps 5 through 18, to add 16 more cords to the other end of
the straps.
Important: Make sure you reverse the direction of the knots.
Strap 2 will now have body cords added onto cord 1 in the
strap with left SK.
Use the directions for steps 12 - 18.
For strap 1, the body cords are added to cord 4 in the strap, with right
SK.
Follow the directions for steps 5 - 17.

Side of Handbag (Gusset)

Step 19: To begin the first side of the Teardrop Purse, re-secure the design, so
the straps are resting vertically, approximately 2 inches apart.
The one on the left should be strap 2, with the SK in the added cords facing
right.



Cut 2 cords of color A, each 90 inches long (2.5 yards)

These cords are referred to as side cords in the instructions below.

Tie an Overhand knot at the ends of these cords, to make it easy to identify
them later on.

Fold 1 side cord in half, and secure it between the two
strap designs.
It should line up with the RSK you tied in step 8.

Step 19, continued: Tie a left SK with the 2 halves of the side cord, along
with the 2 body cords to the left of it.
This new knot will be made up of both colors, and will face the opposite
direction of the body cords. This will form the striped pattern for the gusset.
Tug on the fillers to remove the slack, to remove the loops above the knot.

Step 20: Fold the other side cord in half, and secure
it to right of the first side cord, close to the body cords
on the right.
Tie a right SK with the two halves along with 2 from
the SK tied in step 15.

Step 21: Using both body and side cords, tie 6 rows
of Alternating Square Knots (ASK) as described below.

In each new row you will use two additional body cords that you added to the
straps. This will cause the side section of the Teardrop Purse to widen, since you
are tying more knots as you progress.
Remember that Alternating Square Knots are made by using 2 cords from two
different knots in the previous row.
The knots made with the Color A only will form a stripe, and they are all tied

withLeft SK.
The mixed color knots will face the opposite from those made by the color B
cords.
I've given you specifics as to the direction of the knots (below), but you should
double check the direction as you progress.
RSK = Right Square knots
LSK = Left Square knots.

Important: The numbers below indicate how many knots are tied in the
row. So for row 3, there are a total of 5 knots in the row.







Row
Row
Row
Row
Row
Row

1:
2:
3:
4:
5:
6:

RSK
RSK
RSK
RSK
RSK
RSK

x
x
x
x
x
x

1
1
2
2
3
3

(color B) -- LSK x 1 (color A) -- LSK x 1 (color B)
-- LSK x 1 -- RSK x 1 -- LSK x 1
-- LSK x 3
-- LSK x 1 -- RSK x 1 -- LSK x 2
-- LSK x 4
-- LSK x 1 -- RSK x 1 -- LSK x 3

Step 22: Repeat steps 19 - 21 to create the second side panel, at the other
end of the straps.

Body of Teardrop Purse

Step 23: Fold the design so the straps are at the top of your work surface,
directly in front of you.
The loose ends should be heading vertically (downward). The side designs you
just made should be to the right and left. One strap will be lying on top of the
other.
In other words, the cords should be organized to look like the general shape of
the Teardrop Purse.
Bring the remaining portion of the strap cords to the center, forming a
teardrop shaped design. These cords are color A, and there is tape on the ends
of them.

The 8 cords for the front half (on top) should be from
the same strap.
Ignore the 8 cord for the back half (bottom) for now.

Step 24: Use the 8 strap cords only (color A).
Number them 1 - 8. You will now make a SK button
for the front of the Teardrop Purse. Skip past step 24
if you do not want this decoration.

Step 24: Use cords 3 - 6 to tie one Square Knot. Move down ¼-inch and tie a
short sennit of 4 Square Knots. Pass the ends through the space from front to
back to form the Button. Tie a LSK with cords 1 - 4, and a RSK with cords 5 - 8,
just below it.

Step 25: Flip the Teardrop Purse to work on the back half. Mentally number
thestrap cords in the center 1 - 8.
Tie a tight left SK with cords 3 - 6.
Just below, tie a LSK with cords 1 - 4, and a RSK with cords 5 - 8.

Step 26: Organize all the cords into 2 groups, the front and the back. This is
easier if you can hang the purse by the straps, so the cords dangle freely.
Make sure the sides of the Teardrop Purse are to the right and left.The knots you
tied in steps 24 and 25 are in the center of the design.

Step 27: Tie the first row of Alternating Square Knots, in the front section. Tie
left Square Knots to the left of the center, and right Square Knots on the
right. They will match the ones nearby.
The knot that rests in line with the button should be a left Square Knot.

Repeat this process for the back half of the Teardrop Purse.

Step 28: Join the front and back by tying 1 LSK with the side cords (color A),
on both the left and right areas of the design.
Step 29: For the next row, continue to make the Alternating pattern, for both
halves of the Teardrop purse. When you get to the sides, one knot should be
aLeft SK and the other should be a Right SK.
Design Tip: Note that in the sides one row will have only one SK, which should
face left.
The next row has two knots, and they should face opposite directions. This is
repeated as you complete the body of this Macrame purse.
Step 30: Continue on with the ASK pattern on both halves of the handbag. You
should have enough material to tie a total of 16 - 18 rows.
You need at least 12 inches to finish the Teardrop Purse, so measure the
shortest cords if you decide to make additional rows.

Step 31: The last row will be a little different from the others. Drop the 4 cords
(color B) that are closest to the side cords (color A), at both sides of the purse
(total of 8).
Drop the same cords on the back half as well. Just push them to the inside of
the purse, and tie the knots as if they were not present.
Tie a final row of Alternating Square Knots. Make sure you don't use the
dropped cords.

Finishing Touches

Step 32: To close the bottom, turn the Teardrop Purse inside out, and hold it
between your knees.
Tie tight Square Knots using groups of 4 cords. Make sure you select 2 cords
from each half to tie one knot.
To make sure you use all the cords (including the ones you dropped), trim each
cord to 2 inches.

Step 33: Apply glue to all the knots in the bottom section.
When dry, trim all the cords more, to 1-inch in length, and unravel them
completely. This makes a fluffy fringe on the inside of the Teardrop Purse.
Turn the handbag right side out, and it’s ready to use.

Chinese Butterfly

Description: The Chinese Butterfly is a combination knot made with both
theMystic Knot (Pan Chang) and a Josephine knot (Double Coin).
You must know how to tie both knots easily, or this Macrame pattern will be
difficult for you to complete.
This Chinese knot can be used as a pendant, since the loop at the top could be
an attachment point for a necklace cord.
You can also use it as a decoration for handbags, belts, plant hangers and
more.
This Butterfly shaped knot looks great when made with Satin cord material, as in
the image above. When tightened firmly, it will result in a wingspan of
approximately 3 inches.
I used Paracord in the images below to make these instructions easier to
see. This design looks best when made with 2mm cord material, but you can use
other sizes, too.

Important: Please be sure to lean the pins or use the cross-pin technique to
secure the loops and bights, if using Satin, Leather or Silk.
Supplies Needed:




2mm cord material (2.5 yards or more)
Project board and pins or tape
Fabric glue (optional)

Preparation: Cut one cord, at least 2.5 yards long.
When making the Chinese Butterfly, you will create a series of bights in vertical
and horizontal directions. Try to make these bights around 3 inches long, so you
have room to work. That's why you need so much material; this way you can
make the design large the first time you try it.
For the first 3 steps of the design, you will be using the right half of the
cord. Secure the left half for now.
Step 1: Secure the center of the cord on your left, at
the top of your board.
Form bight 1 with the right half of the cord. It should
be long and narrow.
Place a pin at the upper right, directly across from the
center (see next image). This is to mark the area for
step 2.

To make the first Josephine Knot for the right wing of
the Chinese Butterfly, make a counterclockwise loop with the right end.
As you bring the end down to the right of bight 1,
passunder to make the crossing point for the loop.

Bring the right end down, fold it to form bight 2, and
then move it up to the top again.
Pass it under loop 1.

Step 2: Make the second loop for the Josephine Knot
by moving the right end over the segment
you markedwith the pin, to the left of loop 1.
Pass it under the left side of bight 2, and then through
the loop, over - under - over the three segments.
Tighten the Josephine Knot slightly and balance the
loops.

Step 3: Create bight 3 by weaving the right end
through bights 1 and 2, under - over - under - over.
Weave right to left, fold the cord, and then bring it
back to the right. The path is the same both
directions.

Create bight 4 by repeating the previous step. Place
the bight as close to the bottom as possible, near the
folded areas of bights 1 and 2.
The area between bights 3 and 4 should be wide as
shown in this image. The area above bight 3 should be
fairly wide, too. Secure the right end, since you will
not be using it again.
Now you will use the left end to complete the remaining bights and weaving for
the Chinese Butterfly.
Step 4 takes place above bight 3 and below the Josephine knot on the upper
right.
Step 4: Make a clockwise loop with the left end, so it
rests at the upper left area of the Chinese Butterfly.
Move the end towards the right horizontally,
passingover 4 of the vertical segments (bights 1 and
2).

Fold the left end around the right side of bight 2, to
make bight 5. Bring it back to the left,
passing underthe four vertical segments.
Important: Make sure you do not fold it around the
segment furthest to the right. Pass the cord
aroundbights 1 and 2 only.

Step 5: Bring the left end down to the wide
areabetween bights 3 and 4.
Make a clockwise loop, passing the end under to
form the crossing point. This is loop 1 for the left
Josephine knot.
Bring the end to the right, passing over the 4 vertical
segments of bights 1 and 2.
Fold the cord around the right side of bight 2 to form
the next bight (6).
You can see this bight better in the images for step 6.
Bring it under all the vertical segments, moving right
to left. Pass it under the new loop.
Rotate the left end in a counterclockwise direction. Pass it over the segment close
to bight 3.
Pass it under the segment of bight 6, near the
crossing point of the first loop.
Weave it over - under - over the first loop. Tighten
and balance the Josephine knot before moving on to
the next step.
Before moving on to step 6, make the 6 bights as
narrow as possible, and spread things out so you can
see all areas of the Chinese Butterfly.
The vertical weaving for step 6 takes place to the left
of bight 1, close to the folded areas of bights 3 and 4.
In step 7, the second area of weaving takes
placebetween bights 1 and 2.
The focus of the weaving for the Chinese Butterfly will be bights 3 and 4. You
will pass the end through them. For the other horizontal segments, you pass
over or under them, depending on the direction you are weaving the cord.
Follow these instructions carefully:
Step 6: Bring the end through bight 4 heading
towards the top, over - under.
Pass it over the next two segments.
Move it through bight 3, under - over. Pass
it overthe next two segments, ending at the lower part
of the loop on the upper left.

Bring the end back to the bottom, passing under two
segments, and then over - under bight 3.
Pass under the next two segments, and over underbight 4 at the bottom.

Step 7: Move the end around bight 1 at the bottom,
and to the space between it and bight 2.
Repeat step 6, weaving the cord vertically towards the
top, and then down again.
The over - under pattern is the same.
There are five areas that will be arranged along
theoutside of the Mystic Knot.
The loop on the upper left is the "head" of the Chinese
Butterfly. The wings are the areas with the Josephine
knot.
The areas marked with an X are the loops at the
bottom. Keep these areas secured and remove
the rest of the pins.

Pull on the five areas, after moving the design so the
loop for the head is at the top. The Mystic knot will
tighten up by doing this.
I recommend you keep the pins in place until the
design is completely tightened. Reduce the size of each
area, moving the pins as needed.

The Josephine knots for the wings need to be horizontal as you tighten the
Chinese Butterfly.
Make the areas between the head and the Josephine knots wider, forming the
curved details at the top of the wings. The head and lower wings can be any
size.
To finish the design, you can move the ends to the back and slide them under a
portion of the Mystic knot.

You could also let the ends dangle, adding beads and/or finishing knots.

